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MATERIAL SPECIFICATION (&%) =

NAME : CONTROL DIVISION:
LUBRICANT - SILICONE EMULSION . FISHER BODY

I. GENERAL DESCRIPTION

This specification covers the requirements of a stable silicone-water
emulsion-type lubricant that does not adversely effect painted areas
or the painting of surfaces previously contaminated with this material
and is suitable as a lubricant on rubber surfaces,

II. DETAILED REQUIREMENTS

The material must be non-toxic and non-injurious to personnel engaged in its
use or handling and shall conform to the following requirements:

A. Physical and Chemical Requirements

Tests Test A Type B Test Method
1. pH range 6~-8 6-8 ASTM E70-52T
. . or equivalento
2. Silicone Content 35 - 2.5 50 - 2,5 2 Hours @ 105 C
(Non-volatiles-%

remaining after bake)

3. Suitable Emulsifying 65 2 2.5 50 % 2.5 2 Hours @ 105°¢C
Agents plus Water
(Volatiles-% evap-
orated after bake)

under agreement with the

§520
s28z2
4. Color White White Visual Inspection |;Zif
+ + 3288¢
5. Specific Gravity 972 .03 .97 1 43 ASTM D1298-55 22
€ 25 C or equivalent §23
f2:1:
B. Functional Requirements ?%%ié

The lubricant must perform in a satisfactoiy manner in its specific
application,

The lubricant shall be compatible with and not develop any detrimental

eifects, such as silicone caused "fisheyes'", toc the body lacquer paint
system,

9-16=-77 ew release, supersedes FBMS 20-24 F.B, - CBQ*

DATE SYym REVISION RECORD Div AUTHORITY DR CK

¢ Denotes change trom previous issue.

Copyright © /9 7/ GENERAL MOTORS CORP. All Rights Reserved

Documents


http://www.avadocuments.com/doc/gm-9981117-0
http://www.avadocuments.com/doc/gm-9981117-0

DRSISTRINETS. NI Y ANYR ]

NJivy

gL Li iy Dlu,

In ait cases theretore. the

paterts may or May no! be nvoived

VND.GM 9981117-EN6GL 1974 HE 500379 O00L2LLA 31T HH

NO.
GENERAL MOTORS CORPORATION 998 1117
MATERIAL SPECIFICATION .ﬂ race: 2 ot 2
] ALi DATE: 9-16-74
SYM:

NAME :
LUBRICANT - SILICONE EMULSION

II. DETAILED REQUIREMENTS Cont'd

C, Quality Control Requirements

Each supplier must submit to the Material Development & Testing Laboratory
a Certification Sheet on the material they propose to supply containing
the Physical Properties listed in II.A,
A Material Safety Data Sheet must also be submitted,

D, Drum Identification

Warren, Michigan 48090

All shipments shall be made in clean, sealed containers clearly marked
with the name of the lubricant as 998 1117 stenciled on the top and side.

I1I. SUPPLEMENTARY INFORMATION

A.  Inspection, Packing and Shipping

Detuils of thesc and other requirements are contained on the back of
the Purchase Order and are to be considered a part of this specification,

B. New Sources

No shipment shall be made by new sources until samples of the material
they propose to supply under this specification have been approved by
the purchaser. The size and number of samples to be submitted by the
supplier shall be at the option of the purchaser.

supplier shall be required to assum™e patent Habity

" Denotas change from previous IR
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