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NAME: CONTROL DiVISION:
SEALER - EPT RUBBER TO GLASS ' FISHER BODY
S
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= I. GENERAL DESCRIPTION
8
-
£2 TO PROVIDE A SEALER SUITABLE FOR SEALING WINDSHIELDS AND BACKLITES BETWEEN
22 THE G1¢5s EPT RUBBER CHANNEL AN THE GLASS.
e
= 2 THIS SPECIFICATION COVERS A MASTIC=TYPE SEALER WHICH 1S CAPABLE OF BEING
o é’ DiSPENSED WITH A 30«1 BARREL-TYPE PUMP THROUGH A MANIFOLD AND APPLIED BY A
2.; - FLOW GUN., IT IS TO BE DARK GRAY IN COLOR., [T SHALL BE HOMOGENEOUS, COM-
&H e PLETLLY RIFISTANT TO MOISTURE, HAVE GOOD ADHESION TO EPT RUBBER GLASS
ol CHANNELS AND TO GLASS, HAVE GOOD AGING PROPERTIES AND SHELF STORAGE LIFE.
c = ’
T THE ODOR SHALL NOT BE NOXIOUS, AND THE MATERIAL GHALL NOT EXHIBIT EXCESSIVE
§ STRINGINESS DURING APPLICATION OR CLEAN=UP,
2
& 1, APPLICABLE TEST METHODS
T.M, 45-1 T.M, 45-29
T.M, 45-2 T.M, 45-73
T.M. 45-21
I1l1. DETAILED REQUIREMENTS
A. Opor (T.M, 45-73)
2 THE SEALER MUST NOT BE TOXIC OR NOXI0US. AFTER CURING, IT MUST BE
gg RELATIVELY NON=ODOROUS,
[=}
gt
3£ B. STaBILITY (T.M, 45-21)
h-R ——
1
883 AS SHIPPED THE SEALER MUST BEZI CAPABLE OF WITHSTANDING A TEMPERATURE OF
é%; 130°F FOR 72 HOURS WITHOUT ANY DELETERIOUS EFFECTS. THE SHELF LIFE OF
‘§E§ THE MATERIAL MUST BE AT LEAST 90 DAYS AT TEMPERATURE NOT EXCEEDING 95°F.
3ep .
5§33 THE MATERIAL CONDITIONED AS ABOVE MUST BE ABLE TO PASS ALL APPLICABLE
- 3
§E 8 REQUIREMENTS OF THIS SPECIFICATION.
T eo
oo
g0t C. SoLib ConTENT (T.M, 45-2)
“>
gl
E THE SOLID CONTENT SHALL BE 85% = 90% BY WEIGHT.
g ¥
- >®
g
3%
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23
7-15-73 SUPERSEDES FBMS 9-57 AND APPLICABLE FB 32794
TEST METHODS, ODOR STABILITY & WT/GaAL _g
ADDED. 7 Vrwh -
DATE SYm REVISION RECORD DiIv AUTHORITY DR CK
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RPORATION :
GENERAL MOTORS CO 9981338
nsacs DATE: 7-19-73
I sYM:
NAME .
SEALER - EPT RUBBER TO GLASS
D. WEIGHT PER GALLON
Q
=2 THE WEIGHT SHALL BE 11.4 + O.1 POUNDS PER GALLON.
Q
£ E. ViscosiTy (T.M, 45-1)
=]
g
§ MacMicraeL ViscosiTy: 30° - 50°, No. 18 wire.
g F. WATER AND SOLVENT RESISTANCE
s
THERE SHALL BE NO EXCESS{VE BREAKDCWN OF SEALER AND NO WASH-OUT OF FILLERS
WHILE USING WATE: AND FS-1062 «nNo FS-1194 soLVENT. THERE SHALL BE NO
ABSORPTION OF WATER INTO THZ MATERIAL,
G. ExPANSION AND OiL SePaARATION (T.M. 45-29, PaR. 2)
THERE SHALL BE NO BLEEDING OF OILS OR EXPANSION OF MORE THAN 1" THROUGH
THE 1/4" HOLE IN THE LID.
H. PuasTic FLow (T.M, 45-29, Par, 3)
THERE SHALL BE NO SQUEEZE-OUT OF OIL. THE 1/4" BEADS SHALL NOT COMPRESS
TO & WIDTH OF MORE THAN 3/4" IN ONE (1) HOUR. AFTER THE FIRST HOUR, NO
2 FURTHER COMPRESSION OF THE BEAD IS ALLOWED.
"
3 l. CoLb ResisTance (T.M. 45-29, Par. 4B)
§§ THE MATERIAL SHALL HAVE GOOD FLEXIBILITY, COHESIVE STRENGTH, AND ADHESION
53 To EPT RUBBER AND GLASS AT =-20°F.
Te
£g J. EFFecT ofF AcING (T.M, 45-29, Par. 5B, C, ano D)
. Q -
b 2 .
33 THE ADHESIVE AND COHESIVE PROPERTIES SHALL NOT BE ADVERSELY AFFECTED BY
>
.si AGING, THE MATERIAL SHALL NOT DRY OUT, BLEED OILS, FORM CRACKS, SHRINK,
5 OR EXPAND, AFTER THE AGING TEST, THE SEALER MUST HAVE GOOD ADHESION TO
gt GLASS AND THE MECHANICAL RUBBER CHANNEL. ALSO, THE LAMINATED GLASS SHALL
3 e NOT BE STAINED OR AFFECTED IN ANY WAY.
g
c 3
°z K. MiIGRATION OF OiLs (T.M, 45-29, Par. 6)
L34
EWw
g% BLEEDING OF 0ILS NOT TO Exceep 1/8".
[
: Q
ad
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