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NAME: CONTROL DIVISION:

Adhesive - Drain Hole Cover - Low Bake ELPO FISHER BODY

F. S, 1496 - 1.0W BAKE DRAIN HOLE ADHESIVE CAULK, ELPQ TYPE

I. GENERAL DESCRIPTION

This specification covers an adhesive caulk suitable for application to
Elpo and galvanized surfaces and intended for sealing and bonding drain
hole cover plates to the floor pan., It is intended to cure through the
lacquer reflow ovens only,

Warren, Michigan 48090

The adhesive caulk shall be smooth and homogeneous, free from lumps and
unmixed particles, It shall cure into a tough, resilient seal. It shall
be pumpable, and suitable for flow gun application.

Engineering Staff, GM Technical Center
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§E The material supplied to this specification shall conform to the following
g2 physical requirements:
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£83 1. Oodor (TM 45-73)
;;é The adhesive caulk must not be toxic or noxious. After curing, it must
g be relatively non-odorous,
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38 2. Stability (TM 45-21)
2% As shipped, the adhesive caulk must be capable of withstanding a
gég temperature of 130°F for 72 hours without any deleterious effeccts,
23 The shelf life of the material must be at least 60 days at tempera-
255 tures not exceeding 95°F,
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.EB: The material conditioned as above must be able to meet all applicable
Egg requirements of this specification,
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3. Solid Content (TM 45-2)
95 - 100% by weight,

4., Viscosity (TM 45-1)
The viscosity of the sealer will be set for individual sources at the
time of approval and will become a part of this specification,

5. Viscosity Breakdown - 500 Strokes (TM 45-13)
The material shall not thin out to the point where it drips from the
{loor pan during air dry or bake cycle,

Warren, Michigan 48090

6. Characteristics of Cured Material (TM 45-52
The material, after testing, as outlined in TM 45-52, shall display
no charring, cracking or loss of adhesion to galvanized or Elpo sur-
faces and must withstand two (2) 25 inch-pound off-center impacts
after each of the environmental conditions,

7. Water Permeability (TM 45-52)
The material must adhere sufficiently so as to produce a watertight
seal around the periphery of the drain hole cover plate,

8. Extended licat Cure
The materiul, after two (2) 8-hour bakes at 3000F, shali dispiay no
-charring, cracking or loss of adhesion to galvanized or primed sur-
face and must withstand two (2) 25 inch-pounds off-center impacts
after room temperature and -20°F,

9. DPressure Stabilitv (TM 45-66)
The material shall not cake or separate oil under 320 PSI pressure,

10. Weight per Gallon
The weight per gallon of this adhesive shall be set at the time of
approval and will become a part of this specification, It shall not
vary more than - .2 1bs/gallon,

Iv. SUPPLEMENMTARY TNFORMATION

1. Inspection, Packing and Shipping
Details of these ana other requirements are contained on the back of
the purchasc order and are to be considered a part of this specifi-

cation,
2. Mew Scurces

No shipment shall be made by new sources until samples of the material
they propose to supply under this specification have been approved by
the purchaser. The size and number of samples to be subnitted by

the vendor shall be at the option of the purchaser,

¢ Denotes change from previous issue.
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