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E I. GENERAL DESCRIPTION
2o
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'§§ This specification covers a two component adhesive 9981556 made up of
F e 9981554 Part "A" base, and 9981555 Fart "B" catalyst, used for bonding
= 2 unsupported expanded vinyl film to either an ABS, or polystyrene substrate
S by a vacuum forming process.
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g § The adhesive shall be homogeneous, free from unmixed particles, and shall
m§ cause no discoloration when in contact with light colored vinyl trim. There
£ shall be no bridging or loss of adhesion of the vinyl trim,
@
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'5, II. APPLICABLE TEST METHODS AND SPECIFICATIONS
£ §
w
™™ 45-21 ™ 45-86 T™ 45-61
THM 45-41 FBMS 11-4
™ 45-73 T™ 45-87
III. DETAILFD REQUIREMENTS
1,  9dor (TM 45-73) ,
The material shall not be toxic, noxious, or have an odor which is 5
- perceptible upon loss of solveat, F)
££ P
£y 2, sStability (TM 45-21) 2
‘_g’é Each component shall not deteriorate beyond the limits of useability .
g€ in the shipping containers for 90 days of plant storage at tempera-
gz tures not to exceed 959F. ‘
S$82
iTE The adhesive, after mixing, shall meet the applicable parts of this
3¢ specification for a period of at least 8 hours,
833
gg: 4. Non-5taining Characteristics (TM 45-41)
Ef% There shall be no staining when tested in accordance with the test
$es method,
w > C
288
858 5. Weight per Gallon
2% The weight per gallon shall be specified for each source at the time of
§E; approval and will become a part of this specification. It shall not
$ss vary more than ¥ ,2 1bs/gallon,
Faz
5/11/73 Supersedes FBMS 8-43 FB ER-24331] jm |mtc
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NAME:

Adhesive - Vacuum Forming Expanded Vinyl

10,

Wet Strengths (TM 45-86)
The adhesive shall show a minimum of 5 pounds per square inch in

shear,

Adhesion Reouirements
A. There shall be no bond failures during any step of the cvcle, when

tested in accordance with T™M 45-86.
B. Vacuum formed parts shall meet the adhesion requirements of

Specification 11-4.

Sprayability

The adhesive must be capable of being dispensed by spray appiication,

Viscosity and Sculid Content
The wviscosity and solid content shall be set at the time of approval

and become a part of this specification,

Compatibilitv with Dispensing Equipment (TM 45-87)
There must be no discoloration of the adhesive, precipitation of
solids, or staining of the metals.

Iv, SUPPLIMENTARY INFORMATTION

1.

supptier shall be required to assume patent liabitity.

Inspection, Packing, and Shipping
Details of these and other requirements are contained on the back of
the Purchase Order and are to be considered a part of this specifi-~

cation,

New Sources

No shipment shall be made by new sources until samples of the material
they propose to supply under this specification have been approved by
the purchaser. The size and number of samples to be submitted by the
vendor shall be at the option of the purchaser,
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