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TAPE, POLYURETHANE FOAM, DOUBLE COATED

0X 19 mm (.12 X .75 in.)

CONTROL DIVISION

FISHER BODY

A

Engineering Staff, GM Technical Center
Warren, Michigan 48090

B,

A den,,

applicatjon to clean dry surfaces.
minuz 30 C to 95°C and for broader temperature applications on an
intermittent basis.

1. GENERAL DESCRIPTION

' .. DETAILED REQUIREMENTS

Cclor

%, flexible, open cell urethane foam cozted on both sides with homo-
gene-ous trancparent, high tack acrylate pressure sensitive adhesive suitable
for zdhesion to smooth or rough; irregulsar surfaces.

Mzt-rizl =hall require no moisture, heat or other preparation prior to or after
Suitable for continuous applications from

Denzity, nominal, withou’ adhesivs, ASTM D1667.

Tensile Strength, minimum*
Static shear strength, minimum**

Liner removability, maximum, ASTM D1000

"
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* T black specimen 645 mm™ (1 in”) area, jaw speed 300 mm/min (12 in/min)

White to light yellow

145 kg/m> (9 1b/£td)

166 hours

0.045 N/mm (4.1 oz/in)
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150 kPa (22 psi) |
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gg >4 1.000g lozd at 22 and 70°C, 12.7 X 25.4 mm (.5 X 1.0 in) area overlap
v !
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g§ F. B8Lelf Life Material shall mss all
‘5§ . requirements of this spgecification after aging material in the original i
E w2 contaziner 90 days @ 35 C, .
633 s
33 % €. Siz-~ of product skall conform +o the following: FER
£c6 e
E it
cus L. Foam thickness, 2.79 - 3.81 mm (.110 - .150 in) HEHH
§3% 2. Liner thickness, 0.08 mm (.003 in), nominal EELH
$é3 3. Width, 18.3 - 19.8 mm (.72 - .78 in) EER I
:35 4. Length, 55 mm (60 yards), unless otherwise specified by the %gé%?
§5¢ purchaser. i3ace
S5 3 21593
£¢ £355:
SE H. Psackaging FEEs
ge?
=>3 .
ggs Tape =<2 be furnished in evenly and uniformly wound rolls on suitable cores wiith
85% a =117 :one treated paper interlesved throughout the tape but easily
E%g removable with no separation of material.
.r. B .
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NAME

TAPE, POLYURETHANE FOAM, DOUBLE COATED - 3.0 X 19 mm (.12 X ,75 in.)

111, SUPPLEMENTARY INFORMATION

A. Inspeciion, Packing and Shipping

Details of these and other requirements are contained on the back of the
Purchzze Order and are to be considered a part of this specification.

B. New 3ources

No shipment shall be made by new sources until samples of the meterial
they propose to supply under this specification have been approved by
the purchaser. The size and number of samples to be submitted by the
supplier shall be at the option of the purchaser.

Engineering Statf, GM Technical Center
Warren, Michigan 48090

In all cases, therefore, the

These specifications were developed without considering whether

patents may or may not be involved.
suppher shall be required to assume patent hability

*“ Denotes change trom previous issue,
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