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I. GENERAL DESCRIPTION

This specification covers the requirements of & hot melt material of uniform
texture in open net form used for bonding trim fabrics to polyurethane feam.

. The material must be capable of steam laminating cloth and/or coated fabrics
to polyurethane foam. The film must also be free from dirt, grease, metal
particles, or any other foreign matter that may be detrimental to the

dielectric embossing process.

II. APPLICABLE TEST METHODS & SPECIFICATIONS

™ 30-32
™ 31-6
FBMS 27-25

greement with the

IIT. DETAJLED REQUIREMENTS

uced and distributed by Information

Handling Services, Inc. under a

A. Color - White = Cream
B. Weight — 38.04 + 4 - O grams/sg. m.
C. ©Shelf Life - 6 months
D. Melt Point - 115°c when steam laminated at 552 kPa

-+

The materials contained herein have been

eprod

E. Non-Staining Characteristics

The material covered in this specification shall not cause staiaing
or yellowing of the cloth and/or vinyl trim materials.

Two samples of trim material approximately 10l mm by 152 mm are cut from
a8 sample prepared as outlined in Paragraph "G" of this specification.

One sample is subjected go 14 days under an RS sunlamp, and the second
sample is placed in & 70 C oven for 4 days then under an RS sunlamp for

3 days.
The 'samples are inspected for d"‘iscoloration or stain after each environ-
ment,
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IV. SUPPLEMENTARY INFORMATION

Non-Blockinz Characteristics

o
The adhesive shall display no blocking up to temperatures cf 7S 2.
The material is tested as outlined in TM 21-6 except the dis-
continuous web material is substituted in place of the vinyl coazed

fabrics.

Eonding Cycle

The adhesive must be capable of bonding the trilaminate urdfe- che
following parametr=:s;

1 Interface Temperaru:s (trim to foam) 113°% - 115°
2 Steam Cycle - 7 seconds

3 Steam Pressure - 322 Pz

4. Vacuvm Dwell Time - 3 to 5 seconds

Adhesion Requirements

Bonded assemblies prepared as licgted ir Paragraph "3" must rmeet the
bond strength requirements of FBMS 27-25

The adhesion characteristics saall be determined on known standard cris
and fcam substrates.

A

These specitications were developad without considering whather
supplier shall be required 10 assume patent habihity.

patents may or may not be invoived.

New Sources

Inspection, Packing and Shipping

Details of these and other requirements are contained on the tack o
purchase order and are to be considered a part of this specifizacic

T th{
&,

No shipment shall be wale by new sources until samples of the material
they propose to supply under this specification have been approved by
the purchaser. The size and number of samples to be submitted by the
supplier shall be at the option of the purchaser,

* Denotes change 1rom previous 1ssue.
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