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NAME PRIMER HRE ANE 0 LA TOP ﬁ"\TtKIHL; CONTROL DIVISION

FISHER BODY

DISPERSION LACQUER AND ENCAPSULATED QUARTER WINDOW Pvc

Engineering Statf, GM Technical Center
Warren, Michigan 48090

In atl ceses, theratore, the

These specifications were developed without considering whether
supphier shall be required to assume patent liabrhity

patents may Of may not be involved.

I.  GENERAL DESCRIPTION

THE MATERIAL DESCRIBRED IN THIS SPECIFICATION SHALL BE REQUIRED
TO ACT AS A MEDIUM FOR OBTAINING GOOD ADHESION OF URETHANE
ADHESIVE CAULK TO VINYL ROOF AND DISPERSION LACQUER SURFACES
AND TO P.V.C. ENCAPSULATED STATIONARY GLASS. [T SHALL HAVE GOOD
ANTI-SETTLING PROPERTIES. [T SHALL BE CAPABLE OF BEING DIS-
PENSED THROUGH A FELT TIP APPLICATOR OR FLOWBRUSH AND HAVE

GOOD WETABILITY AND COVERAGE PROPERTIES. THE PRIMER SHALL NOT
CONTAIN ALCOHOL WHICH IS KNOWN TO SLOW THE URE OF URETHANE-

IT. APPLICABLE TEST METHODS

N 45-9
™ 45-21

ITT. DETAILED REQUIREMENTS

A. ViscosiTy

THE VISCOSITY SHALL BE.21 * 3 SECONDS WHEN CHECKED WITH A
No. 2 ZaHn Cyr.

NOTE: MATERIAL MUST BE AGITATEN PRIOR TO START OF EVERY

SHIFT. ALSO CONTAINER MUST BE KEPT SEALED WHEN NOT
IN USE.

B. Drying TimMe

THE PRIMER MUST AIR DRY FOR A MINIMIM OF 3 MINUTES PRIOR
TO THE APPLICATION OF THE URETHANE SEALANT.

C. ADHESTON CHARACTERISTICS

THE PRIMER SHALL ADHERE TO VINYL ROOF TOP MATERIALS, DIS—
PERSION LACQUERED STEEL SURFACES, THE P.V.C. ON ENcAPSUL™
ATED GLASS AND URETHANE ADHESIVE IN SUCH A WAY THAT A
COHESIVE FAILURE OF THE CURED URETHANE WILL RESULT WHEN
PULLED IN SHEAR WHEN TESTED IN CONFORMANCE WITH 9981815,
AND 9981450 URETHANES-
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DATE.7_ 55 g2

SYm:

Name. PRIMER-URETHANE TO VINYL TOP MATERIAL,
DISPERSION LACQUER AND ENCAPSULATED QUARTER WINDOW PVC

D. SrapiLity (TM 45-21)

1. Eievatep TEMPERATURE STABILITY - AS SHIPPED, THE AD-
HESIVE MUST BE CAPABLE OF WITHSTANDING A TEMPERATURE
oF 54°C (130°F) For 72 HOURS-

Low TEMPERATURE STABILITY - AS SHIPPED, THE ADHESIVE
MUST BE CAPABLE OF WITHSTANDING THREE CYCLES OF THE
APPLICABLE CYCLE SCHEDULE OUTLINED IN PARAGRAPH A2
OF THE TeST METHoOD-

5. STORAGE STABILITY - THE SHELF LIFE OF THE MATERIAL
SHALL BE 60 DAYS AT A TEMPERATURE NOT TO EXCEED 35°C
(95°F). SHELF LIFE OF MATERIAL COMMENCES UPON RECEIPT
OF MATERIAL FROM THE MANUFACTURER-

Engineering Staff, GM Technical Center
Warren, Michigan 48090
w

MATERIAL CONDITIONED AS ABOVE MUST BE ABLE TO PASS ALL RE-
QUIREMENTS OF THIS SPECIFICATION.

E. SPECIFIC GRAVITY
.80 + .025 (7.17 + .2 LBS/GALLON)
Fo Sertiing (TM 45-9)

the

NoNE
IV.  SUPPLEMENTARY INFORMATION

therefore,

wppher shall be required to assurme pateri lisbility.

A. InsPEcTION, PACKING AND SHIPPING

DETAILS OF THESE AND OTHER REQUIREMENTS ARE CONTAINED ON THE
BACK OF THE PURCHASE ORDER AND ARE TO BE CONSIDERED A PART
OF THIS SPECIFICATION-

B. New Sources

NO SHIPMENT SHALL BE MADE BY NEW SOURCES UNTIL SAMPLES OF
THE MATERIAL THEY PROPOSE TO SUPPLY UNDER THIS SPECIFICATION
HAVE BEEN APPROVED BY THE PURCHASER. THE SIZE AND NUMBER OF
SAMPLES TO BE SUBMITTED BY THE SUPPLIER SHALL BE AT THE
OPTION OF THE PURCHASER.

These specificstions were developed without considering whether

patents may Or may not be nvolved. In all cates,

C. New FORMULATION

NO CHANGES IN THE FORMULATION OF THE MATERIAL SHALL BE MADE
WITHOUT PRIOR APPROVAL OF THE PURCHASER.

* Denotes change trom previous issue.
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