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I. GENERAL DESCRIPTION

THIS SPECIFICATION COVERS A SEALER WHICH WILL EFFECT A MOISTURE
AND DUST BARRIER WHEN LOCATED INSIDE A WEATHERSTRIP OBTAINED FROM
AN OUTSIDE SOURCE AND ASSEMBLED DURING FISHER BODY ASSEMBLY
OPERATIONS -

THE SEALER SHALL BE HOMOGENEOUS, COMPLETELY RESISTANT TO
MOISTURE, AND HAVE GOOD ADHESION TO RUBBER WEATHERSTRIP AND GLASS.

THE SEALER SHALL BE EFFECTIVE WHEN ASSEMBLED AT TEMPERATURES
BETWEEN 15°C (65°F) AND 35°C (95°F).

IT. APPLICABLE TEST METHODS
™ 45-73

™ 45-2
™ 45-29
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I11. DETAILED REQUIREMENTS ' i
A. VIscosiTy PENETROMETER - ASTM D5) FIVE SECOND READING
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NEEDLE PENETRATION OF THE “AS RECEIVED" MATERIAL SHALL BE
FROM 28.0 MM TO 33.0 MM USING A 150 GRAM TOTAL MOVING LOAD-

B. Opor (TM 45-73)

THE SEALER MUST NOT BE TOXIC OR NOXIOUS AND BE RELATIVELY
NON-0DOROUS .

SoLID CONTENT (TM 45-2)
88% + 1% BY WEIGHT

These specitications were developed without considering whether
Patents may or may NOt be involved. In all caset. therefore the

supplier shall be required to assume patent bability,
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SEALER - QUARTER WINDOW WEATHERSTRIP - PRE - APPLIED

D. STABILITY

AS SHIPPED THE SEALER IN THE WEATHERSTRIP MUST BE CAPABLE
OF WITHSTANDING A TEMPERATURE OF 54°C (130°F) For 72
HOURS WITHOUT ANY DELETERIOUS EFFECTS AND MEET THE
PROVISIONS OF THE SPECIFICATION.

THE SHELF LIFE OF THE MATERIAL IN THE WEATHERSTRIP MUST .
BE AT LEAST SIX (6) MONTHS AT TEMPERATURES NOT EXCEEDING 35 C
(95 F) AND MEET THE PROVISIONS OF THE SPECIFICATIONS-

E. SAMPLE CONDITIONING

ALL TEST WEATHERSTRIPS SHALL BE CONDITIONED AS FOLLOWS
PRIOR TO TEST:

1. ALLOw 24 HOURS AIR DRY AT 26°C (77 55)
2. [ExPosE 16 HOURS AT 54°C (130°F)
3. (CoOL TO ROOM TEMPERATURE

F. WATER AND SOLVENT RESISTANCE (TM 45-29)

Engineering Staff, GM Technical Center
Warren, Michigan 48090

THERE SHALL BE NO EXCESSIVE BREAKDOWN OF SEALER AND NO
WASH-OUT OF FILLERS WHILE USING WATER OR 998 1062- THERE
SHALL BE NO ABSORPTION OF WATER INTD THE MATERIAL -

EFFECT OF AGcING (TM 45-29)

THE ADHESIVE AND COHESIVE PROPERTIES SHALL NOT BE ADVERSELY
AFFECTED BY 14 DAYS AT 70°C (158°F) AGING- THE MATERIAL
SHALL NOT DRY OUT, BLEED OILS, FORM CRACKS, SHRINK, STAIN,
OR EXPAND- AFTER THE AGING TEST, THE SEALER MUST HAVE GOOD
ADHESION TO GLASS AND THE MECHANICAL RUBBER CHANNEL. TESTS
SHALL BE PERFORMED AS SPECIFIED ON THE TEST METHOD EXCEPT
A SECTION OF THE ACTUAL PARTS SHALL BE USED IN A

SIMULATED ASSEMBLY .

[op]

H. MIGRATION OR BLEEDING OF OILS

THE VEHICLE SHALL NOT PASS THROUGH A MEDIWM TEXTWRE FILTER
gi\PER WHEN TESTED AND CONDITIONED AT 140°F (60°C) FOR
} HOURS .

These specifications were devaloped without considering whether
patents may or may not be involved. In sll ceses, tharefore, the

supplier shail be required to sssume patent lisbility.
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