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I. GENERAL DESCRIPTION

This specification details the physical requirements for a special additive
for heat curing adhesive 998 2058. The additive shall be a homogeneous
mixture free from unmixed particles or settling of solids.

I1. APPLICABLE TEST METHODS

™ 45-2 ™ 45-21

I11. DETAILED REQUIREMENTS

A. Color .
The additive shall be clear or slightly yellow.

B. Toxicity _
The toxicity shall be disclosed in kind and magnitude as required by
the GM Safety Data Sheet. 1In addition, the material must have full

approval of the appropriate medical departments before production use.

Engineering Statf, GM Technical Center
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C. Stability (TM 45-21
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Elevated Temperature - As shippeg the material must be capable of
withstanding a temperature of 54 C for 72 hours with no adverse
effects.

2. Low Temperature - As shipped the material must be able to withstand
3 cycles of the appropriate cycles as outlined in paragraph A2 of
the test method.
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3. Storage Stability - Shelf life of the material shall be 90 days at
a temperature not to exceed 35°C. Shelf life of material commences
upon receipt of material from the manufacturer.
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ADDITIVE FOR HEAT CURING ADHESIVE

E. Dry Time

The additive shall be brushed onto a piece of glass. Masking tape (25.4
mm wide, 3M 6-14 Type 1 or equivalent) shall be used to monitor the

drying of the additive. 1In 10-12 minutes the additive shall have dried to
the point that no material transfers to the surface of a piece of tape
pressed lightly to the surface of the additive and immediately removed.

IV. SUPPLEMENTARY INFORMATION
A. Inspection, Packing and Shipping

Details of these and other requirements are contained on the back of the
Purchase Order and are to be considered a part of this specification.

Engineering Staff, GM Technical Center
Warren, Michigan 48090

B. New Sources

No shipment shall be made by new sources until samples of the material
they propose to supply under this specification have been approved by

the purchaser. The size and number of samples to be submitted by the

~ supplier shall be at the option of the purchaser.

tn all cases. tharefore, the
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