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ADHESIVE - HOT MELT - CARPET_TO VINY FISHER 8ODY

I. GENERAL DESCRIPTION

THIS SPECIFICATION COVERS A HOT MELT ADHESIVE TO BE USED
PRINCIPALLY FOR BONDING NEEDLED CARPET TO VINYL.

THE ADHESIVE SHALL BE TRANSPARENT AND AMBER IN COLOR. IT
SHALL BE FREE OF AIR AND FOREIGN OR UNMIXED PARTICLES, AND
MUST BE CAPABLE OF BEING DISPENSED WITH PRODUCTION HOT MELT
EQUIPMENT AT TEMPERATURES BETWEEN 300°F anD 400°F. THe
ADHESIVE MUST NOT OXIDIZE OR CHAR IN THE POT WHILE AT THE
INDICATED TEMPERATURES, AND MUST NOT BE SUSCEPTIBLE TO VINYL
PLASTICIZER MIGRATION-

I1. APPLICABLF TEST METHODS

™ 45-2 ™ 45-73

M 45-21 ASTM D~566

TM 45-41 ™ 45-61
IT1. DETAILED REQUIREMENTS

A. Qpor (TM 45-73)

THE MATERIAL SHALL NOT BE TOXIC OR NOXIOUS, AND THE ODOR
SHALL NOT BE MORE PERCEPTIBLE UPON HEATING. :

B. STABILITY ( M 45-21)

AS SHIPPED, THE ADHESIVE MUST BE CAPABLE OF WITHSTANDING
A TEMPERATURE OF 54.0°C (130°F) FOR 72 HOURS WITHOUT ANY
DELETERIOUS EFFECTS- THE SHELF LIFE OF THE MATERIAL MUST

‘('359;)"5”57 b MONTHS AT TEMPERATURES NOT EXCEEDING 35 C
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MATERIAL CONDITIONED As ABOVE MUST BE ABLE TO PASS ALL
APPLICABLE REQUIREMENTS OF THIS SPECIFICATION-

C. SOLID CONTENT (TM 45-2)

997 MINIMUM >
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ADHESIVE - HOT MELT - CARPET TO VINYL

D. SPECIFIC GRAVITY
SPECIFIC GRAVITY SHALL BE .98#1.5 (10 LBS *+ .2 LBS)

bAL. BAL -
E- ADHESION

APPLY A QUARTER INCH BEAD, 5" LONG, OF HOT MELT TO
PRODUCTION WNBA VINYL.

Warren, Michigan 48090

IMVEDIATELY PLACE A 1” X 6" PIECE OF NEEDLED CARPET ON
THE HOT MELT AND PRESS FIRMLY. SEVEN SAMPLES ARE PREPARED
IN THIS MANNER. THE SAMPLES ARE THEN CONDITIONED 24 HRS.
AT ROOM TEMPERATURE BEFORE SUBJECTING THEM TO TEST.

- F. INTERIOR CYCLE Test (TM 45-61, Cvce “D“ - Test No. 2)
SAMPLES PREPARED AS DESCRIBED ABOVE SHALL PULL A MINIMUM

OF 5 LBS IN PEEL AFTER EACH STEP OF THE CYCLE USING A
HUNTER SCALE OR EQUIVALENT.

G- Drop Point (ASTM D-566)

Engineering Staff, GM Technical Center

275°F - 300°F
; V. SUPPLEMENTARY INFORMATION
A- INSPECTION, PACKING AND SHIPPING

L

DETAILS OF THESE AND OTHER REQUIREMENTS ARE CONTAINED ON
THE BACK OF THE PURCHASE ORDER AND ARE TO BE CONSIDERED A
PART OF THIS SPECIFICATION-

B- New SOURCES

NO SHIPMENT SHALL BE MADE BY NEW SOURCES UNTIL SAMPLES OF
THE MATERIAL THEY PROPOSE TO SUPPLY UNDER THIS
SPECIFICATION HAVE BEEN APPROVED BY THE PURCHASER. THE

S ZE AND NUMBER OF SAMPLES TO BE SUBMITTED BY THE SUPPLIER
SHALL BE AT THE OPTION OF THE PURCHASER.
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