VND.GM 99421b7-ENGL 1984 NN 900L379 0012233 TAl HW

wp30C/3 Copyright © 1984 GENERAL MOTORS CORP. All Rights Reserved
GENERAL MOTORS CORPORATION ~0998m7
GM | NATERIAL SPECIFICATION @) =
NAME \DHESIVE - UNBACKED CARPET TO WOOD FIBER - WATER BASE  |conimer overon ‘
FISHER BODY

1. GENERAL DESCRIPTION

THIS SPECIFICATION COVERS A WATER BASE ADHESIVE, 9982167, USED
FOR BONDING UNBACKED CARPET, WTFX, TO wooD FIBER SUBSTRATE BY
MEANS OF A BONDING FIXTURE -

THE ADHESIVE SHALL BE HOMOGENEOUS, FREE FROM UNMIXED PARTICLES,
AND SHALL CAUSE NO DISCOLORATION WHEN IN CONTACT WITH LIGHT
COLORED CARPET. THERE SHALL BE NO BRIDGING OR LOSS OF ADHESION
OF THE CARPET-

THE ADHESIVE MUST BE NON-TOXIC AND NON-COMBUSTIBLE-
11. APPLICABLE TEST METHODS AND SPECIFICATIONS

Engineering Staff, GM Technical Center
Warren, Michigan 48090

™ 45-21 TM 45-86
M 45-41 FBMS 11-19
™ 45-73 ™ 45-87

IT1. DETAILED REQUIREMENTS
A. MATERIAL PHYSICAL PROPERTIES
1. Opor (TM 45-73)

THE MATERIAL SHALL NOT BE TOXIC, NOXIOUS, OR HAVE AN
ODOR WHICH IS PERCEPTIBLE UPON LOSS OF SOLVENT-

ibuted by Infermation

Handling Services, Inc. under agreement with the
owner, General Motors Corporation, NAQ

Technical Standards Dept.
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2. NonN-STAINING CHARACTERISTICS (TM 45-51)

THERE SHALL BE NO STAINING WHEN TESTED IN ACCORDANCE
WITH THE TEST METHOD.

3. WEIGHT PER BALLON

THE WEIGHT PER GALLON SHALL BE SPECIFIED FOR EACH SOURCE
AT THE TIME OF APPROVAL AND WILL BECOME A PART OF THIS
SPECIFICATION. [T SHALL NOT VARY MORE THAN + .2 LBS/
GALLON-
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SYM:

Name ADHESIVE

~ UNBACKED CARPET TO WOOD FIBER - WATER BAS
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Warren, Michigan 48090

These specitications were developsd without considering whether
petents may Or may not be involved. In il ceses, therefore. the

supgpher shall be required 10 sstume patent lisbility.

I11. DETAILED REQUIREMENTS (ConT’D)

4. CoLor - To BE SPECIFIED

5. VISCOSITY
2000 - 4000 cps

6. SoLIps
407% - 50% WATER BY WGT.

STABILITY REQUIREMENTS

1. STORAGE STABILITY (TM 45-21)
EACH COMPONENT SHALL NOT DETERIORATE BEYOND THE LIMITS
OF USEABILITY IN THE SHIPPING CONTAINERS FOR 90 DAYS
OF PLANT STORAGE AT TEMPERATURES NOT TO EXCEED 35°C.

2. SHIPPING STABILITY

THE ADHESIVE COMPONENTS MUST BE CAPABLE OF WITHSTANDING
72 HOURS AT 54°C.

ADHESION
1. Wer StReENGTHS (TM 45-86)

THE ADHESIVE SHALL SHOW A MINIMUM OF 14 KPA (2 PSI) IN
SHEAR-

2. ADHESION REQUIREMENTS - CARPET SAMPLES BONDED TO WOOD

liBBER ARE HELD IN BONDING FIXTURE FOR 10 SEC- 8
P.S.1.

A- THERE SHALL BE NO BOND FAILURES DURING ANY STEP
%’4 E;EBCBZYCLE; WHEN TESTED IN ACCORDANCE WITH

B- BONDED PARTS SHALL MEET THE ADHESION REQUIREMENTS
OF SPECIFICATION 11-19.

*Denotes changs from previous issue.

Full document details: GM 9982167 0

Documents


http://www.avadocuments.com/doc/gm-9982167-0
http://www.avadocuments.com/doc/gm-9982167-0

