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I. NERAL DESCRIPTION

THIS SPECIFICATION COVERS AN ADHESIVE/SEALER TO BE USED
PRINCIPALLY FOR BONDING WEATHERSTRIPS TO THE SUN ROCF PERIPHERY
o CHANNEL. THE SEALER SHALL BE PUMPABLE AND SUITABLE FOR FLOW
- GUN APPLICATION. IT SHALL BE CCMPATIBLE WITH APPLICABLE
GASKET MATERIALS AND PRODUCTION PAINT SYSTEMS.-

I1.  APPLICA ST METHODS

™ 45-2 ™ 45-21
™ 45-14 ™ 45-73

ITT1.  DETAILED REQUIREMENTS
A. FLON METER Viscosity (TM 45-14)

erein have been

.104 ORIFICE
20 GRAMS - 45-55 SECONDS
20 P.S.1.

B. Opr (TM 45-73)

THE COMPOUND SHALL NOT BE TOXIC, NCXIQUS, NCR PRECEPTIBLY
MORE ODORQUS AFTER LOSS (F SOLVENT.

The materials contained h

R

C. Cacr
UNIFORMLY BLACK OR CLEAR-
D. SaIp CoNtENT (TM 45-2)
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MATERIAL SPECIFICATION (&%)

SYM:

NAME.

ADHESIVE & SEALER

W/STRIP TO SUN ROOF PERIPHERY CHANNEL

E.

IIT.  DETAILED REQUIREMENTS (CONTINUED)

STABILITY (TM 45-21)

AS SHIPPED, THE SEALER MUST BE CAPABLE OF WITHSTANDING A
TEMPERATURE OF 130°F FOR 72 HOURS WITHOUT ANY DELETERIOUS
EFFECTS. THE SHELF LIFE OF THE MATERIAL MUST BE AT LEAST
90 DAYS AT TEMPERATURES NOT EXCEEDING 95°F.

MATERIA. CONDITIONED AS ABOVE MUST BE ABLE TO PASS AL
APPLICABLE REQUIREMENTS OF THIS SPECIFICATION.

ADHESTON CHARACTERISTICS

(3 LBS MINIMUM OR DELAMINATION OF WEATHERSTRIP)

ALL TESTS ARE FERFORMED WITH A HUINTER SCALE OR EQUIVALENT-
WEATHERSTRIPS BONDED AS FOLLOWS SHALL DISPLAY BOND STRENGTHS
NO LOWER THAN THOSE SFECIFIED BELOW:

APPLY A 3/8" BEAD (B” LONG) OF ADHESIVE ON A WA 848 BLACK
ALUMINUM PANEL. ONE (1) MINUTE LATER, BOND A LENGTH OF
WEATHERSTRIP TO THE ADHESIVE USING 10 SECONDS HAND CONTACT
PRESSURE TD ENSURE AN ADEQUATE BOND. FIFTEEN SAMPLES ARE
MADE IN THIS MANNER.

FOUR HDURS LATER, ONE SAMPLE IS FEELED AT 180° wWITH A HUINTER
SCALE WITH A MINIMUM PEEL REQUIREMENT OF 3 LBS OR DELAMINATION
OF THE WEATHERSTRIP.
1. HWMIDITY RESISTANCE

(3 LBS- OR [ELAMINATION)

THREE SAMPLES PREPARED ABOVE ARE SUBJECTED TO
100°F/100% R.H. FOR 7 DAYS-

THE SAMPLES ARE TESTED AT THIS ENVIRONVENT.
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