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GENERAL MOTORS ENGINEERING STANDARDS

Materlals and Processes - Adhesives

ADHESIVE, TWO-PART, STRUCTURAL, ALUMINUM OR MAGNESIUM,
HARDENER
9982239

1 SCOPE. This specification covers the hardener compo-
nent, one-part of a two-part adhesive for bonding magnesium,
aluminum and SMC. This adhesive may also be used to bond
SMC to aily steel.

1.1 The adhesive system is comprised of a PART A compo-
nent 9982238 and a PART B component 9982239. The
mixture of 9982238 and 9982239 is identified as 9982240.

1.2 This system must be capable of being metered, mixed and
dispensed with current production equipment. It shall be com-
patible with production paint systems and cannot be adversely
affected by paint oven temperatures reaching 130°C.

2 REFERENCED STANDARDS.

GM1003M 9982238 ASTM E502
GM9010P 9982240 SAE J1524
GMS021P ASTM D1875 SAE J1864
GM9763P ASTM D4339

3 REQUIREMENTS,

3.1 All materials submitted to this specification must meet all
requirements of GM1003M.

3.2 TOXICITY. The toxicity shall be disclosed in kind and
magnitude, as required, by the GM Material Safety Data Sheet.

3.3.1 Elevated Temperature Stability.
sive must be capable of withstanding a temperature of 55°C for
72 h, without separation or caking.

In addition, the material must have full approval of the appro-
priate medical department prior to production use.

3.3 STABILITY (GM9763P).
potential storage conditions must be capable of passing all the
requirements of this specification.

Material conditioned using

As shipped, the adhe-

3.3.2 Low Temperature Stability. As shipped, the adhesive

must be capable of withstanding 3 cycles of the applicable
cycle schedule outlined in A2 of GM9763P.

3.3.3 Storage Stability. The shelf life of the adhesive in

closed containers shall be 180 days at a temperature not to
exceed 35°C. Shelf life of the material commences upon the
receipt of the material from the manufacturer.

3.4 PRESSURE STABILITY (SAE J1864). As shipped, the
adhesive must not separate or cake.

3.5 COLOR. The two components shall be in contrasting
colors. The colors shall be so picked that, in instances of
improper mixing, color striations shall be visible in the dis-
pensed bead.

3.6 MATERIAL PROPERTIES. See Table 1.

TABLE 1
Properties Values Test Methods
Color Light Tan Visual (See 3.5)
Odor The material shall not have a noxious | ASTM D4339
odor. »
Solids Content 87% GM9010P
Viscosity 600 Pa-S, nominal SAE J1524, RVT Brookfield Method,
10 rpm, spindle #6) & 23°C
Density 1.27 kg/L ASTM D1875
Press Flow GM9021P, Method A, 23°C
Initial 25s 138 kPa
Aged 90 days, 35°C 27 s 138 kPa
Initial 12 s 414 kPa
Aged 90 days, 35°C 13 414 kPa
Homogeneity Materials must be homogeneous and free
of lumps or air bubbles.
Infrared Scan IR scan shall be on file for future
reference.
Flash Point > 115°C ASTM E502
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4 OTHER TESTS MAY BE REQUIRED TO VALIDATE 5 GENERAL INFORMATION. This standard was origi-
THE SPECIFIC APPLICATION. nated by Mid Lux - Flint in November 1996 and approved by

the Adhesive TDG in September 1997.

© Copyright DECEMBER 1967 General Motors Corporation All Rights Reserved

9982239 PAGE 2 DECEMBER 1997

Documents

Document Sharing Hub

Full document details: GM 9982239 0


http://www.avadocuments.com/doc/gm-9982239-0
http://www.avadocuments.com/doc/gm-9982239-0

