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ADHESIVE, MOISTURE CURE, POLYURETHANE, HEADLINER
9982242

1 SCOPE. This specification covers a moisture curable,
cold pumpable, polyurethane adhesive. This material is
intended for use in a composite headliner system to adhere a
structural headliner membrane to the roof outer panel.

1.1 This material shall be capable of being dispensed through
standard pumping equipment, providing excellent adhesion to
structural headliner materials and phosphate and ELPO coated
steel, and resist temperatures up to 121°C.

2 REFERENCED STANDARDS.

GM1003M ASTM D638 ASTM E132
GM3602M ASTM D792 ASTM E143
GM9010P ASTM D1144 ASTM ES02
GM9305P ASTM D1875 SAE J243
GM9763P ASTM D2240 SAE J1524
GM9917P ASTM D4339

3 REQUIREMENTS.

3.1 All material submitted to this specification must meet all
requirements of GM1003M.

3.2 STABILITY (GM9763P). Material conditioned using
potential storage conditions must be capable of passing all the
requirements of this specification.

3.2.1 Elevated Temperature Stability. As shipped, the adhe-
sive must be capable of withstanding a temperature of 55°C for
72 h, without separation or caking.

3.2.2 Low Temperature Stability. As shipped, the adhesive
must be capable of withstanding 3 cycles of the applicable
cycle schedule outlined in A2 of GM9763P.

3.2.3 Storage Stability. The shelf life of the adhesive in
closed containers shall be 90 days at a temperature not to
exceed 35°C. Shelf life of the material commences upon the
receipt of the material from the manufacturer.

3.3 MATERIAL PROPERTIES - UNCURED ADHESIVE.
See Table 1.

TABLE 1
Properties Values Test Methods
Color Cream Visual
Odor The material shall not have a noxious | ASTM D4339
odor in either cured or uncured
conditions.

Sag Resistance 12 mm SAE J243, ADS-10, C
Tack Free Time 30 minutes GM9917P
Handling Strength 13.8 kPa ASTM D1144
Cure Time ASTM D1144

To Substrate 2h

Failure

To Full Cure 24 h
voc None
Solids Content >97% GM9010P
Viscosity SAE J1524, VIS-1, Brookfield RVF,

Spindle #7, 10 RPM

Initial 150 - 250 Pa-s

Aged 270 Pa-s GM9763P
Density 91 -.93 kg/L ASTM D1875
Flash Point > 100°C ASTM E502
Homogeneity Material must be homogeneous and free

of lumps or air bubbles.
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3.4 MATERIAL PROPERTIES - CURED ADHESIVE.
See Table 2.

TABLE 2

Properties Values Test Methods

Specific Gravity 0.75 - 0.85 ASTM D792
Hardness 60+ 10 ASTM D2240, A
Elongation 80 £ 10% ASTM D638
Poisons Ratio 0.5 ASTM E132
Young's Modulus 931 kPa ASTM D638
Shear Modulus 276 kPa ASTM E143
Fogging 80 min GM9305P
Bondline Readthrough No unacceptable bondline readthrough.

4 ADHESION PROPERTIES. Test specimens prepared
as specified in the designated procedures, must meet the
requirements of the following specification.

4.1 ADHESION REQUIREMENTS OF BONDED
INTERIOR ASSEMBLIES (GM3602M). The structural
membrane bonded to the roof outer panel must meet this speci-
“cation except for the following:

-.1.1 Test assemblies are made up of bonding the structural
membranes to production intent ELPO coated steel and phos-
phated steel. Two (2) different sets of conditioned structural
membranes will be tested. One (1) set will be made of struc-
tural membranes conditioned for 24 h @ 38°C and 100% RH.
The second set will be made of structural membranes condi-
tioned @ 24 h @ 70°C. After conditioning the structural
membranes, the adhesive must be immediately (within 5 s)
applied to the structural membranes. The structural membranes
must then be immediately bonded to the steel substrates.

4.1.2 Environmental Exposure Cycle 2 will be completed
using 121°C instead of 100°C.

4.1.3 The structural membrane is considered a flexible adher-
end. Peel test will be conducted at a 90° angle and does not
need to meet peel strength requirements.

4.1.4 The structural membrane must exhibit either substrate
or cohesive failure depending on substrate used for structural
membrane. .

4.2 This procedure must be repeated for each bonding system
under consideration for the application.

4.3 ACOUSTICAL AND STRUCTURAL ROOF TESTING.
Acoustical and structural testing of the roof system for the spe-
cific application must be complete before total validation is
complete.

5 OTHER TESTS MAY BE REQUIRED TO VALIDATE
THE SPECIFIC APPLICATION.

6 GENERAL INFORMATION. This standard was origi-
nated in September 1996 by Mid Lux - Flint and approved by
the Adhesives TDG in September 1997,
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