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1 Scope 
1.1 Material Description. This specification describes a single component, heat cured, pumpable, structural 
adhesive suitable for closure panel hem flange bonding. This material shall be used in the Body Shop or 
Fabrication Plant, on "oily metal", and cure in the heat of the Paint Bake Ovens. 
1.2 Symbols. Not applicable. 
1.3 Applicability. This adhesive material is intended for use in closure hem flange bonding. 
1.4 Remarks. This material shall incorporate 3% (by volume) solid glass beads. These beads shall be 0.2 mm 
diameter (nominal), and of sufficient compressive strength to resist fracture in the closure hemming process. 
The glass beads act as a bond-line spacer to provide a uniform thickness of adhesive within the hem of the 
assembly. The glass beads also are partially imbedded into the inner and outer panel substrates providing some 
amount of strength to retain the relationship of the inner panel to the outer panel prior to and during cure of the 
adhesive in the paint ovens. 
The adhesive shall be compatible with production process oils, production phosphate, Electrocoat (E-coat), top 
coat processes and production dispensing systems. 

2 References 
Note: Only the latest approved standards are applicable unless otherwise specified. 
2.1 External Standards/Specifications. 
ASTM D570 ASTM D2369 EPA Method 24 SAE J1864 
ASTM D1875 ASTM E502 SAE J1524  
2.2 GM Standards/Specifications. 
GMW3059 GMW14270 GMW15200 GMW15735 
2.3 Additional References. None. 

3 Requirements 
3.1 Material Properties; Uncured Adhesive (see Table 1). 
 

Table 1: Uncured Adhesive: Material Properties 

Property Value Test Method 

Color Black Visual 

Moisture Absorption < 2% ASTM D570 

Volatile Organic Compounds 
(VOC) < 1% EPA Method 24 

Solids Content > 99% ASTM D2369 

Viscosity - Initial Report 
SAE J1524 Pressure Flow Meter 
Method with 2.64 mm orifice at 

414 kPa 
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Viscosity - Aged Report 
SAE J1524 Pressure Flow Meter 
Method with 2.64 mm orifice at 

414 kPa 

Density 1.2 to 1.4 ASTM D1875 

Flash Point > 200 °C ASTM E502 

Homogeneity Material shall be homogeneous 
and free of lumps or air bubbles Visual 

 
3.2 Material Properties; Cured Adhesive. 
3.2.1 Adhesion Requirements (GMW15200). Materials approved to this specification shall meet the 
performance requirements of GMW15200-LS-GB. 

4 Manufacturing Process 
4.1 Storage Stability (GMW15735). Material conditioned using potential storage conditions must be capable of 
passing all the requirements of this specification. 
4.2 Elevated Temperature Stability. As shipped, the adhesive shall be capable of withstanding a temperature 
of 55 °C for 72 h, without separation or caking. 
4.3 Low Temperature Stability. As shipped, the adhesive shall be capable of withstanding three cycles of the 
applicable cycle schedule outlined in GMW15735. 
4.4 Pressure Stability (SAE J1864). As shipped, the adhesive must not separate or cake. 

5 Rules and Regulations 
5.1 Legal Regulations. All materials must satisfy applicable laws, rules, regulations and recommendations valid 
in the country of usage. 
5.2 Language. In the event of conflict between the English and domestic language, the English language shall 
take precedence. 
5.3 Inspection and Rejection. Samples of components or materials released to a GM material specification 
shall be tested for conformity with the requirements of this material specification and approved by the responsible 
Engineering department prior to commencement of delivery of bulk supplies. 
A new approval must be received for any changes, e.g., properties, manufacturing process, location of 
manufacture, etc. If not otherwise agreed, all testing and documentation normally required for initial release must 
be completed. 
It is the responsibility of the supplier to inform the customer in a timely manner, without solicitation, and to include 
documentation of all modifications of materials and/or processes and to apply for a new release. 
5.4 Material Safety Data Sheets/Safety Data Sheets (MSDS/SDS). For new product submissions, or when a 
change in chemical composition of an existing product has occurred, a complete copy of the Material Safety 
Data Sheet/Safety Data Sheet must be submitted in compliance with the Globally Harmonized System of 
Classification and Labeling of Chemicals (GHS) requirements or other country-specific MSDS/SDS 
requirements. 
5.5 All materials supplied to this standard must comply with the requirements of the International Material Data 
System (IMDS) and GMW3059, Restricted and Reportable Substances. 

6 Approved Sources 
Materials supplied to this specification must be approved by General Motors. 
A list of approved materials can be found in the GM Materials Approved Source List. This GM Material File is 
provided to third parties to reduce redundant testing of materials. If approved material already listed is used, the 
part supplier can use GM Material File reference for Production Part Approval Process (PPAP) material approval. 
If the decision is made to use a not yet approved material, contact GM Materials Engineering for details on the 
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