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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Paint

COATING, HIGH TEMPERATURE RESISTANT
9984299

1 SCOPE. This specification covers a black, high tem-
perature resistant anti-corrosion coating usually used for
visible exhaust system components.

1.1 The material shall be homogeneous, free of impurities,
dry to a smooth finish, and be capable of withstanding temper-
atures up to 450°C without a loss of corrosion resisting
properties. This process is usually a spray operation.

1.2 Only the substrate/paint combinations that are shown in
GM Corporate Materials File database shall be used. When
MATSPC testing is performed, each test must be completed on
a minimum of 3 samples.

2 REFERENCED STANDARDS.

GM1000M GM4465P ASTM D56
GM4389M GMS071P
GM4298P GM9508P

3 REQUIREMENTS. Specific material requirements and
appropriate test methods are listed under properties.

3.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). All materials supplied to this specification must
comply with the requirements listed in GM1000M, '"Restricted
and Reportable Chemicals."

3.2 COLOR AND GLOSS. This material shall be black in
color and have a flat finish.

3.3 SOLIDS CONTENT. The solids content shall be estab-
lished at the time of approval by the purchaser and set fourth
in the Material Safety Data Sheet.

3.4 FLASH POINT (ASTM D56).
material shall not be less than 26°C.

3.5 NEUTRAL SALT SPRAY RESISTANCE (GM4298P).
Test panels as prepared in 4.2 and 4.3 shall withstand 168 h of
neutral salt spray exposure when tested in accordance with the
GM4298P procedures. Samples prepared per 4.2 shall not per-
mit development of any base metal corrosion nor exhibit film
breakdown, porosity, adhesion loss, blisters, wrinkles, etc. (ex-
clusive of sharp edges and handling damage). Samples
prepared per 4.2 shall not exhibit more than 10% base metal
corrosion (red or white, depending on substrate).

3.6 THERMAL CYCLE TEST. Test panels as prepared in
4.3 shall withstand the 5 thermal cycles without a significant
loss of color or adhesion. Acceptance is to be determined by
the divisional Materials Engineer.

3.7 HUMIDITY (GM4465P). Panels prepared in 4.2 and 4.3
should be scribed using the cross-cut method per GM9071P,
Method B. Panels shall withstand 96 h humidity exposure
when tested in accordance with GM4465P. After humidity, the
coating shall not exhibit any blistering, wrinkling, etc. The
coating shall show greater than 95% paint adhesion after
humidity (cohesive failures are acceptable).

The flash point of this

3.8 GRAVELOMETER (GM9508P). Panels as prepared in
4.2 and 4.3 shall withstand the gravelometer exposure when
tested in accordance with GM9S08P. The coating shall exhibit
a gravelometer rating of 5 or better, on as received panels, 4.2.
The coating shall exhibit a gravelometer rating of 7 or better,
on heat cycled parts, 4.3.

4 TEST PANEL PREPARATION - MATERIAL.
Standard size laboratory test panels are used for evaluation.
Panel preparation is as follows:

4.1 Each distinct substrate/paint combination should be pre-
pared for testing as specified by the supplier. Preparation
should be capable of being reproduced in a production pro-
cess. Individual substrate/paint combinations will be approved
under the MATSPC database.

4.2 Panels should be prepared as specified by the supplier
then allowed to age at room temperature for 72 h.

4.3 Panels from 4.2 shall be subjected to the following addi-
tional bake. Bake in a 450°C oven for 30 minutes then water
quench (< 5°C). Repeat 5 times. For the first bake cycle it is
acceptable to ramp up the oven from room temperature to
450°C with the panels inside, then hold at temperature for a
full 30 minutes. For subsequent cycles the panels must remain
in the furnace for the full 30 minutes before quenching.

5 |INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.

5.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has
occurred.

6 INSPECTION AND REJECTION.  All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by engineering. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by engineer-
ing. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection. (In addition the supplier
shall be responsible for submitting a CERTIFICATE OF
ANALYSIS with each batch of material arriving at a plant.
This document shall be prepared and provide data in accor-
dance with the requirements detailed in GM4389M).

7 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
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specification number have been qualified by control division =~ 8 GENERAL INFORMATION.  This standard was origi-
as meeting the requirements of this specification. Sources are ~ nated by the Applied Parts Specialist Team and approved by
available through the on-line MATSPC System. the Paint TDG in March 1997.
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