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1 Scope 

1.1 Material Description. This specification details the requirements of a methylene chloride-free, polyurethane 
based, solvent release type primer. It is intended to promote adhesion of urethane adhesive sealing compounds 
to automotive topcoats and various substrates. 

1.2 Symbols. ADH. 

1.3 Applicability. These primers are capable of being applied by brush, felt or spray, manually or with 
automation, and provide good wettability to the application substrates. These also are friendlier to handheld 
bottles with felt tip applicators due to lower viscosity properties. Although not restricted to, these primers are 
typically used for bonding fixed automotive glass to vehicle openings, e.g., windshields, rear windows and 
quarter glass. 

1.4 Remarks. Users of these materials should become more familiar with the approved primer by reviewing the 
Material Safety Data Sheets (MSDS), process standards and MSDS documents. 

2 References 

Note: Only the latest approved standards are applicable unless otherwise specified. 

2.1 External Standards/Specifications. 

ASTM D56 ASTM D1475 ASTM E502 SAE J1864 

ASTM D1200 ASTM D2834 EPA TM 24  

2.2 GM Standards/Specifications. 

9985395 9986400 GMW3059 GMW15735 

9986275 GMW3041 GMW3221  

3 Requirements 

3.1 Sample Conditioning. All samples are to be conditioned prior to each requirement test to GMW3221, 
Code A. 

3.2 Physical Requirements. See Table 1 for Material Properties. 
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Table 1: Material Properties 

Properties Test Values Test Methods 

Color Black Visual 

Density 0.96 kg/L to 0.05 kg/L ASTM D1475 

Viscosity 12 s to 18 s initial 23 °C ± 2 °C 
@ 50% ± 5% Relative Humidity 

(RH) 

ASTM D1200, Ford Number 4 Cup 

Viscosity 25 s maximum after 72 h at 
54 °C ± 3 °C 

ASTM D1200, Ford Number 4 Cup 

Volatile Organic Compound (VOC) ≤ 65% EPA TM 24, Procedure B 

Solids Content ≥ 30% ASTM D2834 

Flash Point (Report) -7 °C ASTM D56 per ASTM E502 

 

3.2.1 Materials approved to this specification shall meet the bonding requirements of GMW3041, when used in 
conjunction with a GM approved glass bonding adhesive sealing compound, e.g., 9986275, 9986400. The GM 
adhesive sealing compound must be agreed to by the approving GM Engineering Group and material supplier 
candidate prior to the onset of testing. 

3.2.1.1 Material Stability, GMW15735. The requirements of 9985395 must be met after the following 
environments. 

3.2.1.2 Elevated Temperatures. Seventy-two (72) hours at 54 °C ± 2 °C. 

3.2.1.3 Low Temperatures. Three (3) cycles of 17 h at -30 °C ± 3 °C, 7 h at 2 °C ± 3 °C and 50% ± 5% RH. 

3.2.1.4 Shelf Life Storage Stability. One hundred eighty (180) days minimum at 35 °C ± 3 °C and 50% ± 5% 
RH. Shelf life of the material shall commence from the date of manufacture. 

3.2.1.5 Pressure Stability, SAE J1864. As shipped, the adhesive must not separate or cake. 

4 Manufacturing Process 

4.1 Materials approved to this specification must be capable of being dispensed and processed with standard 
GM production equipment. 

4.2 Dry Film Thickness (DFT). Eight to twenty-five microns (8 µm to 25 µm) (0.3 mil to 1.0 mil) dry film of 
9985756 is required to ensure adequate adhesion of the polyurethane adhesive sealing compound to the glass. 

4.3 Open Time. Thirty (30) minutes to 110 h. The primer must be capable of providing acceptable adhesion after 
30 minutes minimum primer open time and up to 110 h maximum primer open time including abuse conditions 
at 35 °C/90% RH.  

4.4 Drying Time. The primer must dry for 30 minutes prior to the application of polyurethane adhesive sealing 
compound. Topcoats or substrates that have been primed can be used up to 110 h. Applications that exceed 
110 h may be reprimed with 9985756 primer. One (1) re-prime is allowed.  

4.5 Refer to the primer manufacturer’s data and process sheets for other process specific requirements. 

5 Rules and Regulations 

5.1 Legal Regulations. All materials must satisfy applicable laws, rules, regulations and recommendations valid 
in the country of usage. 

5.2 Language. In the event of conflict between the English and domestic language, the English language shall 
take precedence. 

5.3 Inspection and Rejection. Samples of components or materials released to a GM material specification 
shall be tested for conformity with the requirements of this material specification and approved by the responsible 
Engineering department prior to commencement of delivery of bulk supplies. 
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