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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Fuels & Lubricants

OIL, DIESEL ENGINE, SAE 15W-40, CG-4
9985930

1 SCOPE. Initial factory fill engine oil for trucks
equipped with diesel engines. This oil is not recommended for
gasoline-fueled vehicles. Oils must meet all requirements of
the API Engine Oil Licensing and Certification System
(EOLCS) for the API CG-4 Category, as specified in API
1509, (Latest Edition).

NOTE: Candidate submissions for approval against this speci-
fication must satisfy all requirements of AP] 1509 (Latest
Edition), and must include a complete CMA Candidate Data
Package (with a complete description of the Formulation/Stand
coding system used) outlining all viscosity grade read across,
base oil interchange and minor formulation modifications uti-
lized in engine séquence testing. The suitability of any
viscosity grade read across, base oil interchange or minor for-
mulation modifications for purposes of approval against this
specification will be evaluated on a case by case basis. The
engine test performance criteria are identical to those required
for API CG-4.

2 REFERENCED STANDARDS.

GM1000M
API 1509

ASTM D4485
SAE 1300

3 REQUIREMENTS,

3.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). All materials supplied to this specification must
comply with the requirements listed in GM1000M, Restricted
and Reportable Chemicals,

3.2 The candidate oil must conform to the SAE 15W and
SAE 40 viscosity grades as specified in the latest version of
SAE J300, Engine Oil Viscosity Classification,

3.3 The oil under consideration must have been evaluated in
the engine and bench tests defined in API 1509 and ASTM
D4485 (Latest Editions) for API CG-4. All engine tests must
be conducted according to the procedures specified in the
CMA Product Approval Code of Practice, as specified for
licensing a product to use the API Service Symbol in API
1509. It is the intent that the product actually supplied to GM
under this specification (that is, the final formulation), will
have passed all requirements defined herein. As indicated in
the scope of this document, any viscosity grade read across,

base oil interchange, or minor formulation changes utilized in
the engine testing process in liey of testing the final formula-
tion will be considered on a case by case basis. In the event
GM does not agree with the suitability of any read across,
interchange, or other change, GM reserves the right to require
additional testing.

4 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.

4.1 Completed copies of the Material Safety Data Sheet
meeting GM information Tequirements must be submitted with
any new submissions or whenever a composition change has
occurred,

5 INSPECTION AND REJECTION. Al shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
1o the initial samples approved by engineering. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by engineer-
ing. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

specification number have been qualified by engineering as
meeting the requirements of this specification. Sources are
available through the on-line MATSPC System.

7 GENERAL INFORMATION, This specification was
issued by Powertrain in September 1992. The latest revisions
include:

Rev Date Description
A 9/94 Made Inactive
B 3/97 Reactivated
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GREASE, SYNTHETIC, POLYUREA, SHEAR STABLE, MULTI-PURPOSE
9986150

specification, the supplier shall accept the responsibility for  specification number have been qualified by engineering as
incoming shipments meeting this specification without depen- meeting the requirements of this specification. Sources are
dence upon purchaser’s inspection. available through the on-line MATSPC System.

7 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only 8 GENERAL INFORMATION. This specification was
sources listed in the GM Corporate Materials File under this originated by Delphi Interior & Lighting in July 1997.
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