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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Adheslives

ADHESIVE, HOT MELT, HEADLINING/WIRE HARNESS
9985942

1 SCOPE. This specification covers a hot melt adhesive
suitable for bonding a wire harness to headlining.

1.1 This system must be capable of being dispensed with cur-
rent production equipment. It shall be compatible with
production systems.

1.2 KEY WORDS: Adhesive, hot melt, polyamide, headlin-
ing.

2 REFERENCED STANDARDS.

GM1000M GM9828p ASTM D4339
GM9505P ASTM D1144 ASTM E28
GM9763P ASTM D3236 SAE J1864

3 REQUIREMENTS.

3.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). All materials supplied to this specification must
comply with the requirements listed in GM1000M, Restricted
and Reportable Chemicals.

3.2 TOXICITY. The toxicity shall be disclosed in kind and
magnitude, as required, by the GM Material Safety Data Sheet.
In addition, the material must have full approval of the appro-
priate medical department prior to production use.

3.3 STABILITY (GM9763P). Material conditioned using
potential storage conditions must be capable of passing all the
requirements of this specification.

3.3.1 Elevated Temperature Stability. As shipped, the adhe-
sive must be capable of withstanding a temperature of 55°C for
72 h, without separation or caking.

3.3.2 Low Temperature Stability. As shipped, the adhesive
must be capable of withstanding 3 cycles of the applicable
cycle schedule outlined in A2 of GM9763P.

3.3.3 Storage Stability. The shelf life of the adhesive in
closed containers shall be 180 days at a temperature not to
exceed 35°C. Shelf life of the material commences upon the
receipt of the material from the manufacturer.

3.4 PRESSURE STABILITY (SAE J1864). As shipped, the
adhesive must not separate or cake.

3.5 NONSMOKING (GM9828P). The adhesive shall not
smoke up to 177°C and shall not be classified greater than a
slight smoker @ 191°C.

3.6 MATERIAL PROPERTIES - UNCURED ADHESIVE.
See Table 1.

3.7 PEEL ADHESION.

3.7.1 Test Sample Preparation. The material shall be spray
applied to appropriate headliner substrates prior to wire har-
ness application. Lay headliner wire harness on sprayed
adhesive within 10 s of spray and hold in place using finger
pressure until bonded to substrate.

3.7.2 Environmental Cycle. Age test specimens for 24 h at
RT prior to 2 cycles of GM9505P, Cycle H.

3.7.3 90° Peel. Before and after double Cycle H, peel wire
hamess at a rate of 300 mm/minute, maintaining a 90° angle of
peel.

3.7.4 Peel Suength. Test specimens must meet a minimum
peel of 1 1b/in = 175 N/m or substrate delamination.

TABLE 1 - MATERIAL PROPERTIES

Properties Values Test Methods
Color Amber or Cream
Odor The material shall not have a noxious | ASTM D4339
odor in solid, heated, or curved condition.
Homogeneity Material must be homogeneous and free
of lumps or air bubbles.
Nonsmoking The adhesive shall not smoke up to 177°C | GM9828P
and shall not be classified greater than a
slight smoker @ 191°C.
Softening Range 143 - 163°C ASTM E28
Service Temperature Range ~20 to 100°C
Application Temperature Range 149 - 210°C
Open Time 30s
Time to Handling Strength N/A's ASTM D1144
Hot Melt Viscosity 6000 - 9000 cps ASTM D3236@ 177°C
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4 OTHER TESTS MAY BE REQUIRED TO VALIDATE
THE SPECIFIC APPLICATION.

5 INITIAL SOURCE APPROVAL., No shipment shall
be made by any supplier until a submission of representative
initial production samples to the purchaser’s laboratory and/or
engineering department has been approved as meeting the
requirements of this specification.

5.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has
occurred.

6 INSPECTION AND REJECTION. All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by the purchaser. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by the pur-
chaser. Lack of notification by the supplier constitutes grounds

for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

7 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
specification number have been qualified by the control divi-
sion as meeting the requirements of this specification. Sources
are available through the on-line MATSPC System.

8 GENERAL INFORMATION. This standard was origi-
nated by LAD in January 1995 and approved by the Adhesives
TDG in May 1995. The latest revisions include:

Rev Date Description
A 12/97 | Correcting a typo, changing title
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