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Material Name:

Diesel Factory Fill Engine ACEA C3
SAE 5W-30

Application:

For Factory Fill of Diesel engines.
General Description:

Multigrade Engine Oil

Quality requirements: ACEA C3-08

Material-Bezeichnung:

Diesel Erstbefiill Motorendl ACEA C3
SAE 5W-30

Verwendung:

Zur Erstbefiillung von Dieselmotoren.

Allgemeine Beschreibung:
Mehrbereichs Motorendl
Qualitatsanforderungen: ACEA C3-08

Requirements

1 Requirements on Delivery

Viscosity Grade
(SAE J 300): SAE 5W-30
Has to fulfill the requirements of ACEA C3-08.

2 Processing Reguirements

None.

3 Requirements after Usage

None.

Delivery:

Per volume: B 040 2119, acc. to release and/or
arrangement.

Control per weight, under consideration of the density.

The Opel-Material-N°: B 040 2119,
the GPDS N°: 9273301,
the MGO N°: 9253 ... (delivery form)

have to be labeled clearly visible on all batches.

Directive for Suppliers:

Upon the presentation of samples the supplier is
obligated to present a complete and correctly filled in
EU-Safety Data Sheet.

Anforderungen

1 Anforderungen bei der Anlieferung

Viskositatsklasse

(SAE J 300): SAE 5W-30

Muss die Anforderungen gemaf ACEA C3-08 erfilllen.

2 Anforderungen bei der Verwendung

Keine.

3 Anforderungen nach der Verwendung

Keine.

Anlieferung:

Per Volumen: B 040 2119, nach Freigabe bzw.
Vereinbarung.

Kontrolle nach Gewicht, unter Beriicksichtigung der
Dichte.

Die Opel-Material-Nr.: B 040 2119,
die GPDS Nr.: 9273301,
die MGO Nr.: 9253... (Lieferform)

sind auf allen Gebinden jeder Lieferung deutlich sicht-
bar anzubringen.

Hinweis fur Lieferanten:

Bei der Vorstellung von Mustermaterial ist der Lieferant
verpflichtet, das vollstandig ausgefillte EU-
Sicherheitsdatenblatt mitzuliefern.
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Furthermore, a material test report must be provided
which shows detailed results of the test according to
material specification.

For serial shipment, the supplier must guarantee that
the delivered material fulfills the Opel material
specification and that the released material has not
been changed.

This guarantee must be confirmed for each delivery by
a written statement on the delivery note or an attached
test certificate. Each material change has to be
indicated by the supplier before delivery. Material
deviating from the original material has to be released
by the responsible department of the ITDC prior to any
delivery.

Material Handling:

See EU-Safety Data Sheet, current Plant Regulations
and Engineering Material Specifications (GMW 3059
and GME 00100), if need be Accident-Prevention
Regulations/UVV and Hazardous Material Safety
Instructions.

Deviating Laws and Regulations:

For use in other countries the valid laws and existing
regulations in the respective countries are to be
followed.

Ferner ist ein Material-Prifbericht beizufiigen, aus dem
die gemafl Abprifung nach Material-Spezifikation
ermittelten Werte detailliert ersichtlich sind.

Fiur den Serienbedarf muss der Lieferant die
Verantwortung daftr ibernehmen, dass die gelieferte
Ware die Opel-Material-Vorschriften erfiillt und keinerlei
Anderungen am freigegebenen Material vorgenommen
wurden.

Diese Garantie muss unaufgefordert bei jeder Material-
Lieferung durch einen schriftlichen Vermerk auf dem
Lieferschein oder einem beigefuigten Prufzeugnis
bestatigt werden. Jegliche Materialveranderung ist vor,
der Lieferung vom Lieferanten anzuzeigen. Eine
Lieferung veranderten Materials darf erst nach einer
Neufreigabe durch die zustandigen Abteilungen des
ITDC erfolgen.

Material-Handhabung:

Siehe EU-Sicherheitsdatenblatt, giltige
Betriebsrichtlinien und Technische Lieferbedingungen
fur Werkstoffe (GMW 3059 und GME 00100), gof.
Unfallverhitungsvorschriften/UVV und Sicherheits-
merkblatter fir gefahrliche Arbeitsstoffe.

Abweichende gesetzliche Vorschriften:

Bei Verwendung in anderen Landern sind fir die
angefihrten Vorschriften die in den betreffenden
Landern guiltigen Gesetze und andere Richtlinien zu
beachten.
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