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ISSUED DATE: 1991. 04. 16 REVISED DATE: 2003. 06. 24 VERSION: 3 

GM DAEWOO Auto & Technology. 

1. PURPOSE 

The purpose of this standard is to establish the material property of the film used in automotive exterior trim 

and control the quality. 

2. SCOPE 

The explanation for parts in the lower part of automotive exterior trim, cautions and film of trim lamp. 

3. MATERIAL 

Film applied with adhesive in one side and covered with protectant. (If possible, the film side has the impact 

resistance.) 

4. REQUIREMENTS 
Designations Test Methods Specifications 

 4.1. Structure   

  4.1.1. Film (without adhesive)   

  (1) Material  Polypropylene, polyethylene coated 
with PVC 

  (2) Weight per unit area EDS-T-7611 260 g/m2 min. 
  (3) Thickness EDS-T-7624-1A 0.3 ∼ 0.4 mm 

  4.1.2. Adhesive   
  (1) Material  Determination with IR-spectrum for 

initial sample 
 4.1.3. Protectant of adhesive side   

 (1) Tensile strength             EDS-T-7132-J 90 N/cm min. 
  It must be higher than adhesion of 

adhesive side. 
 4.1.4. Protectant of film side (if necessary)   

 (1) Tensile strength             EDS-T-7132-J 15 N/cm min. 
  It must be higher than adhesion of 

adhesive side. 
4.2. Requirements for film    

(Test shall be performed on film applied 
with adhesive without protectant.) 

  

 4.2.1. Tensile strength         EDS-T-7132-F  
 (1) Warp direction                          900 N/cm2 min. 
 (2) Weft direction                          880 N/cm2 min. 

 4.2.2. Elongation at break      EDS-T-7132-F  
 (1) Warp direction                       250 ∼ 300 % 
 (2) Weft direction                          250 ∼ 300 % 
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