
GM DAEWOO Auto & Technology 

EDS 
 Engineering,  
 GM DAEWOO Auto & Technology 
 Standards 
 
 
 
 
 
 
 
 

2C1B CLEAR COAT 
 
 
 
 
 
 
 
 
 
 
 

EDS-M-8776 
 
 
 
 
 
 
 
 

 ISSUED DATE: 2004. 03. 26 
 REVISED DATE:      - 

VERSION: 1 
 
 

 
 
 
 
 
 

 
 
 
 
 

Copyright GM DAEWOO AUTO AND TECHNOLOGY COMPANY 
Provided by IHS Markit under license with GM KOREA Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: GM EDS-M-8776 2004

http://www.avadocuments.com/doc/gm-eds-m-8776-2004
http://www.avadocuments.com/doc/gm-eds-m-8776-2004


EDS-M-8776

 
2C1B CLEAR COAT 

PAGE: 1/10 
 

 
ISSUED DATE: 2004. 03. 26 REVISED DATE: - VERSION: 1 

GM DAEWOO Auto & Technology 

1. SCOPE 

This specification specifies the general requirements of Clear coat of 2C1B top coat. Base coat, applied with wet 

on wet, shall be specified to relevant specification separately. 

2. GENERAL DESCRIPTION 

Clear coat of 2C1B top coat contains polyester and melamine (or acrylic) resin as the base and color pigment. It is 

applied to 2C1B Base coat (refer to relevant specification) and wet on wet. Both the base coat and clear coat 

permit manual application with a general air spray gun and automatic application by the electrostatic BELL machine. 

3. TEST CONDITIONS 

3.1. Standard conditions of test place 

3.1.1. The test shall basically be conducted at temperature of 20℃±2℃ and relative humidity of 65%±5%. 

3.1.2. When the above conditions cannot be met, temperature and relative humidity shall be entered on the test 

report. 

3.2. Material condition of test piece 

The test piece shall basically be the finished vehicle built to the determined coating spec, but the one built of the 

same material to the same spec may be used. 

3.3. Baking condition 

3.3.1. Test piece baking conditions shall basically be 135℃×20 minutes (effective time). 

3.3.2. The baking time and temperature shall be based on the point when the temperature of the material to coat 

on reaches a designated point after the test piece is put into a dry oven. 

4. REQUIREMENTS 

4.1. Properties of delivered material 

4.1.1. Delivery Viscosity (EDS-T-7908, Ford Cup #4 at 20℃) : Specified value±2 Sec 

4.1.2. Non-volatile (EDS-T-7937, 120℃×2 hours, Paint; about 2g) : Specified value±1.5 wt% 

4.1.3. Dilution thinner : EDS-M-8728 

4.1.4. Electric resistance (EDS-T-7913, based on diluted paint) : 4,000∼10,000㏀ 

4.1.5. Specific gravity (EDS-T-7965, 100 cc Specific gravity cup, 20℃) : Specified value ±0.02 

4.2. Material condition at coating 

4.2.1. Dilution viscosity (EDS-T-7908, Ford Cup No. 4 at 20℃) : Add EDS-M-8728 base thinner to the undiluted 
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paint to adjust to specified viscosity at 20℃. 

4.2.2. Storage stability under undiluted solution (EDS-T-7963) 

(1) Check the paint condition after exposure to 50℃×120 hours and subsequent exposure from room 

temperature to (20±2)℃. 

(2) After storage, the paint shall be free from gel and seeding and the viscosity increase compared to the initial 

state shall less than 20 Sec. 

(3) No abnormalities in workability and external appearance. 

4.2.3. Dilution stability 

(1) Fill up the paint diluted with specified viscosity into a mass cylinder capable of 500㎖, and expose it at a room 

temperature for 72hours under sealing, and examine the condition of paint, and record the state of 

precipitation. 

(2) Get the mass cylinder upside down and back up repeatedly for 20 seconds for 10 times. After that, perform the 

sampling and coating on the upper area (250㎖) and the lower area (250㎖). There shall be no change in the 

appearances between the upper and the lower area.  

4.2.4. Coating method 

(1) Automatic application shall conform to the each plant’s process. 

(2) Manual application with a general air spray gun. 

4.2.5. Film composition of steel for top coat 

(1) Phosphate film + EDS-M-8773 

(2) Phosphate film + EDS-M-8773 + Primer surfacer (EDS-M-8740 or EDS-M-8766). 

(3) Phosphate film + EDS-M-8773 + Primer surfacer (EDS-M-8740 or EDS-M-8766) + Top coat (Specified Base 

coat + EDS-M-8776) 

4.2.6. Flash-off time 

(1) Base coat : shall conform to the relevant specification. 

(2) Clear coat : Expose to 40∼45℃ for about 10 minutes or to room temperature for about 10 minutes. 

4.2.7. Drying method : Convection drying 

4.2.8. Drying period and temperature: Maintain 20 minutes(effective time) at (135±5)℃(based on body 

temperature). 

4.2.9. Appearance after drying : After drying, the coated surface shall show no sign of defects, such as sagging 

and pinholes. 

5. REQUIREMENTS AFTER DRYING 

5.1. Dry film thickness (EDS-T-7970) 

5.1.1. Base coat : shall conform to the relevant specification. 
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5.1.2. Clear coat : 40 ~ 50㎛. 

5.2. Paint film composition of test piece 

5.2.1. Condition A : Phosphate film + EDS-M-8773 + Relevant primer surfacer (EDS-M-8740 or EDS-M-8766) + 

Top coat (Specified Base coat + EDS-M-8776)  

5.2.2. Condition B : Phosphate film + EDS-M-8773 + Relevant primer surfacer (EDS-M-8740 or EDS-M-8766) + 

Top coat (Specified Base coat + EDS-M-8776) + Re-coating top coat (Specified Base coat + EDS-M-8776) 

5.3. Requirements after exposure to room temperature for 24 hours 

5.3.1. Distinction of Image / Gloss (EDS-T-7907, ATI 1864 SQC S/N 620) : Distinction of image shall be satisfied 

with the requirements of specified Base coat, when measured under test piece condition A with an angle of 20°. 

5.3.2. Adhesion (EDS-T-7910) 

(1) Tape : 3M #610 

(2) Cutter : Use a cutter to JIS K 5400 or equivalent cutter (NT cutter A type is recommended) 

(3) Tape peel angle : 90° 

(4) Cutter angle : about 30° 

(5) Adhesion (Width 2mm) under test piece condition A shall be GT-0. 

5.3.3. Hardness (EDS-T-7948, BUCH HOLTZ durometer, 30sec) : Hardness under test piece Condition A shall be 

more than 77. 

5.3.4. Cupping (EDS-T-7974) 

(1) Cupping Tester 

(2) Diameter of ball : 20mm, Velocity of ball : about 0.2mm/sec. 

(3) Cupping under test piece Condition A shall be more than 4.0mm. 

5.3.5. Bending (EDS-T-7912) 

(1) Conical Bending Tester 

(2) Diameter of conical corn: φ9.5∼40.5㎜, Length: 212㎜ 

(3) Perform bending for 15 sec. at 180’ at an even velocity. 

(4) When tested under test piece Condition A, there shall be no sign of surface defects, such as cracks and 

peeling-off. 

5.3.6. Overbaking (EDS-T-7919) 

(1) 135℃×20 minutes (effective time)×3 cycles (initial drying excluded) 

(2) Under test piece Condition A, there shall be no abnormalities in the film surface such as blistering, peeling-off, 

discoloration, etc. 

(3) Adhesion (Width 2mm) shall be GT-0 after exposure to room temperature for 24 hours. 

5.4. Requirements after exposure to room temperature for 72 hours 
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