ENGINEERING

Test Procedure EDS-T-2306
STANDARDS
KOREA
Fatigue Test Procgdure F_or EfA s (FWD) CIH &
Transaxle(FWD) Differential I J1010] T2 AlS = Xt
Bevel Gear = -
1R
1 Scope 3 2 HEO OHE WSS ENH0IU AES
Note: Nothing in this standard supersedes CHRIE 2 QiCt
applicable laws and regulations. =. 12019l 20j0] ALE0| S HS HROI=
Note: In the event of conflict between the Korean B SYim e M= T

and English language, the Korean language shall

take precedence. 1.1 S3&. Differential Bevel Gear 2| W7 =¥S
1.1 Purpose. This standard aims at determining the 238
durability of differential bevel gears. 12X HY 2 AS BI=NE RE I 2
1.2 Applicability. This standard applies to all TransaxleOll & Jts¢g.
transa'xles in Tront wheel dr|\{e vehicles. « XM= DE320 D= Transaxle | DIFF Bevel
 Differential bevel gears in all transaxles of front Gear.
wheel drive vehicles.
2 B BE/RA
2 References . s Df: ROl oA 5 K X2
Note: Only the latest approved standards are *: 520l &)l _:ROOI 9= 8 =0
: ; e SoE HEE BHEEHL

applicable unless otherwise specified.
2.1 External Standards/Specifications. 2.1 A2 B&E/E

None None
2.2 GM Standards/Specifications. 22GM EFE/R&.

EDS-M-8002 EDS-M-8002
2.3 Additional References. 23 J|Et HE/AE.

None None
3 Resources 3ANE W&
3.1 Equipment. 3.2 A|8 =H|.

3.1.1 Powertrain Tester (See Appendix A).
3.1.2 Parts for Transaxle Mounting.
3.1.2.1 Mounting plate.

3.1.2.2 Adaptor-crank shaft.

3.1.3 Multi-Channel Recorder.

3.1.1 Powertrain Tester (258 A =T &X).
3.1.2Transaxle &= E ME £ Z

3.1.2.1 HE,

3122 HEIH-IOE I AFZE,

3.1.4 FFT Analyzer. 3.1.3 Multi-Channel Recorder.

3.1.5 Vehicle Parts for Test. 3.1.4 FFT Analyzer.

3.1.5.1 For Transaxle (FWD). BL5AEA ZRE dit 23,

3.1.5.1.1 Axle Shaft A-FWD LH, RH. 3.1.5.1 Transaxle (FWD)2| &<

3.1.5.1.2 Fly Wheel A. 3.1.5.1.1 Axle Shaft A-FWD LH, RH.
3.1.5.1.3 Clutch Disc A and Clutch Cover A. 3.1.5.1.2 Fly Wheel A.

3.1.5.1.4 Plug-Air Bleeder and Plug-Gear Shift Link. 3.1.5.1.3 Clutch Disc A and Clutch Cover A.

3.1.5.1.4 Plug-Air Bleeder and Plug-Gear Shift Link.
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3.1.6 T/M Qil Cooling System.

4 Procedures
4.1 Preparation.
4.1.1 Clutch ASM Mounting.

4.1.1.1 Mount the Adapter-Crank Shaft on the side
of coupling of Torque Meter © of Power Train

3.1.6 T/M Qil Cooling System.

4 NS EXI
4.1 A& F=H|.
4.1.1 Clutch ASM &=t

4.1.1.1 Power Train Tester 2| Torque Meter ©2
HEZ &0 HYH-IHI MEZEE FH G

4 . (=¥ Torque 7.5 Kg.m).
Tester. (Tightening Torque 7.5 Kg.m). = ANE ZES N2 0 ZES ARSI
Note: Use reamer bolts for exclusive use. = ANE - = i, o= . FE e
. X ==l 2 s
4.1.1.2 Mount the Fly Wheel ASM, Clutch Disc and 4112 X 0 ma -84 Mﬁa x! _'f; y Wheel
Clutch Cover to the Adapter-Crank Shaft. ASM, Clutch Disc & Clutch Cover £ & = &L}
Note: Use bolts used for actual vehicles. F: 2E= 2X0IAM AtESots EEE AIE 8L
Table 1: Tightening Torque /
H 1: 2 Torque
Division / Tightening Torque (FWD) /
-2 £ ¢ Torque (FWD)
Fly Wheel to Adapter / 4.5 Kam
HEE Ol Fly Wheel > 1g.
Clutch Cover to Fly Wheel A/
1.5 Kg.m
Fly Wheel A0l Clutch Cover
4.1.2 Mounting of Transaxle. 4.1.2 Transaxle & =},
4.1.2.1 Mount the Mounting Plate (corresponds to 4.1.2.1 Power Train Tester 0l &S YetHE
cylinder plock in an engine) to the bracket on the SR 0l HEHEngine 2 CYL. Block 0 SHEh)=
Powertrain Tester. X REBHC}
4.1.2.2 Mount the Transaxle Assembly to the = x s
mounting plate. 4.1.2.2 HEO| Transaxle ASM = ’_é’—‘. StCt.
4.1.2.3 Mount the Axle Shaft LH & RH. 4.1.2.3 Axle Shaft LH, RH £ &= tCh
4.1.2.4 Mount the Gear Shift Link. 4.1.2.4 Gear Shift Link & & 2 &tL}.
4.1.2.5 Inject a specified amount of oil. 4125718 0l 78 =&t
4.1.2.5.1 Specified oil: use of the oil specified for 4.1.251 733 Oil: 2 T/IME 7 & Oil Al
each M. 41252 A8 A TME ALY AS.
4.1.2.5.2 Specified amount: use of the amount
specified for each T/M.
o] =B
4.1.3 Mounting of Sensors. 4.1.3 Sensor2| H .
Type / Purpose/ Mounting position (Transaxle) /
55 MNE SH E X (EHA HE)
Thermocouple / Temperature Measurement / Oil Inlet on the side /
S =5 53 =0 =R
Acclerometer / Vibration Measurement / Bearing plate side /
oH Al i =2 Hl Et s s HHE SdIoIE &H
Limit switch / Emergency Stop at rotor damage / | Above & below RH/L/H axle shaft /
2I0IE A% Sl & Ot Al Ul &HE X I R ASAFZE &, of
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