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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Textiles

COMPOSITE FLOOR MATS
GM2755M

1 SCOPE. This specification describes the properties of
composite materials used for carpeted floor mats.

2 REFERENCED STANDARDS.

GM502M GM9127P ASTM D5034
GM1000M GM9200P SAE J1351
GM2715M GM9220P SAE J1530
GM3602M GM9305P SAE 11756
GM9070P ASTM D1564

3 REQUIREMENTS.

3.1 Unless otherwise specified, the material shall be tested
under standard conditions, 21 + 2°C and 50 + 5% RH. No
individual test result shall be less than the minimum or greater
than the maximum value. Unless otherwise specified, when 3
specimens are to be tested they shall be cut from one side of
the sample, one from the center, and one from the opposite
side.

3.2 DESIGN AND MANUFACTURE FOR THE
ENVIRONMENT.

3.2.1 Restricted and Reportable Chemicals (GM1000M).

By 1997 start of saleable vehicles, all materials supplied to this
specification must comply with the requirements listed in
GM1000M, "Restricted and Reportable Chemicals."

3.2.2 Recycling Guidelines (GMS02M). Materials developed
to this specification shall be optimized to provide maximum
end-of-life cycle value utilizing the Recyclability Checklist and
GM Recycling Design Guidelines. Recycled content shall be
reported to the approving and procuring Materials Engineering
Department utilizing the Recycled Content Report Form.
Reference the GM Recycling Design Guide, GM502M,

4 MATERIAL CONSTRUCTION. The components of
the composite floor mats must meet the individual material
specifications shown on the drawing in addition to meeting the
requirements of this specification.

4,1 COLOR AND PATTERN. The color and pattern shall
be approved by NAO Color and Trim when viewed in accord-
ance with GM9220P.

5 PHYSICAL PROPERTIES.

5.1 ODOR (SAE J1351). The material shall exhibit an odor
not in excess of 3 when evaluated per the scale set forth in the
test.

5.1.1 Replace Section 5.4 with: Remove the cans from the
oven and allow to cool to room temperature for 2 minimum of
15 minutes. Raise the 1id partially but do not remove it. With a
cupped hand draw the air from the can to the nose and slowly
inhale. Immediately repeat the procedure for the first test spec-
imen (dry) and record the appropriate rating listed in Section
6. Lids should not be raised longer than 5 s. Tests must be con-
ducted in an environment free from drafts and contaminant
odors.

5.2 STAINING. There shall be no staining when the back-
ing material is placed in direct contact with the surface of light
colored production carpets. Test for 7 days in an air-circulating
oven @ 85 + 2°C.

5.3 FOGGING (SAE J1756 - PHOTOMETRIC).

The amount of fog when measured with a 60° glossmeter shall
have a rating of 60 units or better when tested @ 85°C. Class
II residue does not meet this requirement.

5.4 RESISTANCE TO COLD CRACKING. There shall be
no cracking of the backing material @ -20 t 2°C while folding
the assembly around a 76 mm mandrel. It shall first be tested
with the face of the carpet toward the mandrel and again with
the back side of the composite toward the mandrel.

5.5 FIBER LOSS (SAE J1530, METHOD B). Cut pile car-
pet only. Three specimens are to be tested and must meet the
requirements of GM2715M. Prepare specimens for test as out-
lined in 5.7.2.

5.6 Two specimens in each direction are to be tested.
Abradant material can be obtained from The Maine Industrial
Plastics & Rubber Company (207-563-5532) Part No. 600-0
lagging, 75 mm wide.

5.7 RESISTANCE TO WEAR (SAE J1530, METHOD B).
Three specimens are to be tested.

5.7.1 The face side of the mat must meet the requirements of
GM2715M, Floor Usage.

5,7.2 If the backside of the mat has nubs or other types of
protrusions, cut samples from both the warp and filling direc-
tions and perform the wear test for 5000 cycles with the
backside of the composite against the abradant screen. There
shall be no fracture of the nubs at the point they make contact
with the main flat backing. Also, there shall not be any wear of
the flat backing material.

5.8 BOND.

5.8.1 Emblems. Appliques or other attached designs. The
bond strength between any 2 layers (i.e., PVC to hot melt
adhesive, PVC to dielectric coatings, or coatings and adhesives
to face of carpet) shall be greater than the strength of the vari-
ous materials. There shall be no separation after being exposed
per GM9200P.

5.8.2 The bond of the carpet material to any backing must
meet the requirements of GM3602M.

5.9 LOSS OF TACKINESS. Composite floor mats utilizing
a tacky backside must not lose any tack after washing. Wash
the mat in a Frigidaire Model WD or equivalent, set the con-
trol to the regular cycle, use 60°C water, and 60 g of Ivory
Snow soap. The rinse water temperature shall be the same as
the wash cycle. After completing the wash and rinse cycles,
remove the mat and let dry at standard conditions 70  2°C
and 50 + 5% RH.
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5.10 FLAMMABILITY (GM9070P). The material shall not
burn or transmit a flame front across its surface at a rate of
more than 1016 mn/minute when tested as received and after
accelerated aging (GM9200P). However, if a material stops
burning before it has burned for 60 s from the start of timing
and has not burned more than 50.8 mm from the point where
timing was started, it shall be considered as having met this
requirement.

6 COLOR PROPERTIES. The composite floor mat
must meet all Color Property requirements as specified in
GM2715M, Section 6.

7 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.

7.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has
occurred.

to the initial samples approved by engineering. There shall be
no changes in raw materials, construction, formulation or man-
ufacturing processes permitted without prior notification and
approval by engineering. Lack of notification by the supplier
constitutes grounds for rejection of any shipment. While sam-
ples may be taken from incoming shipments and checked for
conformance to this specification, the supplier shall accept the
responsibility for incoming shipments meeting this specifica-
tion without dependence upon purchaser’s inspection.

9 APPROVED SOURCES.  Engineering qualification
of an approved source is required for this specification. Only
sources listed in the (GM Material File) NAO Color and Trim
Development and status report under this specification number
have been qualified by engineering as meeting the require-
ments of this specification.

10 GENERAL INFORMATION. This specification was
originated by CPC in December 1987, revised from FBMS
24-3 and CMZ ZZ052. The latest revisions are as follows:

) Rev Date Description Div
material or parts under contract or purchase order manufac- L
tured to this specification shall be equivalent in every respect C 3/95 | Complete Revision X
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