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GENERAL MOTORS ENGINEERING STANDARDS

FUEL AND OIL RESISTANT TUBING
GM 6148-M (EPICHLOROHYDRIN COPOLYMER - NON-REINFORCED)

DATE CODE K

r— MANUFACTURING
PLANT LOCATION

]
_____ 3&___._._.. - ——] cooe
+ 0 =-GMB148-M -] - T —

‘ . B

1

NOMINAL TUBING ID -—/

GM SPECIFICATION

MANUFACTURER’S CODE

NUMBER IOENTIFICATION
Hor Tube ID 7/64 5/32 3/1¢ 7/32 14 9/32 5/16 11/32 3/8 3/4
A ID Maximum .125 L1172 .204 .235 .266 .297 .328 . 360 . 391 .781
ID Minimum .093 .140 L1372 .203 .234 .265 .296 .328 .359 719
B OD Maximum .270 332 . 364 . 395 .523 .554 .585 617 . 648 1.156
0D Minimum .230 .25z .324 .355 .477 .508 .539 .571 .602 1.094
L iength GM PART NUMBERS'
1-1/4 9438845 3440929
1-1/2 9438889 9438073 9439475 9438116
1-3/4 9438065 9440958
2 9436626 9440030 9437754 9440103
2-1/4 | 9440910
2-1/72 ! 9438158 |
2-3/4 i ; 9441513 9439876
3 i 9338106 9438119 9439910 -
3-1 4 ! 9438070
3-1°2 | 94403278 9436958 9438827
3-3/4 © 9438187 9439849 9439755
4 ! 338134 9438922 |
4-1/4 R |
4-1/2 ‘ 9436954 9438502 |
4-3/4 9440263
s ‘ 943812¢ 9438375 |
5-1/2 | 9438853 9427728 .
‘ | | 9436513 9439775 9440277
€-1/2 i [ 9441527 | 9439932 9439751
7 | | 8430279 i 9438523 9437729 i
7-1/2 ! © $438659C . 9439313
8 i 9440020 |
§-1 2 ’ 9440118 9436959 i
k] i 93547 Q440012 1 |
9-1/2 . )
12 9436956 | 9438926 9440023
10-1,2 i ' 9436960
ii 9438074 ¢ . 9436951 |
11-1/2 © o 934200¢ | 94383538
z 9438:2¢ | 9aso0021 ! 9439526
12-1/2 o { :
13 . 943013¢ | 9436962 ‘ i
13-172 ! ' ; 1 9437730 .
13 $43785¢€ P 9441494 9438041 , 9440133
14-1/2 . ‘ | i i
15 ! 'o9441723 I 9439494 | ] 9441514
9531532 .
| 9438031 ; 9539546
! |
9436957 9460022 | i
942637¢ ¢ 9439244 ! 9438047 | 9437816 |
16-172 . \ |
19 i | i 9439819 .
19-1.2 . : i I
20 ' ] : _ ‘
23-1r2 . 9440198 i :
2l i I 943889y 9436963 |
21-1,2 i | i | i f
22 ’ bo9q3e324 © 9438536 |
2:-1/2 ! i !
22 | sazeels . 9435488 |
23-112 | ' : | 9440331
24 | i 9440248 ; f
t : - .
Chare trawings | 9440197 | 9438866 | 9440913 94388¢7 9439476 | 943BB6E , 9439545 9435869 9435870 9439877

1T No drawing tubes are shown on chart drawings for respective inside diameters hsted above
For additional lengths see Page ~-61.403
Fuel and O« Reustant Tubing shatl conform to General Specifications on Page T-61.403.

For ionger tengths see foliowing page

These specifications were deveioped without considering whather patents may or may not pe inveived
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FUEL AND OIL RESISTANT TUBING
GM 6148-M (EPICHLOROHYDRIN COPOLYMER - NON-REINFORCED)

DATE CODE

S MANUFACTURING

r

i

.__\&____

B T s

- GM6148-M =] T3-!

'
[ PO | i " |

CODE

NOMINAL TUBING 10 —/

L GM SPECIFICATION

— MANUFACTURER'S CODE

PLANT LOCATION

NUMBER IDENTIFICATION
Nom Tube ID 7/64 5/32 /16 7/32 1/4 9/32 5/16 11/32 i 3/8 I 3/4
A ID Maximum .125 .172 .204 235 . 266 .297 .328 . 360 2391 .781
ID Minimum .093 .130 .172 .203 .234 . 265 .296 .328 . 359 2719
B OD Maximum .270 -332 .364 . 395 .523 .554 .585 617 .648 1.156
OD Minimum .230 .292 . 324 .355 .477 .508 .539 571 .602 1.094
L Length GM PART NUMBERS'
24-1/2
25 9438847
26 9438891
27 9438900 9436964 9440264
2 9438071 9438376
29 9438820 9437291 9439245
30 9438892 9417972
31 9437808 9440918
32 9437751
33 9437753 9438793
34 9437809 9440983
35 9438792 9436105 9438829
36 9437887 9436965 9436762
37 3437860 9437345
38 9437810 9438115 9436740 9436966
39 9436106 9438791
40 9440230 9430913 3437861
41 9437346
42 9437752 9436107
43 9439813 9436855 9436741 9438794
44 9438898
45
46 H 5438825 |
47 i 9439814 9436856 ! 9436742
18 i 9436756
49 9440208 9438894 *
50 3440093 : !
c2 9437256 |
sS4 9437725
56 9437257
58 i . [
60 '
62 ; 9437726
64 .
66 \ 3438040
68 ! i
70 . : 3439753 |
72 . !
75 i
80 !
85
90
95 :
100 ;
105
110
115
120
125
130
140
150
300 9440199 9435836 9440914 9436103 9439476 9436104 9439547 9436793 9438871
Chart Drawings 9440197 9438866 9440911 9418867 9439474 9438868 9439545 9438869 9438870 9439877
1 No araweng, tubes sre shown on chart drawings for respictive inside diameters histed sbove,
Far additiona! lengths see following page. Fuel and Qit Aesistant Tubing shall contorm to Genwral Specifications on the tollowing pege.
These iticors were d d without ing ReTENE MOy Or may net De involved. iIn il ceses, therefars, the supplier shall be required to agtumae patent fiabitity.
Printed in USA
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