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GENERAL MOTORS ENGINEERING STANDARDS

FUEL AND OlL RESISTANT HOSES
GM 6163-M (FLUOROELASTOMER- REINFORCED)

A— L -
DATE CODE j /‘—*—MANUFACTUWNG
PLANT LOCATION

Dy T==——— NTPIR Ce— @

T -GM 6163-M-{ " T-T3 -—]

j L ey A s el Wi

T

NOMIN AL HOSE (D - GM SPECIFICATION MANUFACTURER'S C2DE
NUMBER IDENTIFICATION
7 Y
Nom Hose ID, inch 14 6/16 11/32 3/8 mne 72 6/8 ) 3/4
A | ID Max, inch (mm) .266 (6.8) .328 (8.13) .360 (%9.1) .391 (9.9) -461 (11.7) .523 {(13.3) .656 (16.7) .781 (19.8)
ID Min, inch (mm) { .234 (6.0) .256 (7.95) .328 (8.3) .359 (9.1) -415 (10.5) | .477 (12.1) § .594 (15.1) =719 (18.3)
B | OD Max, inch (mm) | .523 (13.3) | .585 (14.9) | .617 (15.7) | .64B (16.5) { .,750 (19.1) | .B12 (20.6) | .969 (24.6) | 1.156 (29.4)
OD Min, inch (mm) -477 (12.1) { .539 (13.7) ] .571 (14.5) .602 (15.3) | .688 (17.5) <750 (19.1) -807 (23.0) [ 1.094 (27.8)
L zengtn, inch (mm) GM PART NUMBERS'
1.38 (35)
1.57 (40) 9439345 94139676 94391861
1.77 (45) 9439346 9439677 943981862
1.97 (50) 9439347 9439678 9435183
2.17 (55) 9439348 9439679 9439184
4.36 (60) 9439349 5439680 9439185
2.56 (€5) 9439350 9439681 9439186
2.76 (70) 9439351 9439682 9435187
2.95 (75) 9439352 9439549 9429188
3.15 (80) 9439353 9439665 9439169
3.35 (8%) 9439354 9439684 9439190
3.54 (530) 9439355 9439683 9439191
3.74 (95) 9439356 9439686 9439192
3.94 (100) 9439357 9439687 9439193
4.33 (110) 9439358 9435588 9439194
4.72 (120) 9439359 9439689 8439195
5.12 (13¢, 8439360 9435687 9439196
S.51 (140 94393€1 9439691 9435197
5.91 (150) 9439362 5439692 9439198
6.30 (160) 94392¢€3 9429€93 9439199
6.69 (170) 9439364 9439654 9439200
7.09 (180) 9435365 9439€953 9439201
7.48 (190) 9439366 9539696 9439202
T.87 (200! 94393¢€7 ¢ 9438641 9435203
8.27 (210) 9439368 5439642 9439274
B.66 (220) 9439369 9439643 943%205
9.06 (230) 9439370 9439644 9439206
9.45 (240) 9439371 9439¢45 9439207
9.84 (250) 9436372 943564¢ 9422208
10.24 (260 9439373 9439647 9429209
10.63 (27¢C 84391374 9439648 943921¢
11.02 (28¢0) 64139375 9439649 9439211
11.42 290 54230376 8439650 9439212
11.81 1300) 9425377 9439£51 9438213
12.80 (325) 9439378 9439652 9439214
13.78 (350, 9435379 9439653 9439215
14.7¢ 375 $43538¢ 9439634 943921¢
15.75 (400) 943938] §439655 9439217
16.731 (425} 9439382 89335856 9439216
17.72 (450 S4393E3 9439637 94338219
18.70 (475} 9439384 94¢39€3€ 9433220
19.69 (500) 943¢38: 9439652 9435221
20.67 (52%: 94393Ec 94395€C 9439222
21.65 (850 9439387 9439661 9439223
22.64 (573 9439388 9436€¢€2 9439224
23.62 (600) 9439389 9438663 9439225
24.€61 (625)
25.38 (650; 3439395 9439€64 | 9439226
26.57 (675}
27.56 (700) 9439391 9439665 9439227
28.54 (725) .
29.53 (750) 9439392 9439666 9439228
30.51 (77%)
31.50 (800) 9439392 94396¢€~ 8439225
Chart Drawings ! 9439344 §43954¢ 9435180
1 No dram .ng. hoses are snown o~ chart drawrngs for respectove inside diameters a1ed atore. For 1onger iengths see tohowing page
For ado * 21 s12es and lengths see Page T-61.103 Fuel and Qi Resistant Hoses shall contorm to General Specifications on following page.

These soecitications were daeveioped without considering whethe: patents may or may not be involved. in al! cases, theratore, the suppiter shail bt required to sssume petent lisdility.
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GENERAL MOTORS ENGINEERING STANDARDS

FUEL AND OIL RESISTANT HOSES
GM 6163-M {FLUOROELASTOMER-REINFORCED)
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NOMINAL HOSE 1D —/ ZGM SPECIFICATION \LMANUFACTURER'S CODE
NUMBER IDENTIFICATION

{Contrnued)
Nom Hdose I, inch 1/4 i 5/16 11/32 a/8 ! 7/16 12 5/8 i 3.4
A | ID Max, inch (mm) | .266 (6.8} .328 (8.3) .360 (9.1) L391 (9.9) L461 (11.7) [ .523 (13.3) | .656 (16.7) .781 (19.8)

ID Min, inch (mm) | .234 (6.0) L296 (7.%) .328 (8.3) -359 (9.1) .415 (10.5) | .477 (12.1) | .594 (15.1) L719 (18.31)
B | OD Max, inch {mm) | .523 (13.3) | .585 (14.9) | .617 (15.7) | .648 (16.5) | .750 {19.1) } .812 (20.6) | .969 (24.6) | 1.156 (29.4)

CD Min, inch (mm} | .477 (12.1) | .539% (13.7) | .571 (14.3) | .602 (15.3) | .688 (17.5) | 750 (19.1) : .907 (23.0) | 1.234 (27.8)
L rength, inch (mm) GM PART NUMBERS'

32.48 (825)

33.46 (830) 9439394 9439668 9439230

34.45 (875)

35.43 (900) 941391393 9439669 9439231

36.42 (925)

37.40 (950) 9439396 9439670 9439232

38.39 (975)

39.37 (l000) 9439397 9439671 9439233

40.35 (1025)

41.34 (1050) 9439398 9439672 9419234

42.32 {1073)

43.31 (1100) 9439399 9439673 9439235

44.29 (1125)

45.28 (1150) 94393400 9439674 9439236

46,26 (1175)

47.24 (1200) 9439401 9439675 9439237

48.23 (1225}

49.21 (1250)

50.20 (1275)

51.18 (1300)
52.17 (1323)
53.15 (1330)
S54.13 (1375)
55.12 11422)

36.10 (14235
57.09 (1420
58.07 (1475)
59.06 (1500}
61.02 (15330)
£2.99 (1600)

64.96 (1650)
66.93 (1700)
68.90 (1730)
70.87 (1800)
72.83 (1859Q)
74.80 (1900)

76.77 {1350)
78.74 (20C0)
98.43 (2500)
lida.1l (3000)

299.21 (7600) 9439402 9439550 9439238
Chart Drawings 9439344 9439548 3439180
1 No Ordw.ng hoses are snown an chart drawings 1or respective inside duameters Listed above For adaitional sizes gnd lengths see tollowing page.

Fuel and O« Reqistant Hoses shall contarm 10 General Specifications betow,

GENERAL SPECIFICATIONS

1 GENERAL: This standard covers one type of hose, coupled
and uncoupled, for use with gasoline, o1l, or diesel fuel, Length Range, inch (mm)
and related evaporative systems.

Tolerance on
Length, inch {(mm)

2 S1ZE DESIGNATIQNS: Hose s1z2es are designated by the nomin- gz:: nggiu(iééfltgigoh 62 (6009 fég :ggi

al hose 1nside diameter expressed in fractions of inches. Over 23.62 (600) thru 15.43 (900} +.24 (6.0)
. Over 35.43 (900) thru 47.24 (1200) £.39 (10.0)

3 LENGTH: Lengths and tolerances on lengths of hose shall Over 47.24 (1200) £.51 (13.0)

be 1n accordance with the following tabulation.

{Continued on following page)

These specifications were developed without considering whether patents may or may norl be invaived. In sil cases. therelore, the supplier shall be reguired 10 assume patent Lability.
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