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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Metals

CORROSION PROTECTIVE COATINGS
PHOSPHATE/ORGANIC/OIL TYPE
GM6174M

1 SCOPE. This specification covers basic requirements
for a black corrosion protective coating which is produced in a
process consisting of zinc phosphate treatment, chromic acid
rinse or seal, organic coating, oven bake, water and oil emul-
sion post treatment and air dry.

1.1 This coating is especially suitable for bolts, clips and
other small ferrous parts where above normal levels of corro-
sion protection, freedom from hydrogen embrittlement and
decorative black color are desired.

1.2 Parts that are not suitable for barrel processing may be
racked but must be processed through the same black organic
coating employed in the barrel process.

1.3 APPLICATION. The organic coating is applied by barrel
processing or racking over properly zinc phosphated small
parts. Parts from either process are oven cured @ 200°C for a
minimum of 18 minutes. Immediately following the cure, the
parts are immersed in a corporation approved protective oil
compound in concentrations, temperatures and immersion
times specified by the approved chemical manufacturer, The
process is completed when packaged or placed in suitable con-
fined containers.

1.4 Use of this finish threaded surface and/or bearing surface
of joints could affect the torque-tension relationship. It is rec-
ommended that a torque-tension study of the fastener joint
should be performed before releasing this finish on a new
application.

2 REFERENCED STANDARDS.

GM1000M GMS071P
GM4298P ANSI B18.18.2M
GM4465P

3 REQUIREMENTS.

3.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M).  All materials supplied to this specification must
comply with the requirements listed in GM1000M, "Restricted
and Reportable Chemicals."

3.2 APPEARANCE. Coating shall have a uniform, dense
black appearance and shall be free from tears, sags or other
surface mottling.

3.2.1 Barrel processed parts shall exhibit no scratches or
nicks and shall not be stuck together but instead shall be free
flowing.

3.2.1.1 Rack processed parts shall exhibit uniform organic
coating including recessed areas.

3.3 THICKNESS. Coating in threads and recessed areas,
such as nuts, screwheads or elongated tubing, shall have no
adverse effect on normal installation.

3.3.1 The coating thickness shall be 10 to 25 pm for threaded
products or 10 to 35 pm max for nonthreaded products.

3.3.2 Thickness may be measured by eddy current, coating
mass per surface area or micro-examination methods. For ref-
€ree purposes, micro-examination is used.

NOTE: The maximum thickness of coating which may be
applied to threads on threaded products is limited by the basic
thread size (5.1).

3.4 CORROSION RESISTANCE. Parts coated to this speci-
fication shall withstand neutral salt spray for a minimum of
168 h and shall exhibit no red rust on significant surfaces,

except sharp edges.

3.4.1 Parts must be tested to GM4298P to meet the corrosion
resistance requirements on significant surfaces per 3.4.1.2 for
initial approval of the finish, applicator and PPAP submissions.

3.4.1.1 For normal production process, salt spray test shall be
part of applicator’s statistical process control to ensure that
parts meet the corrosion resistance requirements.

3.4.1.1.1 Applicator shall run a periodic NSS test of the parts
in process on each line running this coating. Frequency of the
test and sample size shall be per ANSI B18.18.2M inspection
Level B for NSS test. Since the coating is not included in
ANSI B18.18.2M, Table B, the actual control checks to be
made by the applicator based upon the chemical manufactur-
er’s instructions. Supplier will maintain the test results in the
file to be submitted when required by GM.

3.4.1.2 Significant surfaces for test evaluation include but are
not limited to fastener heads, socket recesses, sems washers
and external nut surfaces. Sharp edges are excluded.

3.4.1.3 Significant surface on other than threaded fasteners
shall be defined as the surface or portion of the part that can be
touched with a 13 mm ball unless otherwise noted on the engi-
neering drawing. On other surfaces where control of coating
cannot be obtained under normal processing, such as holes,
recesses, threads, etc., the above requirements do not apply.
Acceptance or rejection of parts coated to this specification
shall be based on results on significant surfaces.

3.4.1.4 Salt spray test requirements specified herein do not
apply to female threads except when agreed upon by supplier
and purchaser. Female threaded areas may be masked off or
otherwise covered during salt spray testing.

3.5 FLEXIBILITY AND CHIP RESISTANCE.

Coating shall withstand the normal extension and compression
of springs and the normal flexing encountered by spring clips
during assembly in the end product without evidence of flak-
ing or loss of adhesion to base metal. Also, it shall withstand
normal handling and storage conditions without chipping, flak-
ing or other coating damage.

© Copyright JUNE 1997 General Motors Corporation All Rights Reserved

JUNE 1997

PAGE 1

6174M
Documents


http://www.avadocuments.com/doc/gm-gm6174m-0
http://www.avadocuments.com/doc/gm-gm6174m-0

VND.GM GMBL?74M-ENGL 1997 EE 900L379 DOO09A40 O4T WA

GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Metals

CORROSION PROTECTIVE COATINGS
PHOSPHATE/ORGANIC/OIL TYPE
GM6174M

3.6 ADHESION CHARACTERISTICS.

3.6.1 Parts other than fasteners (all threaded loose unassem-
bled parts, washers, sems and keps) coated to this specification
shall be humidity tested and subsequently tape adhesion tested
for adhesion characteristic of coatings.

3.6.2 Parts, when humidity tested, shall show no evidence of
blistering or other appearance changes after exposure to
humidity testing for 96 h min and shall show no more than 3.0
mm peel back from intersection of lines scribed and tape tested
immediately after a2 10-minute recovery period following
exposure, as well as no other peeling in area under tape.

3.6.3 Humidity testing shall be conducted according to
GM4465P, 100% RH @ 38°C. Tape testing shall be conducted
according to GM9071P, Method B.

3.7 RELIEF FROM HYDROGEN EMBRITTLEMENT.

All steel parts having a hardness above HRC32 and all highly
stressed cold worked parts which are acid cleaned are to be
held 48 h prior to use or alternately these parts shall be baked
for 1-1/2 h at 200 °C immediately after phosphating and prior
to topcoat.

7.1 Hardened parts which have been tempered at less than
75°C shall be heated to 150°C and held 8 h minimum imme-
diately after phosphating and prior to topcoat.

3.72 Suitable relief of hydrogen absorption of highly
stressed spring steel parts is considered doubtful.

4 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.

4.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has

tured to this specification shall be equivalent in every respect
to the initial samples approved by engineering. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by engineer-
ing. Lack of notification by the supplier constitutes grounds

for rejection of any shipment. While samples may be taken

from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

5.1 REFEREE INSPECTION. The following referce thread
inspection procedure may be utilized if the specified gogage
binds on the screw, bolt or nut:

S5.1.1 Bolt or Screw. Assemble a phosphate plated test nut
with a 2B or 6H class thread down the full length of the
thread. .

5.1.2 Nut. Assemble a phosphate plated test bolt or screw
with a 2A or 6g glass thread for a min of one diameter through
the nut. .

5.1.3 The test nut or screw/bolt must run freely for the total
length without binding. This test is to be conducted on a min
of 6 samples. One failure constitutes a rejection.

6 APPROVED SOURCES. Engineering qualification
of approved source is required for this specification. Only
sources listed in the GM Material File under this specification
number have been qualified by engineering as meeting the
requirements of this specification. Sources are available
through the on-line MATSPC System..

7 GENERAL INFORMATION.  This standard was origi-
nated by Chevrolet Division, in August 1976, The latest
revisions include:

occurred. Rev | Date Description
5 INSPECTION AND REJECTION.  All shipments of D | 7/% Added 1.4
material or parts under contract or purchase order manufac- E 2/97 | Revised Sections 3.4 and added 3.7
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