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GENERAL MOTORS ENGINEERING STANDARDS

VACUUM BRAKE HOSE
GM 6188-M [ETHYLENE PROPYLENE DIENE MONOMER (EPDM) TUBE AND COVER - REINFORCED)

L B DATE CODE —,
A MANUFACTURER'S CODE /
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| /
_—— e e ] —_——— e e
| b B [
GM6188-M — T DOT- -7 2-T"2-vi
\ it et
‘ / /
GM SPECIFICA- DEPARTMENT OF TRANS NOMINAL HOSE ID HOSE TYPE
TION NUMBER PORTATION SYMBOL SYMBOL
Now Hose ID, inch 7/32 11/32 15/32 Nom Hose 1D, inch 7/32 11/32 15/32
A} ID Max, inch (mm} | .250 (6.3) 2370 (9.4) .500 (12.7) A | ID Max, inch (mm) | .250 (6.3) <370 (9.4 500 (12.1)
ID Min, inch (mm) .190 (4.8) .330 (E.4) .440 (11.2) ID Min, inch (mm) <190 (4.8) .330 (8.4) .440 (11.2)
B| OD Max, irnch (mm) | .470 {11.9) | .720 (18.3) | .840 {21.3) B | OD Max, inch (mm) { .470 (11.9) | .720 (18.3) | .B40 (21.3)
OD Min, inch (mm) | .410 (10.4) | .660 (1€.8) { .780 (19.8) 0D Min, dinch (=m) | .410 {(106.4) | .660 {2€.8} .780 (19.81
L Length, inck (mm) GM PART NUMBERS' L tength, inch tmm) GM PART NUMBERS'
12.80 (325) 9437611
13.78 (350) 9437¢€12
1.57 (49) 9437896 14.76 (375) 9437¢.2
1.77 (45) 9437897
1.97 (50) 9437898
2.17 (55) 94401123 94137899
2,36 (60) 9437900
2.56 (65) 9437901 15.75 (400) 9437€14
16.73 (425} 9437¢€13
2.76 (70) 9437902 17.72 (450) 9437616
2.95 (75) 9437303
3.15 (80) 9437904
1.35 (85) 9437905 9440217
3.54 (90) 943790¢
3.74 {95 9437907 18.70 (475) 94137¢17
19.69 (500) 9437618
20.67 (523) 9437619
3.94 (100 9437908
4.33 (1100 9437509
4.72 {120} 943761¢C
21.65 (550) 9437¢2: :
22.64 (575) 9437¢l1 |
5.12 (130} 9437911 23.62 (600) 9437622
5.51 (140) 9437912
5.91 (150) 5437395
€.30 (160} 9437596 23.59 (65¢) 9437623
€.6% (170) 9437597 27.56 (700) 9437¢24
7.09 (l80) 9437598 29.53 (750) 94376253
|
|
7.48 (190) 9437599 |
7.87 (200) 9437600
8.27 (210) 84376C1 31.5C (800) “ 9437¢€2¢
33.45 (850) : 9427¢27
35.43 (900} I 9437628
8.66 (220) 9437€02
9,06 (230) 9337403
9.45 (240) 9437604
37.40 (950) 9437629
36.37 (1059) 9437:30C
9.84 ({250) 9437605 41.34 (1050) 9437631 |
10.24 (260) 94376(¢ { ‘
10.63 (270) 9437607
43.31 (l1100) 9437¢32
45.28 (1150) 9437¢33
11.02 (280) 9437603 47.24 (1200) 9437634
1i.42 (2%0) 9437609 $5.12 {l1400) 9439911
11.81 (300 9437¢10 295.61 (7600Q) 9438224
Chart Drawings 9440112 9438412 9440216 Chart Drawings 944011z 9438422 344021€

1 No drawing. hoses ate shown on chart grawings for respective inside drameters listed above.

Vacuum Brake Hoses shall conform 10 General Specificatians on tollowing page

These specitications were developed without considering whether patents may or mey not be invoived.
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GENERAL MOTORS ENGINEERING STANDARDS

VACUUM BRAKE HOSE
GM 6188-M [ETHYLENE PROPYLENE DIENE MONOMER (EPDM) TUBE AND COVER - REINFORCED]

GENERAL SPECIFICATIONS

AL: Thls standard covers one type of vacuum brake 4 MATERIAL: Hose shall conform to the material, perfeormance
hose for use in power ctraking systems of vehicles requiring and marking requirements given in the GM Z133-% spesifiaa-
fuei and oll resistance. tion as published in the GM Englneering Materia:s and

Processes Standards.

SIZE DESISNATICN: Hose size is designated by the nominal
nside dlameter expressed as a fraction of an ineh.

5 WORKMANSHIP: Hose shall conform to beat zommercial quality
consistent with good worikmanship. Ends shall be cut clean
and approximately square to the longitudinal axis. Hose
shall be free from blisters, cracks, crotuberances, esmbedded

™ "
. " 4 P Tolerance on foreign material, and other cdefects that might affect ser-
Length Fange, inch (mm! Length, inch (am) Viceability. ’
lver NEPEN : .12 03.)
- - — = 6 CLEANLINESS: The inside of hose shail be clean and free
Over 11.31 {3720 Thru 23.52 (£30) £.20 (5.¢0) from ary contamination which will impair serviceability.
cver Ii.c2 (£72) Thru 35.583 (370) .24 (6.0)
<ver 33.43 (333 Thru s7.Zs (1200) .39 (10.0)
Cver «7.24 12T =31 (13,0
These it were devel o thout idering whather maey or may nol be invoived. In ali cases. therefore. the aupplisr shall be required to sssume petent liability.
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