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GENERAL MOTORS ENGINEERING STANDARDS

FUEL AND OIL RESISTANT HOSES
GM 6198-M (EPICHLOROHYDRIN HOMOPOLYMER - REINFORCED)
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DATE CODE — /T~ MANUFACTURING
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—— . ——— —— _——— - COCE
Br — [ ~GM6198-M-{ - :ﬁﬁ“’flﬁgg '
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NOMINAL HOSE 1D —/ LGM SPECIFICATION MANUFACTUﬁER S CODE
NUMBER IDENTIFICATION
Nom Hose IC, inch 1/4 5/16 11/32 /8 716 12 5/8 3/4
A | ID Max, inch (mm) | .266 (6.8) .328 (8.3) .360 (9.1) 2391 (9.9) .461 (11.7) | .523 {13.3) | .656 (16.7) .781 {19.8)
ID Min, inch (mm) { .234 (6.0) .296 (7.5} .328 {8.3) .359 (9.1 -41S (10.5) | .477 (12.1) | .594 (15.1) .719 (18.3)
B [ OD Max, inch (mm) | .523 (13.3) | .585 (14.9) | .617 (15.7) | .648 (16.5) | .750 (19.1) | .812 (20.6) | .969 (24.6) :1..156 (39.4)
OD Min, inch (mm) | .477 (12.1) | .539 (13.7) | .571 (14.5) | .602 (15.3) | .688 (17.5) | .750 (1%.1) .807 (22.0) | 1.094 (27.8)
L Length, inch (mm) GM PART NUMBERS!
1.38 (3%) 9439255
1.57 (40) 9438989 9439047 9439105
1.77 (45) 94389902 94395048 9439106
1.97 (50) 9438991 9435049 3439107
2.17 (55) 9438992 9439050 9439108
2.36 {60} 9436993 9439051 9439109 !
2.56 (65) 9438994 9439052 9439110 9441007
2.76 (70) 5438995 9439053 9439111
2.95 (75) 9438996 9439054 94139112
3.15 (80) 9438997 9439055 9439113
3.35 (85) 9438998 9439056 9438114
3.54 (90) 9438999 9439¢C57 9439115
3.74 (89%) 9438000 9439056 943911¢
3.94 (100) 9439001 9439259 9438117
4.33 (110) 9439002 9435060 9439118 9441502
4.72 (120) 9439003 9439061 9439119
5.12 (130} $439004 9439052 9439120
5.51 (140) 9439005, 95439063 9439121
5.91 (150; 9439006 4439064 9436122
6.30 (160) 9435007 9439065 9439123
6.69 (170) 9439008 9439066 9439124 9441503
7.0% (180; 943290083 94390€7 9439125 9440948
7.48 (190) 9439010 9439048 9439126
7.87 (200) 9439C21 94390¢9 9439127
.27 (210) 9439C12 9439070 9439128 9441008
B.66 (220) 9439013 9439071 9439129
9.06 (230) 9439014 9439072 9439130
9.45 (240) 9439015 9439073 9439131
§.84 (250) 943901¢ 9439674 9439132
10.24 (260} 9439017 9429075 94391372
10.63 {270) 9439018 9439076 9439134
11.02 (280) 9439019 9438077 ! 94139135
11.42 (290) 9439020 9434078 9439136
11.81 (300) 9439021 9439C79 9430137
12.80 (325) 9439022 9435080 9439138
13.78 (350} 89439¢C23 9439021 9439139
14.76 (375) 9439024 94390862 i 94353340
15.75 (400} 9439025 9439083 9435141
16.73 (425 9439026 9439084 9439142
17.72 (450) 9439027 9439085 9433143 !
18.70 (475) 9439028 943908¢ 9439144
19.69 (500} i 9439029 | 943308e7 9433145
20.67 (525) v 943903¢C 9439088 9439146
21.65 (550) 9439031 9439089 9439147
22.64 (575) 9439032 9439090 9439148
23.62 (600) 9433033 9439¢C91 9439149
24.61 (62%) 9439732
25.59 (650) 9439034 H 9430092 5439150
26.57 (675)
27.56 (700) 9439035 9439093 9439151,
28.54 (725)
25.53 (750) 943903¢ 9439094 9439152
30.51 (775)
31.50 (800) 9435027 9438095 8439153
Chart Drawings j 9438982 9436984 943898¢ | 9430947
t No drawing, hoses are shown on chart arawings for retpective innide o.amuu\ listee atiove. For 1onger lengths see fonowing page.
For sdditional sizes and lengths ses Page T-61.303. Fuel and Ol Resistent Hoses shat conform to Generat Spaciticatians on follow:ng page

These specitications were developed without considering whether patents may or may nat be invoived. in all cases, therefors. the suppiier shail bs raauired te assurme petent liabifity.
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GENERAL MOTORS ENGINEERING STANDARDS

FUEL AND OIL RESISTANT HOSES
GM 6198-M (EPICHLOROHYDRIN HOMOPOLYMER - REINFORCED)
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NOMINAL HOSE I1D -] LGM SPECIFICATION

MANUFACTURER'S CQDE

NUMBER IDENTIFICATION

{Continued)
Nom Hose ID. inch 174 5/16 11/32 38 7/18 1/2 5/8 ] 3/4
A | ID Max, inch (mm) | .266 (6.8) .328 (8.3) .360 (9,1) .391 (9.9) .461 (11.7) | .523 (12.3) | .656 (16.7) .78l (19.8)

ID Man, inch (mm) | .234 (6.0} .296 (7.5) .328 (8.3) .359 (9.1) .415 (10.5) | .477 (12.1) | .594 {15.1) .719 (18.3)
B | OD Max, inch (mm) | .523 (13.3) { .585 (14.9) | .617 (15.7) | .648 (16.5) | .750 (19.1) | .812 (20.6) | .969 (24.6) | 1.156 (29.4)

OD Min, inch (mm) | .477 (l2.1) | .539 (13.7) | .571 (14.5) | .602 (15.3) | .688 (17.5) | .750 (19.1) | .907 {(23.0) | 1.094 (27.8)
L Length, inch (mm) GM PART NUMBERS'

32.48 (825)

33.46 (850) 9439038 9439096 9439154

34.45 (875)

35.43 (900) 9439039 9439097 9439155

36.42 (925)

37.40 {930) 9439040 9439098 9419156"

38.39 (975)

39.37 {1000} 9439041 9439099 9439157

40.35 (1025)

41.34 (1050) 9439042 9439100 9439158

42.32 (1075}

43.31 (1100) 9439043 9439101 9439159

44.29 (1125)

45.28 (1150) 9439044 9439102 9439160

46.26 (1175)

47.24 (l1200) 94139045 9439103 9439161

48.23 (1225)

49.21 (1250)

50.20 (1275) ;

51.18 (1300)

52.17 (1325)

53.13 (1350)

54.13 (1175)

55.12 (1400)

56.10 {1425)

57.09 (1430)

58.97 (14753)

59.06 (1500)

61.02 (1550)

62.99 (1600)

64.96 (1650)

66.93 (1700}

68.90 (1750}

75.87 (1800}

72.83 (1850)

74.80 (1900)

76.77 (1950)

78.74 (2000)

98.43 (2500)

118.11 (3000)

299.21 (7600) 9439046 9439104 9439162 9440949

Chart OSrawings 9438982 9438984 9438986 9440947

1 Na araw.ng. hoses are snoawn on chart Srawings for respective wnside dimeters in1ed above. For sdditional sizes and fengths see following page.

Fuel and 011 Resistant Moses shall conform to Genersl Sprciticsnons beiow .

GENERAL SPECIFICATIONS

1 GENERAL: This standard covers one type of hose, coupled Tol

and uncoupled, for use with gascline, oil, or diesel fuel, Length Range, inch (mm) L ° :tancehun

and related evaporative systems. ength, inch (mm)

2 SIZE DESIGNATIONS: Hose sizes are designated by the nomin- 8::; 21":‘1’“&36)“':}“:30’u 62 (600) f;g :gg;

“hose inside d:iam i i : . L .

al hose inside diameter expressed in fractions of inches. Over 23.82 (600) thru 35.43 (900) 2,24 (6.0)
Over 35.43 (900) thru 47.24 (1200) £.39 (10.0)

3 LENGTH: Lengths and tolerances on lengths of hose shall

be in accordance with the following tabulation. Over 47.24 (1200 £.51 (13.0)

(Continued on following page)

These specifications were

d without idering wh mey or mey not be invoived. In sil ceses, therefore, the supplier shyll de required to assume petent liedility.
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