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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Metals

BLACK ANODIZED ALUMINUM BAR CODED PLATES
GM6256M

1 SCOPE. This standard gives the requirements of the
anodized aluminum which has been colored black by electro-
lytically depositing cobalt mineral salt at the base of the
anodized layer and then sealed. It also gives durability require-
ments of the laser bar coded plates made from the material.
The objective is to make certain that the purchased material
will respond properly to the laser and make bar codes that are
readable by typical scanning devices for 20 years.

2 REFERENCED
Association Standards

STANDARDS. Aluminum

GM4465P ASTM B368
GM9125p ASTM B487
GM9163P ASTM B680
GM9505P ASTM D523
ASTM B137 SAE J1545

3 REQUIREMENTS.

3.1 Base Metal. The base metal shall be 0.45 to 0.56 mm
thick anodizing quality aluminum alloy AA 5005-H34.

3.1.1 Chemical Composition. The chernical composition shall
meet limits given in the Aluminum Association Standards.

3.1.2 Mechanical Properties. The mechanical properties of
the aluminum sheet shall meet limits for tensile strength, yield
strength and elongation as given in the Aluminum Association
Standards.

3.2 Coating Properties.

3.2.1 Coating Thickness. The coating thickness shall be 5.7
to 7.0 um on the front side of the material and 5.7 pm mini-
mum on the back side of the material, when tested per ASTM
B137 if the density of the coating is known, or per ASTM
B487 if the density is not known.

3.2.2 Corrosion Resistance.

3.2.2.1 There shall be no base metal corrosion or coating
degradation after 3 h in CASS test when conducted per ASTM
B368.

3.2.2.2 Bar coded plates shall be readable by the bar code
scanner after 6 h in CASS test when conducted per ASTM
B368. The plates may have to be lightly wiped to remove
deposits before reading.

3.2.2.3 There shall be no base metal corrosion or coating
degradation after 5 cycles of an environmental corrosion cycle
test per GM9505P, Cycle G.

3.2.3 Seal Quality. The maximum Acid Dissolution Test
(ADT) rating shall be 6.0 when tested as per ASTM B680 and
calculated  as per the  following equation:

. wl - WZ
Ratmg = m—a x78T

Where: W, — W, = Weight of coating in mg, dissolved
in chromic-phosphoric acid solution as per
ASTM B680.

W, — W, = Total coating weight in mg as per
ASTM B137.

T = Coating thickness in pum (micrometers)

3.2.4 Colorfastness in Humidity. There shall be no detrimen-
tal change in coating color or appearance after 24 h at 100%
RH per GM4465P.

3.2.5 Weathering. There shall be no detrimental change in
color, gloss or reflectance of the white bars or the black back-
ground after 5000 kJ/m? exposure in xenon weatherometer or
6276 mJ/m?%xposure in Florida. Xenon weatherometer testing
shall be conducted per GM9125P, Interior Cycle. Florida expo-
sure shall be conducted per GM9163P, under glass at 45°.

3.3 Surface and Finish Requirements.

3.3.1 Gloss. The 60° gloss of the black surface shall be 20 +
S5 with the grain of the material when tested per ASTM D523.

3.3.2 Color. The L.A.B. color of the black surface shall be
L=20%1,A=08=%0.2,and B = 0.0 £ 0.3 when tested per
SAE J1545.

3.3.3 Reflectance. The maximum reflectance of the black sur-
face shall be 3% when the wavelength of the incident light is
633 nm, or 5% when the wavelength of the incident light is
900 nm.

3.3.4 Color Match. The black material shall match Finish
Standard 5005-H34, available from the Finish and Textile
Engineering of the vehicle group.

3.4 Testing. The tests are shown in Table 1. Tests indicated
by a D shall be performed for initial coating system approval.
Tests indicated by a Q shall be performed routinely on every
lot of material after the coating system has been approved. Bar
coded plates shall be fastened with production rivets to painted
steel panels for all testing, except Acid Dissolution Test. All
bar coded plates shall be readable by the bar code scanner after
completing the specified tests.

4 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.
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TABLE 1

Requirement Black Stock Bar-Coded
Thickness Q,D -
CASS (3h) Q,D -
CASS (6h) - D
Corrosion Cycle - D
Acid Dissolution Q.D D
Humidity - D
Xenon (5000 kJ/ - D
m?)

Florida - D
Gloss Q,D -
Color Q,D -
Reflectance QD -
Color Match Q,D -

5 INSPECTION AND REJECTION.  All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by engineering. There shall be

no changes in either formulation or manufacturing processes
permitted without prior notification and approval by engineer-
ing. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

6 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
specification number have been qualified by engineering as
meeting the requirements of this specification. Sources are
available through the on-line MATSPC System.

7 GENERAL INFORMATION. This specification was
originated by CPC in July 1989, The latest revisions include:

Rev Date Description Div
A 11/89 | Revised 3.2.2 CPC
B 10/90 | Revised 3.2.3 MC
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