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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - General

OIL COOLER HOSE
GM6260M

1 SCOPE. This specification covers one type of hose for
use with either automatic transmission fluid or engine oil. It
also covers hose assemblies equipped with end fittings or user-
applied clamps secured to the hose as required by engineering
drawings.

1.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). By 1997 start of saleable vehicles, all materials
supplied to this specification must comply with the require-
ments listed in GM1000M, "Restricted and Reportable
Chemicals.

2 REFERENCED STANDARDS.

GM1000M 9985912 ASTM D4678
GM4486P ASTM D380
9985687 ASTM D865

3 HOSE CONSTRUCTION.  The hose shall consist of
a smooth-bore tube of chlorinated polyethylene (CPE) or eth-

ylene acrylic (EA) compound reinforced with polyester or
aramid fiber applied by braiding and a cover of chlorinated
polyethylene (CPE) or ethylene acrylic (EA) compound. Hose
shall be black.

NOTE: Other materials for tube, reinforcement or cover must
be approved by purchaser prior to production shipments.

4 DIMENSIONS & TOLERANCES. Hose furnished to
this specification shall conform to the dimensions and toler-
ances shown in Table 1.

NOTE: The hose cover wall thickness shall be between 25
and 40% of the total wall thickness.

5 TESTS. Procedures described by ASTM D380,
Methods of Testing Rubber Hose, are to be followed wherever
applicable. Tests on hose assemblies shall be performed 24 h
min after ends are attached.

TABLE 1 — DIMENSIONS AND TOLERANCES

(nomi}::lseinssilzc;e dla) Inside dia Outside dia Concentricity, FIM (TIR)
mm in mm in mm in mm in
7.94 5/16 7.54 - 8.34 0.296 - 0.328 13.71 - 14.87 | 0.539 - 0.585 0.76 max 0.030 max
9.53 3/8 9.13 -9.93 0.359 - 0.391 15.30 - 16.50 | 0.602 - 0.650 | 0.85 max 0.033 max
10.00 13/32 1040 - 11.10 - 17.90 - 18.90 - 1.0 max -
12.70 12 12,12 - 13.28 0.477 - 0.523 19.05 - 20.63 | 0.750 - 0.812 1.0 max 0.040 max

6 BASIC TEST REQUIREMENTS.
6.1 TENSILE STRENGTH, ELONGATION:

Original Tensile Strength of tube & cover, MPa, min ..8.3
Original Elongation of tube, min 150%
Original Elongation of cover, miN.......cccovescssssssanaes 150%

6.2 VACUUM COLLAPSE. Hose shall not collapse to the
extent that a steel ball having a diameter equal to one-half the
nominal inside diameter of the hose will not pass freely
through the hose when maintained in a straight position and
tested as follows:

6.2.1 Immerse a 300 mm length of hose in ASTM D4678,
IRM 903 oil to completely expose both OD and ID of hose.

6.2.2 Exposc @ 150 £ 2°C for 70 h.

6.2.3 Retumn to room temperature for 30 minutes and drain
fluid from hose.

6.24 Insert a steel ball having diameter equal to one-half the
hose nominal ID.

6.2.5 Assemble suitable end fittings on hose so that one end
may be completely sealed against air leakage and the other
may be connected to a vacuum supply.

6.2.6 Subject hose for 15 to 30 s to a vacuum of 88 kPa
below atmospheric pressure.

6.2.7 With vacuum applied and hose held in a straight posi-
tion, attempt to roll ball from one end of hose to the other.

6.3 KINK RESISTANCE. Hose shall not kink to the extent
that a steel ball having a diameter equal to one-half the nomi-
nal inside diameter of the hose will not pass freely through the
hose when tested as follows:

6.3.1 Use a board or plate approximately 20 mm thick with
hole diameter, center distance and sample length as shown in
Table 2.

6.3.2 Condition sample length of hose for 2 h @ 20 - 27°C.

6.3.3 Insert one end of hose into board with end flush with
the opposite side of the board.

6.3.4 Carefully bend hose along its natural curvature and
insert the other end carefully into the second hole until it pro-
jects 65 mm out of the other side.

6.3.5 After hose has been in this position for 5 minutes, insert
a steel ball having diameter equal to one-half the hose nominal
ID and attempt to roll ball from one end of hose to the other.
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TABLE 2 - DIMENSIONS FOR KINK RESISTANCE

Test Fixture

(no};ioralsli:eslde ngo}ule Hole

dia) Length Center Hole dia mm
Distance

mm in mm mm min max
7.94 5/16 275 25 15.5 16.0
9.53 3/8 300 75 17.0 17.5
10.00 3/32 300 100 195 20.0
12,70 12 300 100 21.0 21.5

6.4 OZONE RESISTANCE. Test procedure and apparatus
shall be in accordance with GM4486P(Test for Ozone
Resistance of Elastomer Compounds) where applicable. After
exposure to the following test, hose samples shall conform to a
rating no greater than 0.

6.4.1 Bend hose sample around a mandre] having an outside
diameter of 7 times the nominal outside diameter of the hose
under test. The 2 ends of the hose shall be tied where they
cross one another with enameled copper or aluminum wire.

6.4.2 After mounting, the sample shall be permitted to rest in
a relatively ozone-free atmosphere for 24 h at room tempera-
ture. The mounted sample shall be placed in a suitable ozone
test chamber that is maintained at an ozone concentration of
100 pphm @ 38 + 1°C.

6.4.3 After 2 weeks of exposure, sample shall be removed
from the chamber and permitted to cool to room temperature
and then, while still on the mandrel, shall be visually inspected
for signs of cracking under 2X magnification. The arca imme-
diately adjacent to the wire shall be ignored in making the
visual inspection and rating.

6.5 BURST STRENGTH. The minimum bursting strength
of hose sample while maintained at a temperature of 150°C
shall be 6.9 MPa.

6.6 COLD FLEXIBILITY. Expose hose sample in a straight
position for 70 h in a cold chamber @ —40 £ 2°C and, while in
the cold chamber, bend the hose at a steady rate in a period of
4 to 8 s 180° around a mandrel having a diameter 10 times the
outside diameter of the hose. The hose shall not fracture and
shall not show any cracks, checks or breaks in the tube or

COVer.

6.7 ADHESION TEST. The minimum force required to
separate a 25 mm wide sample of the cover from the reinforce-
ment and tube and of the tube from the reinforcement and the
cover shall be 1.4 N/mm of width.

7 SEQUENTIAL TEST REQUIREMENTS.

7.1 OIL RESISTANCE (TEST SAMPLES). Within 1 h
after 70 h immersion of tensile samples taken from the tube
and cover in Dexron-III® automatic transmission fluid
(9985912), or immersion in engine oil (9985687), depending

on intended application at a temperature of 162 + 2°C, the
samples shall meet the specified requirement of the following
tests:

Tensile strength, % change max =50
Elongation, % change max ~55
Volume, % change max +55

7.2 DRY HEAT RESISTANCE (TEST SAMPLES).

After oven aging for 168 h at a temperature of 150 1 2°C, as
specified in ASTM D380 and D865, samples taken from the
tube and cover shall meet the specified requirements of the fol-
lowing tests:

Tensile strength, % change max
Elongation, % change max

7.3 DRY HEAT RESISTANCE (HOSE SAMPLES).

After heat aging in a horizontal position for 168 h @ 150 £
2°C, hose samples shall meet the requirements of the following
tests:

-30
—60

7.3.1 Vacuum Collapse: Test per 6.2 (less oil immersion and
heat aging requirements).

7.3.2 Kink Resistance: Test per 6.3.
7.3.3 Burst Strength:  Test per 6.5.

7.3.4 Adhesion: Test per 6.7except adhesion to be 1.0 N/
mm of width,

7.4 OIL RESISTANCE (HOSE SAMPLE). Fill hose sam-
ple with GM Dexron-III® automatic transmission fluid
(9985912), or engine oil (9985687), depending on intended
application. Age hose for 168 h @ 150°C. Drain the fluid from
the hose and test to the specified requirements of the following
tests:

7.4.1 Vacuum Collapse:
heat aging requirements).

Test per 6.2 (less oil immersion and

7.4.2 Kink Resistance: Test per 6.3.
7.4.3 Burst Strength:  Test per 6.5.
7.44 Cold Flexibility: Test per 6.6.

7.45 Adhesion: Test per 6.7 except adhesion to be 1.0 N/
mm of width.

7.5 Hot Oil Recirculation and Accelerated Pressure Impulse
Test (Sequential Test):

7.5.1 Fill hose with test fluid and cap ends. Heat age hose
assembly in a horizontal position for 168 h @ 150°C.
Assemblies shall be suspended in the chamber using nonmetal-
lic supports. Rotate hose 180" around the horizontal axis of the
hose (keeping hose horizontal) every 50 h.

7.5.2 After hoses arc assembled, a 24 h min conditioning
period at room temperature is required before testing.
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