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GENERAL MOTORS ENGINEERING STANDARDS Materials and Processes - Plastics

GMP SPECIFICATION — SAE J1344 CROSS REFERENCE
GM7472M

1 SCOPE. This specification is a cross-reference between 1.3 Symbol used:
the General Motors and SAE J1344 designation for the marking
of plastic parts. See Table 1. oid New (May 1991)

1.1 Entries marked with an asterisk (*) have differences in ABS
GMP vs. SAE designation. In these cases, the SAE designation
shall be used on the part and the GMP designation shallbeused 2 REFERENCED STANDARDS.

on the drawing. SAE J1344
1344,

1.2 For symbols not appearing on this list, consult:
I SAE J1344 MAY 91 document 3 GENERAL INFORMATION. This specification was
) originated by the Corporate Plastics Committee in November

2. The GM Materials Engineering Department. 1991.
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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes — Plastics

GMP SPECIFICATION - SAE J1344 CROSS REFERENCE

GM7472M
TABLE 1 - GMP-SAE J1344 CROSS-REFERENCE
GMP. XXX SAE J1344 MARKING SYMBOL
ABS+PA ABS+PA
ABS+PC ABS+PC
ABS ABS
AES AES
ARP ARP
ASA+PC ASA+PC
ASA+PVC ASA+PVC
ASA ASA
CAB CAB
CPVC CPVC
EEBC+PBTP TEEE+PBT
. EEBC . b TEEE
* EMA hd . EMA
[ E/P L ] » TEO
FEP FEP
PAl11 PALNl
PA12 PA12
PAG12 PAG12
. PAGS+PPE . . PPE+PA
PA6G6 PAGS
. PA6E/S o PA66S
PAS PAS
. PA&/10 i B PA610
. PBTP+PC * 1 PC+PBT
. PBTP+PETP | PBT+PET
. PBTP . PBT
. PC+PBTP i PC+PBT
PC PC
PDCPD PDCPD
PEI PElI
. PES . . PES
b PETP hd - PET
PE HDPE, LDPE, LLDPE, LMDPE, MDPE
PF PF
PMMA PMMA
POM POM
PPE PPE
PP PP
PS PS
PUR PUR
b PU . hd PUR
PVC PVC
. PVCE . 4 PVC
e S/MA . hd SMA
TES TES
. TPU . . TPUR
up UP
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