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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Procedures

PROCEDURE FOR QUALIFYING COOLANT HOSE COUPLED
ASSEMBLIES AND QUICK-CONNECTOR ASSEMBLIES
GMSY0S0P

1 SCOPE. This specification covers qualification tests
for coupled heater and radiator hose assemblies, and heater
and radiator hose assemblies containing quick connectors.

1.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). All materials supplied to this specification must
comply with the requirements listed in GM1000M, "Restricted
and Reportable Chemicals."

2 REFERENCED STANDARDS.

GM1000M GM9090P ASTM D380
GM4298P 9985809
GM6277TM ASTM D254

3 HOSE ASSEMBLY CONSTRUCTION.

3.1 The hose must meet the applicable hose specification as
called out on the hose assembly drawing.

3.2 COUPLING CONSTRUCTION.

3.2.1 The coupling shall be designed, inserted, and swaged or
crimped so that no internal hose abrasions, cuts, or flaws shall
result under any condition or combination of assembly compo-
nent dimensioning or tolerancing allowed by supplier
production specifications, or under any condition of hose com-
pression allowed by supplier production specifications.

3.2.2 Sharp corners shall be avoided where the coupling or
quick-connector contacts the hose to prevent cutting of the
hose when subjected to internal pressure. The end of the tube
insert must be free of burrs or other sharp edges which might
cause hose damage under conditions of assembly vibration or
pressure impulse.

3.2.3 Damage to hose rubber or reinforcement generated by
the crimping of the hose is not permissible under any possible
production manufacturing conditions or supplier production
specification tolerance stackup, including variations in hose
compression concentricity.

3.2.4 Tube insert collapse during crimping is not permissible,
except that this collapse is limited, predictable, controliable,
and does not increase the potential for assembly leakage or
other malfunction.

3.2.5 Skiving of the hose is not permissible.
3.2.6 The coupling shall be designed for low flow restriction.

3.2.7 Engineering source approval to this specification will
require the following information to be submitted:

1. Blueprints showing the design, dimensions, and toler-
ances for all components of the assembly, including
allowed eccentricity in the hose, tube insert, and coupling
OD, and also including the range of hose compression
possible under all conditions of dimensional tolerance
stack-up.

2. The submission of sectioned coupling samples to dem-
onstrate that all of the above-mentioned construction
requirements have been met.
3, A description of the statistical process control proce-
dures for the control of coupling diameter dimensions, and
hose compression range.
4, The value of hose compression necessary to induce:

A. Hose rubber damage (tube or cover).

B. Hose reinforcement damage.

NOTE: : Values of hose compression must be reported both in
terms of linear compression, and area compression (See Table
1 for the formula for each calculation).

3.2.8 Engineering source approvals generated through testing
to prove compliance to this specification are specific for com-
binations of the following factors: Size of hose and coupling
components; hose material and construction; coupling design;
tube insert material, plating, hardness, and finish; coupling
shell material, plating, hardness and finish, supplier specifica-
tions and manufacturing procedures, supplier (both hose and
assembly) manufacturing sites.

3.3 CRIMP EXAMINATION PROCEDURE.

3.3.1 Sixteen assemblies must be manufactured with maxi-
mum wall thickness (as determined by the 3 sigma value of the
hose manufacturer, not the dimensions allowed per the GM
hose specification) minimum crimp/swage OD (3 sigma value
of the assembly manufacturer), maximum tube insert OD
(3 sigma value of the tube insert manufacturer), and maximum
ferrule wall thickness (3 sigma value of the ferrule manufac-
turer). These assemblies shall be disassembled and examined
for hose tube, cover, and reinforcement damage as described in
3.3.3. Supplier evaluation of these parts, and the parts them-
selves, must be returned to the GM Materials Engineer issuing
the approval for evaluation. No hose rubber or reinforcement
damage generated by the crimping operation is permissible in
these samples. This is required for approval to the GM9090P
specification. Assemblies manufactured as above, but with the
substitution of nominally-dimensioned tube insert OD and
nominally-dimensioned ferrule wall thickness components
may be used for this evaluation with the submittal of SPC data
confirming minimal tolerances and acceptable CPk values for
these dimensions. The acceptability of nominal insert OD and
ferrule wall thickness dimensions for this testing must be
reviewed beforehand and approved by the GM Materials
Engineer issuing the approval.

3.3.2 Additional samples must be crimped and examined to
determine the values of hose compression necessary to induce
damage to either the hose rubber material, or to the reinforce-
ment.

3.3.2.1 These samples are to be overcrimped per the condi-
tions described in 3.3.1, except that progressive increments of
increased hose compression are to be induced though reduc-
tion of crimp OD until hose damage is incurred. These
increments may not number less than two, nor be more than
4% incremental hose wall compression.
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3.3.2.2 Four samples are to be prepared for each increment.
Two shall be examined for hose damage, and two for rein-
forcement damage. After the compression that induces damage
is determined, confirmation shall be obtained by a repetition of
four additional samples.

3.3.2.3 Determination of damage shall be done in accordance
with 3,3.3 of this specification.

3.3.2.4 Other engineering experimental plans are permissible,
providing that the approval of the GM Materials Engineer issu-
ing the approval has been obtained.

3.3.2.5 Any exceptions or deviations to this section must
have the approval of the GM Materials Engineer issuing the
approval and must be addressed completely and clearly in cer-
tification packages.

3,3.3 Hose examination procedure:

1. For eight of the assemblies, cut and remove the cou-
pling shell carefully, avoiding damage to the hose.
Carefully cut through the hose along the length of the
hose, either with one cut (preferable) or with two cuts
180° from one another. Remove the hose from the
tube stem insert, again minimizing damage to the
hose during this process. Evaluate both ID and OD of
the hose in the areas adjacent-to or under the cou-
pling shell for any evidence of damage induced by
the manufacturing operation.

2. For cight of the assemblies, perform the evaluation as
described in 1’ above. After this is complete sepa-
rate the hose cover stock from the tube stock by
carefully peeling the cover from tube, starting at a
point away from the portion of the hose adjacent-to
or under the coupling and progressing to the end of
the hose which was under the coupling. After the
cover and tube have been separated, evaluated the
reinforcement for any evidence of damage induced
by the manufacturing operation.

3. For all sixteen assemblies, amount of tube stem col-
lapse must be determined.

4 TESTS.

4.1 COUFPLING ASSEMBLY REQUIRED TESTS.
Coupled hose and quick connector assemblies shall be tested
for conformance with the following sections:

Section N;;:;lb:ﬁ! s0f Test
3.3.1 16 Overcrimp To 3 Sigma Limits
332 Design Overcrimp To Damage

Dependent

51 (See NOTE 1) | Leak

52 6 Cold Leak

53 6 Cleanliness

54 6 Tensile Strength

55 6 Burst

5.6 6 Vacuum

57 12 Pressure/Temperature

58 6 Corrosion

59 6 Coolant Circulating

5.10 6 Insertion Force (Quick-
Connectors Only)

5.11 6 Pull-Out Force (Quick-
Connectors Only)

NOTE 1: Performed for all test samples before conducting
test procedures 5.2 through 5.11

4.1.1 Coupling Assembly Samples. Samples of coupled hose
for test to the specification shall have an exposed hose length
of 500 = 10 mm and a maximum tube length of 100 mm.
Coupled hose assemblies for test to Section 5.9, Coolant
Circulating, shall consist of a tube of length 125 mm, and
lengths of hose coupled to each end of this tube of length of
137 mm. This entire assembly shall measure 400 mm in
length, Configurations of coupled hose assemblies other than
that specified above may be tested by the purchaser or the sup-
plier for the generation of Engineering Source Approvals to
various hose sizes, hose manufacturers, and coupling construc-
tions at the discretion of the purchaser. Each sample must be
tagged with the following information; Hose coupling assem-
bly manufacturer, GM specification number, and date.

The submission of assemblies to the releasing division for test-
ing to generate an Engineering Source Approval may be
waived upon the decision regarding acceptability of vendor-
supplied data for this approval.

The testing of assemblies containing quick connectors shall be
performed on assemblies similar to the test samples used for
coupled assemblies, except for the substitution of quick con-
nectors at the coupled portion of the assembly. For the Coolant
Circulating test procedure, a standard sample for test shall con-
sist of a hose assembly of overall length of 400 mm, with
quick connectors on either end of the assembly. Tube ends
used to connect the quick connectors to fixtures for test shall
be identical to the production intent tube ends, except that,
unless otherwise noted in the test procedure description, the
dimensions of the tube ends shall be the minimum dimensions
allowed by the tolerances specified for the tube ends.
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