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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Procedures

FOAM LAMINATE CURL TEST
GM9330P

1 SCOPE. This procedure is to measure the amount of
curling which can occur with a foam/fabric laminate construc-
tion.

2 REFERENCED STANDARDS.

None

3 EQUIPMENT AND TEST MATERIALS.
3.1 Sharp Knife
3.2 Millimeter scale

4 TEST SPECIMENS.

4.1 Cut 3 specimens 25.4 x 304.8 mm with longer dimension
being cut in the warp direction. One specimen is to be taken
from side of the roll, another from the center and the third
from the opposite side. See Figure 1.

4.2 Mark each sample at a point 254 mm from the bottom
(L1).

5 TEST PROCEDURE.

5.1 Separate the fabric from the foam with the sharp knife
from the bottom to the spot marked. See Figure 1.

5.2 Allow separated materials to relax for 10 to 15 minutes.
5.3 Measure distance between end of foam and fabric €L2).

5.4 Calculate the % difference between the foam and the fab-
Tic:

e L2
% Diff = i1 X 100%

6 RESULTS.

6.1 Report the percent difference.

7 SAFETY. This method may involve hazardous materi-
als, operations and equipment. This method does not propose
to address all the safety problems associated with its use. It is
the responsibility of the user of this method to establish appro-
priate safety and health practices and determine the
applicability of regulatory limitations prior to use.

8 GENERAL INFORMATION. This standard was origi-
nated by the Textiles Committee in December 1995.
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FIGURE 1
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