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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Procedures

TEST METHODS FOR STATIC LOADING OF CONVENIENCE NET ASSEMBLIES
GM9678P

1 SCOPE. This test method covers static loading of con-
venience net assemblies.

1.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). By 1997 start of saleable vehicles, all materials
supplied to this specification must comply with the require-
ments listed in GM1000M, "Restricted and Reportable
Chemicals."

2 REFERENCED STANDARDS.
GM1000M

3 SUMMARY OF TEST METHOD

3.1 A complete convenience net assembly is securely fas-
tened onto the test fixture in car/truck position. A load is
carried by met demonstrating the travel of net when loaded,
stretch in assembly and load displacement of convenience net
assembly. This test is for development purposes only.

4 APPARATUS

4.1 FIXTURES. A frame rail system is required to hold the
net in car/truck design intent position and raise and lower a
load plate with a winch mechanism (See Figure 1).

42 LOAD PLATE. Size of the load plate will vary depend-
ing on size of net. Suggested load plate sizes are 15.2 x 25.4
em (6 x 10") for a small net and 30.5 x 30.5 cm (12 x 12") for
larger nets.

§ TEST SPECIMENS.

5.1 The type and number of test specimens and the weight of
the load to be used shall be as defined in the specification cov-
ering the material or product being tested.

6 TEST PROCEDURE.

6.1 Unless otherwise specified, make all tests on samples
conditioned for 24 h @ 20 £ 2°C @ 50% RH.

6.2 Position load plate in center of net. Attach load plate to
winch mechanism. Raise load plate and net assembly up using
winch mechanism and attach net loops to anchors. Anchors are
to be a vehicle installed dimensions. Lower load plate until net
alone is suspending load. Raise load plate and inspect net for
failures.

7 EVALUATION.

7.1 Testing for evaluation purposes only to demonstrate
travel of net when loaded, stretch in assembly and load dis-
placement.

8 SAFETY. This method may involve hazardous materi-
als, operations and equipment. This method does not propose
to address all the safety problems associated with its use. It is
the responsibility of the user of this method to establish appro-
priate safety and health practices and determine the application
of regulatory limitations prior to use.

9 GENERAL INFORMATION. This standard was origi-
nated in November 1994 by the Convenience Net Creativity
Team.
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FIGURE 1
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