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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Procedures

COLD SLAM TEST
GM9773P

1 SCOPE. This standard describes a test procedure to
determine the cold slam resistance of exterior automotive
moldings attached with pressure sensitive tape to test panels
coated with the exterior automotive paint system.

2 EQUIPMENT NEEDED.

2.1 Cold slam fixture (see Figure 1).

2.2 Cold box or room capable of maintaining -30 C.
2.3 CRS Panels 100 x 300 x 0.90 mm, SAE 1008 painted
one side with current exterior paint. Test specimens prepared
per GM9797P.

3 TEST PROCEDURE.

3.1 The fixture and test paneis are to be conditioned at the
specified temperature for a minimum of 4 h.

3.2 The test panel 1s put 1n shde on the hinged door with the
moldings honzonial.

3.3 The hinged door is lifted from the vertical 90° to
honzontal and then released for free fall The number of
slams shall be as per GM3604M. Base of fixture to be fixed
during test.

3.4 Record degree of molding separation from test panel
after each slam. Partial or complete separation is considered
failure.

4 GENERAL INFORMATION. This standard was issued
in March 1987, revised from FBTM 45-94. The latest revision
was editorial change in November 1988.
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COLD SLAM TEST

GM9773P
MATERIAL: CRS
120.6 7.87 DIA ROD FRAME: 6 x 38 x 38 ANGLE IRON
(WELDED CONSTRUCTION)

i5'35 DOOR: 6 x 343 x 343 (203 x 203
5 CUT-OUT CENTRALLY LOCATED

6.4 x254x254
ATTACHED WITH 3
M5 HEX HEAD BOLTS

3 kg EFFORT
TO LIFT DOOR

11.4 DIA

J 61.0

'\ 6.4 x 25.4 x 340.0 mm
ATTACHED TO DOOR
WITH 4 M4 FLATHEAD

395.0 SCREWS
95.25 -l
100.0 x 300.0 PANEL Is-“ 38.0
]
| | ‘ )
T 33.27
. 52.3 i A DETAIL OF
T “T9 7 " HINGE STRAP
WELDED
" CONSTRUCTION
Dimensions are in mm
FIGURE 1
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