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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Procedures

WASH OFF RESISTANCE
GM9804P

1 SCOPE. This procedure is used to determine wash off
characteristics of expandable and nonexpandable, weld
through and nonweld through sealers and adhesives.

2 TEST APPARATUS.

2.1 Cold rolied steel panels, 250x250x0.90 mm.

2.2 Flex roll oil, 9981831.

2.3 National Liquid Blasters Spin Jet and related equipment.
3 TEST PROCEDURE.

3.1 Condition sealer at 23 * 2 C before testing.

3.2 Unless otherwise specified in the material specification,
coat all panels with 9981831 flex roll oil (0.5mL per
645 cm?). Oil coated panels shall be exposed at room
temperature for 24 h before applying sealers.

3.3 Prepare 2 panels per Figure 1 (sealers) or Figure 2 (And
Flutter Adhesives) and air dry for 4 at 25 C. Sealer panels
must be in vertical position during air dry.

3.4 The wash off resistance test shall be run with the
following test parameters:

3.5 Criteria for acceptance shall be defined in the individua:
matenal specification.
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FIGURE 1 - TEST PANELS (SEALER)

Pressure ......oceveviiiiimiiiiiiiiiiiiininees, 13.8 mPa
FlowRate .....coceiiiiiiiiiiiiiiiinnn, 63.6 L/minute
Conveyor Speed .......ooouiiiiiniineinniininnnen. 6.1 MPM
Spin Jet Diameter .................. 20.5 cm nozzle pattern 4 GENERAL INFORMATION. This standard was first
SpinJet RPM ..evniiiiiiniiiiciiii e 500 jssued in July 1987. The latest revisions include:
Water Temperature .....o.vvveeiniiniiimcininneninenn. 60C
Distance from Nozzle to Panel .................... 305 mm
Rev Date Description
NOTE: NLB Corp., 29830 Beck Rd, Wixom, MI 48098, A itori
313/624-5555, has the facilities to perform wash off resistance B H;gg %‘:ﬁg::ll {grmiﬁdﬁcﬁmivs
test meeting this standard. -
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FIGURE 2 - TEST PANEL (ANTI-FLUTTER ADHESIVE)
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