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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Adhesives

ADHESIVE, CONTACT, RUBBER, WEATHERSTRIP
9981321

1 SCOPE. This specification covers a solvent borne
adhesive suitable for bonding weatherstrips to painted body
panels. It can also be used in applications that require gasoline
resistance.

1.1 This system must be capable of being dispensed with cur-
rent production equipment. It shall be compatible with
weatherstrips and paint systems.

1.2 KEY WORDS: Adhesive, trim, contact, rubber, weather-
strip

2 REFERENCED STANDARDS.

GM1000M GM9763P ASTM D1875
GM9010P GM9832P SAE J1524
GM9I505P ASTM D471

3 REQUIREMENTS.

3.1 TOXICITY. The toxicity shall be disclosed in kind and
magnitude, as required, by the GM Material Safety Data Sheet.
In addition, the material must have full approval of the appro-
priatc medical department prior to production use.

3.2 RESTRICTED MATERIALS (GMI1000M). Materials
approved to this specification must not contain restricted mate-
rials, as identified in GM1000M.

3.3 STABILITY (GM9763P). Material conditioned using
potential storage conditions mmst be capable of passing all the
requirements of this specification.

3.3.1 Elevated Temperature Stability. As shipped, the adhe-
sive must be capable of withstanding a temperature of 55°C for
72 h, without any deleterious effects.

3.3.2 Storage Stability. The shelf life of the adhesive in
closed containers shall be 90 days at a temperature not to
exceed 35°C. Shelf life of the material commences upon the
receipt of the material from the manufacturer.

3.4 MATERIAL PROPERTIES - UNCURED ADHESIVE.
See Table 1.

3.5 MATERIAL PROPERTIES - CURED ADHESIVE.
See Table 2.

4 ADHESIVE PROPERTIES. Test specimens, prepared
as specified in the designated procedures, must meet the fol-

lowing requirements.

4.1 WET STRENGTH. Weatherstrips bonded as follows
shall display bond strengths no lower than those specified in
Table 3.

TABLE 1 - UNCURED ADHESIVE
Properties Values Test Methods
Color Uniformly Black | Visual
Odor The material shall | GM9832P
have an acceptable
odor in either
cured or uncured
condition.
Homogeneity Material must be
homogeneous and
free of lumps or
air bubbles.
vocC 509 g/L + 7%
Solids Content 48 + 7% by GM9010P
weight
Viscosity 14-50s SAE J1524(Aged
per GM9763P),
140 kPa
Specific Gravity 0.87 - 0.94 ASTM D1875
TABLE 2 - CURED ADHESIVE
Properties Values Test Methods
Gasoline <10% ASTM D471
Resistance,
Change in Volume
TABLE 3
Open Time, minutes min Peel Strength, N/m
1 88
5 175
10 230
15 580
20 525
25 525
30 175

4.1.1 Brush a medium coat (0.005 - 0.010 mm) of adhesive
on lengths of weatherstrip. After each of the open times in
Table 3, bond a length of weatherstrip to a painted (production
base coat/clear coat enamel) steel panel. Use 10 s hand contact
pressure to ensure an adequate bond. Immediately after bond-
ing, check the adhesion by peeling @ 90° with a Hunter scale
or equivalent.

4.2 STRENGTH VERSUS DRYING TIME. Using 1 minute
open time and bonding as described in 4.1.1, the adhesive shall
display strength vs. drying time as listed in Table 4.
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TABLE 4
RT Drying Time min Peel Strength, N/m
1 minutes 140
10 minutes 175
30 minutes 350
40 minutes 525
24 h 875

4.3 EXTERIOR CYCLE. (GM9505P). Minimum peel stren-
grth after each step of Cycle C shall be 525 N/m.

4.4 This procedure must be repeated for each bonding system
under consideration for the application.

5 OTHER TESTS MAY BE REQUIRED TO VALIDATE
THE SPECIFIC APPLICATION.

6 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until a submission of representative
initial production samples to the purchaser’s laboratory and/or
engineering department has been approved as meeting the
requirements of this specification.

6.1 Completed copics of the GM Material Safety Data Sheet
and Critical Material Register (available from the materials
engineering department or laboratory), or equivalent, must be
submitted with any new submissions or where a composition
change has occurred.

7 INSPECTION AND REJECTION. All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by the purchaser. There shall be
no changes in cither formulation or manufacturing processes
permitted without prior notification and approval by the pur-
chaser. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

8 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
specification number have been qualified by the control divi-
sion as meeting the requirements of this specification. Sources
are available through the on-line MATSPC System.

9 GENERAL INFORMATION. This standard was origi-
nated by Fisher Body in September 1975, superceding FBMS
9-78 and adding flow rate and weight per gallon. The latest
revisions include:

Rev [ Date Description Div
A 08/81 |Revised title, general description| FB
B ' | 08/93 |Revise to template; widen AD

requirements - new source
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