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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Paint

- DEADENER — WATERBORNE, LIGHTWEIGHT, AIR DRY,
ABRASION RESISTANT AND SOUND DEADENING
9984154

1 SCOPE. This specification details the requirements of a
waterborne, lightweight, air dry material which provides
abrasion resistance and sound deadening.

1.1 The material must be a smooth and homogeneous
mixture free of air, lumps, unmixed particles, and foreign
materials. It must be capable of being dispensed with standard
production pumping equipment and be sprayabie with either
manual or robotic systems. The material must be asbestos-free
and have a zero VOC.

1.2 The material must adhere to production E-coats and
topcoats as described on Sealer Substrate Compatibility Chart
for each approving division. The coating must have weather-
ability.

2 REFERENCED STANDARDS.

GM4298P GM9508P ASTM D1293
GMS9011P GM9763P ASTM D1475
GM9021P GM9801P ASTM D3960
GM9503P GM9832P SAE J1864
GM9505P

3 REQUIREMENTS. Specific material requirements and
appropriate test methods are listed under properties.

3.1 Physical Properties.

3.1.1 Specific Gravity (ASTM D1475): 1.0 to L.1.
3.1.2 Solids Content (GM9011P): 60% minimum.
3.1.3 Color: Black.

3.1.4 Viscosity (Rheomat 30 at 20 C, System 114 at 350 1 s:
500 to 800 cps at 65% solids.

3.1.5 VOC (ASTM D3960): 60 minutes at 110 C, VOC must
be zero.

3.1.6 pH (ASTM D1293): 2.2 10 2.6.

3.1.7 Dry Time. Material must be dry to touch after 1 h and
completely dry after 4 h.

3.1.8 Film Build: 300 to 500 mm dry film build.

3.1.9 Odor (GM9832P). The deadener must not have a toxic
or noxious odor. After curing, the material must be relatively
non-odorous. In addition, the ED50 value of its odor shall be
provided at the time of approval if requested.

3.1.10 Toxicity. The material must not adversely affect
personnel handling it.

3.2 Performance Requirements.

3.2.1 Panel Preparation. Two 0.9 x 250 x 250 mm panels per
cach topcoat and E-coat system as detailed on Sealer
Substrate Compatibility Chart for each approving division
shall be prepared. Deadener is to be applied to each panel at a
wet film thickness of 0.65 mm. The panels are then air dried
vertically for 24 h.

3.2.2 Cold Impact (GM9021P). Prepare panels as described
in 3.2.1 and oven age 336 h at 70 C. Condition panels a min of
4 h at -30 C. Material must not crack or lose adhesion to the
substrate after ten 2.8 J reverse impacts at -30 C.

3.2.3 Corrosion Resistance (GM4298P). Prepare pancls as
described in 3.2.1 and subject to 336 h of neutral salt spray.
There must be no corrosion underneath the deadener.

3.24 Dry Abrasion Resistance (nut fall). Prepare panels as
described in 3.2.1. There must be no chipping, delamination,
or abrasive failure after a 210 kg nut fall impingement from
2 m

3.2.5 Wet Abrasion Resistance (nut fall). Prepare panels as
described in 3.2.1. Soak panels in water for 240 h at 40 C.
There must be no chipping, delamination, or abrasive failure
after 2 150 kg nut fall impingement from 2 m.

3.2.6 Gravelometer (GM9508P). Prepare panels as de-
scribed in 3.2.1. The coating must exhibit a min rating of 8
after 5 pints of gravel at -30 C.

3.2.7 Exterior Cycle (GM9505P, Cycle F): 12 cycles. Using
panels from 3.2.6, there must be no loss of adhesion,
delamination, or other deleterious effects.

3.2.8 Peel Strength. Prepare brass screen sample on specified
substrates and dry 48 h. Pull with tensile tester at a 180° angle
at 5 mm/min. The peel strength must be min of 140 kPa.

3.2.9 Tensile (ASTM D638). Material must have min tensile
strength of 250 kPa.

3.2.10 Elongation (ASTM D638). Material must have min
clongation of 1000%.

3.2.11 Mandrel Bend (GM9503P). Material must not crack
or delaminate at -40 C.

3.2.12 Sound Deadening. Prepare two 1 x 550 x 550 mm
sound panels with wet film thickinesses of 0.65 mm and
1.15 mm, respectively. After a 24 h air dry, run an acoustical
gravelometer. The summed noise reduction ratings shall not
be less than 65 dB from | kHz at 0.65 mm and not less than
140 dB from 1 kHz at 1.15 mm.

3.3 Process Requirements.

3.3.1 Sag (GM9801P). Prepare panels as described in 3.2.1
and air dry vertically for 1 h. The sag must be max of 5 mm.
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3.3.2 Pressure Stability (SAE J1864). The material must be
capable of withstanding pumping pressures of 22 400 kPa for
72 h without its viscosity or other characteristics being
adversely affected. The separation in mL for each approved
source will be set at the time of approval. The separation will
become 2 requirement for the material.

3.3.3 Wash-Off Resistance. Prepare panels as described in
3.2.1 except air dry for 4 h. There shall be no loss or
displacement of material when the nozzle is positioned
450 mm from the deadener at the following conditions:

21 C at 70% RH.
32 C at 85% RH.

3.3.3.1 Water test cycle for each condition shall consist of 2
min. spray, 30 s no spray, and 2 additional min. spray. Water
line pressure shall be 165 kPa. The spray shall be moved back
and forth across the deadener at the rate of 12 passes per
minute.

3.3.3.2 Test as described in 3.3.3.3 except add an additional
2 min. stationary spray directed at the center of the panel for
first condition.

3.4 Stability Requirements (GM9763P). Material condi-
tioned as described below must be able to pass all require-
ments of this specification.

3.4.1 Elevated Temperature Stability. The sealer as shipped
must be capable of withstanding 72 h at 43 C.

3.4.2 Low Temperature Stability. The sealer as shipped must
be capable of withstanding 3 cycles detailed in 3.1.2.3 of
GM9763P.

3.4.3 Storage Stability. The shelf life of the material shall be
60 days at temperature not to exceed 35 C. The shelf life of
the material commences upon receipt of the material from the
manufacturer.

4 INITIAL SOURCE APPROVAL. No shipment shall be
made by any supplier until representative initial production
sampies have been approved by engineering as meeting the
requirements of this specification.

4.1 Completed copies of the GM Material Safety Data Sheet
and Critical Material Register (available from the engineering
department or laboratory) must be submitted with any new
submissions or where a composition change has occurred.

5 SOURCE SHIPMENT RESPONSIBILITY. It will be
the responsibility of the supplier to insure that the material is
not exposed to temperatures during shipment which would
cause the material to fail to meet any of the requirements of
this specification.

6 INSPECTION AND REJECTION. All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by engineering. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by engi-
neering. Lack of notification by the supplier constitutes
grounds for rejection of any shipment. While samples may be
taken from incoming shipments and checked for conformance
to this specification, the supplier shall accept the responsibiki-
ty for incoming shipments meeting this specification without
dependence upon purchaser’s inspection.

7 APPROVED SOURCES. Engineering qualification of
an approved source is required for this specification. Only
sources listed in the GM Material File under this specification
number have been qualified by engineering as meeting the
requirements of this specification.

8 GENERAL INFORMATION. This is a newly issned
specification originated by the Automotive Paint Committee
in September 1988.
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