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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Fuels & Lubricants

GREASE, NO. 2 LITHIUM
9985038

1 SCOPE. This specification details the requirements of
an extreme pressure lithium soap grease intended for lubrica-
tion of front suspension ball joints, steering linkages, general
chassis lubrication and other applications under all conditions
of automotive service. The minimum requirements of this
specification are equivalent to, and in some cases exceed,
those specified to meet the NLGI LB chassis grease classifica-
tion per ASTM D4950.

This specification may involve hazardous materials, opera-
tions, and equipment. This specification does not purport to
address all of the safety problems associated with its use. It is
the responsibility of the user of this specification to establish
appropriate safety and health practices and to determine the
applicability of regulatory limitations prior to use.

2 REFERENCED STANDARDS.

GM1000M ASTM D1743 ASTM D4170
ASTM D217 ASTM D2265 ASTM D4289%
ASTM D445 ASTM D2266 ASTM D4693
ASTM D566 ASTM D2509 ASTM D4950
ASTM D1742 ASTM D2596 ASTM E168

3 REQUIREMENTS.

3.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). All material supplied to this specification must
comply with the requirements listed in GM1000M, "Restricted
and Reportable Chemicals".

3.2 PHYSICAL PROPERTIES. See Table 1.

3.3 All materials approved against this specification must be
licensed by NLGI as meeting the LB chassis grease classifica-
tion pcr ASTM D4950.

3.4 All materials approved against this specification must
pass all material compatibility and performance related
requirements as specified by the control division.

3.5 All ASTM specified tests shall be performed according to
the latest published version unless otherwise required by this
specification,

4 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.

4.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has
occurred.

5 INSPECTION AND REJECTION.  All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the init.al samples approved by the purchaser. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by the pur-
chaser. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

6 APPROVED SOURCES.  Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
specification number have been qualified by engineering as
meeting the requirements of this specification. Sources are
available through the on-line MATSPC System.

7 GENERAL INFORMATION. This standard was origi-
nated by Chevrolet Division in April 1963. The latest revisions
include:

Rev Date | Description
B 4/89 | Editorial Changes
C 10/95 | Make lead free grease
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TABLE 1 - PHYSICAL PROPERTIES

Properties Test Values Test Methods

Thickener Type Lithium soap N /A
Lead, Elemental or Compounds None allowable N/A
Penetration, ASTM D217

Worked 60 x 0.1mm 265 - 295

Worked 100 000 x% change 15 max
Dropping Point, °C 175 min ASTM D566 or ASTM D2265
4-Ball Wear Protection, scar dia, mm 0.60 max ASTM D2266
4-Ball EP Performance, ASTM D2596

Load wear index 30 min

Weld point, kgf 200 min
Elastomer Compatibility, w/reference CR ASTM D4289
elastomer SAE AMS 3217/3B

% volume change 0-40

Hardness change, pts (Durometer - A) -15-0
Qil Separation, mass % 6.0 max ASTM D1742
Rust Protection, rating Pass ASTM D1743
Fretting Protection, mass loss, mg 10.0 max ASTM D4170
Low Temperature Performance, running 14.0 max ASTM D4693
torque @ - 40°C Nm
Timken Load, kg 18.0 min ASTM D2509
Mineral Oil Viscosity, ¢St ASTM D445

@ 40°C Report

@ 100°C Report
IR Spectrum To match approved reference ASTM E168
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