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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Adhesives

ADHESIVE, HOT MELT, FOAM-IN-PLACE
9985723 |

1 SCOPE. This specification covers a rubber based ther-
moplastic hot melt material. This material shall be used in
applications where the hot melt is foamed through the intro-
duction of an inert gas, such as nitrogen or carbon dioxide to a
specific density reduction to form a closed cell gasket type
material, with surface tack.

1.1 The material shall be capable of being dispensed through
a Nordson Foam Melt Process Applicator, or equivalent, dis-
pensing equipment to the required density reduction. The hot
melt material shall not oxidize or char in the pot while at tem-
peratures up to 230 C.

1.2 When serviceability is required, materials such as
9985724 provide equivalent performance with a nontacky sur-
face.

1.3 The material shall require no meoisture, heat or other
preparation prior to or after application to clean dry surfaces to
provide a bond to the primary substrate surface. The material
must not stain, attack, or have any other objectionable effect
on adjacent surfaces.

2 REFERENCED STANDARDS.

9985724 ASTM D792 PSTC #5
ASTM A666 ASTM D1084
ASTM D412 ASTM E28

3 GENERAL REQUIREMENTS. Unless otherwise
specified, all tests shall be performed on unfoamed material at
23+ 2 C and 50 + 5% RH.

3.1 Color: Black
"3.2 Specific Gravity (ASTM D792): 0.96 + 5%

3.3 Peel Adhesion (PSTC #5). The pecl adhesion of the
unfoamed material shall be 16 + 2 N/m.

3.3.1 Test Procedure. Peel adhesion is determined by
Pressure Sensitive Adhesive Council Method No. 5 (PSTC #5)
with the following adaptations. The material shall be applied in
the unfoamed state to a standard PSTC stainless steel test panel
(panel in accordance with ASTM A666). Prior to testing, a
tape backing having the same dimensions as the unfoamed
material shall be placed onto the unfoamed sample to minimize
elongation. Using a PSTC 4.5 Ib rubber covered roller, the tape
backed material shall be rolled once in each lengthwise direc-
tion. The tape backed unfoamed material shall be peeled at a
rate of 300 mm/minute, maintaining a 90* angle of peel.

3.4 Shelf Lifc. The material shall meet the requirements of
this specification after aging in the original container a mini-
mum of 90 days at 35 £ 2 C and 95 + 3% RH.

4 DETAILED REQUIREMENTS.  Shall be performed
in addition to the General Requircments.

4.1 Type A. Materials with physical characteristics in the fol-
lowing ranges shall be designated as Type A:

4.1.1 Ring and Ball Softening Point: 150 + 20 C (ASTM
E28)

4.1.2 Brookficld Viscosity (ASTM D1084, Method B at
10 rpm using Spindle #27):

177 C, Pas 102 £ 25%
190 C, Pa-s 42 + 25%
204 C, Pa's 20.5 £ 25%

4.1.3 Hardness, Shore A: 34 + 5%
4.1.4 Tensile Strength, min (ASTM D412, Die A): 1100 kPa
4.1.5 Elongation, min (ASTM D412, Die A): 700%

4.1.6 Compression Deflection. Values shall be determined at
50% compression (no preflex) after 1 minute at a compression
rate of 50 mm/minute. Samples shall be 50 x 50 mm with a
minimum thickness of 3.2 mm. Samples shall be dusted with
talc to prevent adhesion to the compression plates.

Density Reduction, % 1 Minute Readings, kPa
52 212 + 10%
62 30 + 10%

4.2 Type B. Materials with physical characteristics in the fol-
lowing ranges shall be designated as Type B:

4.2.1 Ring and Ball Softening Point (ASTM E28): 120 + 20
C

422 Brookfield Viscosity (ASTM D1084, Method B at 10
rpm using Spindle #27):

177 C, Pass 12.4 + 25%
190 C, Pass 5.7+ 25%
204 C, Pass 34 + 25%

4.2.3 Hardness, Shore A: 32 £ 10%

4.2.4 Tensile Strength, min (ASTM D412, Die A): 1600 kPa
4.2.5 Elongation, min (ASTM D412, Die A): 700%

4.2.6 Compression Deflection. Prepare as described in 4.1.6.

% Density Reduction 1 Minute Readings (kPa)
52 96 + 10%
62 91 £+ 10%

5 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until representative initial production
samples have been approved by engineering as meeting the
requirements of this specification.

5.1 Completed copies of the GM Material Safety Data Sheet
and Critical Material Register (available from the engineering
department or laboratory), or equivalent, must be submitted
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with any new submissions or where a composition change has
occurred.

6 INSPECTION AND REJECTION.  All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by engineering. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by engineer-
ing. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this

speciﬁcatioﬁ, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

7 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
specification number have been qualified by the control divi-
sion as meeting the requircments of this specification.

8 GENERAL INFORMATION. This specification was
originated by Cadillac in January 1990.
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