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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Adheslves

ADHESIVE, TWO-PART, ACRYLIC, MIXTURE
9985891

1 SCOPE. This specification covers the mixture of a
two-part adhesive for bonding the reinforced plastic substrates

TABLE 1 - UNCURED ADHESIVE

used in knee bolster and glove box assemblies. Properties ___ Values | Test Methods
Odor The material shall | ASTM D4339
1.1 The adhesive system is comprised of an activator compo- notol‘;avc-: aé;:)hx:ous
nent 9985889 and a resin component 9985890, The mixture of mgr mn c::ed
9985889 and 9985890 is identified as 9985891. ’ o tn
. condition.
1.2 This system must be capable of being metered, mixed and Homogeneity homo. en:;::tal:l
dispensed with current production equipment. It shall be com- 8
: . ! . : . free of lumps or
patible with production systems, including paint, and cannot be air bubbles.
adverscly affected by paint oven temperatures reaching 130°C. Sag Resistance 0 mm SAE J243, ADS-
. . 10, °C
ligs tIl('EY WORDS: Adhesive, two-part, acrylic, structural, Working Life 4 - 5 minutes ASTM D1338, A,
plastic. (Open Time) 23°C, dew point
>10°C, 10 mm dia
2 REFERENCED STANDARDS. bead
Time to Handling 25 - 30 minutes | ASTM D1144,
Strength 23°C
GM3602M ASTM D792 ASTM D4092 Time to Peak 16 - 25 minutes | Thermocouple, 10
9985890 ASTM D1338 ASTM E831 Cure
ASTM D570 ASTM D2240  SAE J243 Voo Timme, RT 2;%1‘ if:M D144
ASTM D638 ASTM D3418 r Cure
ASTM D790 ASTM D4065
TABLE 2 - CURED ADHESIVE
3 REQUIREM_ENTS‘ i’roperties Values Test Methods
3.1 TOXICITY. The adhesive must not have any adverse Density 115 ke ﬁlS)'IS'I-V{g) ?2’
effects on personnel handling it. In addition, the material must ’
have full approval of the appropriate medical department prior Hardness .. Shore D 72 ASTM D2240, A
to production use. » Glass Transition* Not applicable | ASTM D3418
. Coefficient of ASTM E831°
3.2 MIXED ADHESIVE. Material conditioned using poten- gﬂm"?
tial storage conditions must be capable of passing all the pansxon. "
requirements of this specification. -18 - 24°C 10.9 x 10”mm/
mm/*C
3.3 MIX RATIO. The ratio of 9985890, resin, to 9985889, 25 - 66°C 10.8 x 10° mny/
activator, is 10 to 1 by volume (8.4 to 1 by weight) and shall _ mm/"C
be capable of being varied + 5% and meet all the requircments Moisture <0.3% ASTM D570
of this specification. Absorption
Elongation 100 - 150% ASTM D638
3.4 COLOR. The two components shall be in contrasting  Tensile Strength* 12 MPa ASTM D638
colors. The colors shall be so picked, that, in instances of Flexural Strength 14 MPa ASTM D790
improper mixing, color striations shall be visible in the dis- Flexural Modulus 240 MPa ASTM D790
pensed bead. Poisson’s Ratio Not available | ASTM D638
Young’s Modulus 124 MPa ASTM D638
gc.sc W PROPERTIES - UNCURED ADHESIVE. Bondline No unacceptable
able 1. Readthrough bondline
readthrough
3.6 MATERIAL PROPERTIES - CURED ADHESIVE. Shrinkage 10%
See Table 2. Shear Modulus Not available | ASTM D4065,
ASTM D4092
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ADHESIVE, TWO-PART, ACRYLIC, MIXTURE
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4 ADHESIVE PROPERTIES. Test specimens, prepared
as specified in the designated procedures, must meet the
requirements of the following specifications.

4.1 GM3602M. Lap shear coupons were assembled with a
25.4 mm overlap and 0.8 mm bondline. Bach datum is an aver-
age of 5 samples. The lap shear test was run at a crosshead
speed of 12.7 mm/minute, See Table 3.

TABLE 3
Environmental Strength, kPa Failure Mode
Exposure (Standard

Deviation)
RT Controls 5600 (160) Substrate
24h @ 38°C, 5500 (100) Substrate
100% RH, 15 s
fecovery
4h @ 82°C, Test 5700 (130) Substrate
@ RT
17h @ 82°C, 15 s 2600 (500) Cohesive
recovery
168 h @ 70°C, 15 3200 (290) Cohesive
s recovery
4h@ -30°C, 15 s 6200 (170) Substrate
recovery
100 h @ 70°C, 15 3700 (260) Cohesive
s recovery
Complete Cycle 5000 (190) Substrate

4.2 This procedure must be repeated for each bonding system
under consideration for the application.

5 OTHER TESTS MAY BE REQUIRED TO VALIDATE
THE SPECIFIC APPLICATION.

6 INITIAL SOURCE APPROVAL. No shipment shall
be made by any supplier until a submission of representative
initial production samples to the purchaser’s laboratory and/or
engineering department has been approved as meeting the
requirements of this specification.

7 INSPECTION AND REJECTION. All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by the purchaser. There shall be
no changes in either formulation or manufacturing processes
permitted without prior notification and approval by the pur-
chaser. Lack of notification by the supplier constitutes grounds
for rejection of any shipment. While samples may be taken
from incoming shipments and checked for conformance to this
specification, the supplier shall accept the responsibility for
incoming shipments meeting this specification without depen-
dence upon purchaser’s inspection.

8 APPROVED SOURCES. Engincering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
specification number have been qualified by the control divi-
sion as meeting the requirements of this specification. Sources
are available through the on-line MATSPC System.

9 GENERAL INFORMATION. This standard was origi-
nated by FAD in February 1992 and approved by the
Adhesives Committee in July 1993.
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