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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Adhesives

ADHESIVE, TRANSFER FILM -

9985917

1 SCOPE. This specification covers a pressure sensitive
adhesive dry film protected by a release liner. The adhesive
thickness shall be sufficient to satisfactorily adhere to textured,
uneven, or mismatched surfaces.

The tape is used for bonding carpet to interior trim panels and
for other ‘interior applications where bonding to low surface
energy substrates such as polypropylene and polyethylene. It
may be applied to painted surfaces, Kraft paper, various met-
als, plated surfaces, glass, and plastics.

2 REFERENCED STANDARDS.

3 REQUIREMENTS.

3.1 PROPERTIES. See Table 1.

3.1.1 Shelf Life. Material shall pass all requirements of this
specification after aging material in the original container 90
days @ 35°C.

3.1.2 Size of product shall conform to the following:

Width........c.e. to be called out on the engineering drawing
Total Thickness 0.37 mm % .05 mm
Adhesive ThicKness....c.cceeerrernersensesenss 0.25 mm  0.03 mm
Liner Thickness 0.12 or 0.15 mm

Thickness determined per ASTM D3652.
3.2 PACKAGING. Tape to be fumished in evenly and uni-

GM9010P ASTM D1004 ASTM D1667 formly wound rolls on suitable cores with a silicone treated
ASTM D3330 ASTM D412 ASTM 3652 paper or polyethylene release liner (if applicable), easily
ASTM D3654 ASTM D10600 SAE J18 removable with no separation of material.
TABLE 1
Properties Values Test Methods
Color Amber
Liner Removability (90 peel at 7500 200 g max
mm/minute)
Solids 98%min GM9010P
180 Peel Strength*at 300 mm/minute to ASTM D3330
polypropylene
Immediate 875 N mmin
After 72 h RT 875 N mmin
After 2 h @ 70°C 875 N mmin
After 24 h Humidity 38°C and 95 % 875 N mmin
5% RH
Tear Resistance 3.5 Ibs. min ASTM D1004
Tensile Strength 12.0 Ibs min ASTM D412, Die A

*6.8 kg roller, 72 h @ RT dwell. Adhesive transfer tapes require a 0.050 mm aluminum foil, or a 0.25 mm polyester film back-

ing.

4 OTHER TESTS MAY BE REQUIRED TO VALIDATE
THE SPECIFIC APPLICATION.

5§ SUPPLEMENTARY INFORMATION.

5.1 INITIAL SOURCE APPROVAL. No shipment shall be
made by any supplier until a submission of representative ini-
tial production samples to the Purchaser’s Laboratory and/or
Engineering Department has been approved as meeting the
requirements of this specification.

Completed copies of the GM Material Safety Data Sheet and
Critical Material Register (available from the engineering
department or laboratory), or cquivalent, must be submitted
with any new submissions or where a composition change has
occurred.
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6 INSPECTION AND REJECTION. All shipments of
material or parts under contract or purchase order manufac-
tured to this specification shall be equivalent in every respect
to the initial samples approved by materials engineering. There
shall be no changes in either formulation or manufacturing
processes permitted without prior notification and approval by
enginecring. Lack of notification by the supplier constitutes
grounds for rejection of any shipment. While samples may be
taken from incoming shipments and checked for conformance
to this specification, the supplier shall accept the responsibility
for incoming shipments meeting this specification without
dependence upon purchaser’s inspection.

7 APPROVED SOURCES. Engineering qualification
of an approved source is required for this specification. Only
sources listed in the GM Corporate Materials File under this
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specification number have been qualified by the Control 8 GENERAL INFORMATION. This specifications orig-
Division as meeting the requircments of this specification.  inated by the Adhesives Committee in May 1992.
Sources are available through the on-line MATSPC System.
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