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Engineering

METRIC PAN HEAD TYPE 1A CROSS RECESS MACHINE
GENERAL SPECIFICATIONS
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M2 04 | 2001 1.65 4.0 3.7 16 14 ] 208y 1.7} 047 | 140 1.05] 1.20] 0.85}) 3.2 26| 0.1 0
M2.5| 0.45] 250 | 2.12 3.0 471 21| 19 ] 2191 246} 073 | 1.78 ] 1.38] 1.50] 1.10 4.0 31 0.1 1
M3 0.5 3.00 | 258 56 5§37 24| 22 3.03] 2.70| 0.73 | 203] 1.63| 1.25] 1.3% 5.0 36 0.1 1
M35}1 06 3.50 | 3.00 70 66| 26 | 23 | 4.06] 3.73| 1.03 }]236] 1.91] 1.90] 1.45 6.0 4.1 0.1 2
ML [ 07| 400 | 3.43 8.0 76 | 31| 2.8 | 4531 420] 1.03|276| 2.31] 2.35|1.90| 6.5 471 02 2
MS |08 | s00| 436 )] 95| 911} 37| 34| 492| a359] 1.04 | 3.16| 2.71] 2.75|230] 80| s7) 02 | 2
M6 1 6.00 1 521 120] 115 ] 46| 43 | 6.97]| 664 1.44 | 407] 3.62| 3.50| 3.08] 100 6.8 03 3
M8 1.2% ¥ . 160| 155 | 60| 5.6 1 898] 8.65] 2.18 | 5.191 4.74] 4.50]| 4.05] 13.0 9.2 0.4 4
M0 1.5 A 20| 194 ] 75| 7.1 [10.20] 9.87]| 2.19 | 6.39 | 594} 5.70|5.25] 160 | 112 | 04 4

,This dimension given for reference purposes only, not a controlling imitation on product.
Metric Pan Head Type 1A Cross Recess Machine Screws must conform to General Specifications.

1 SCOPE. This standard for Metric Pan Head Type 1A
Cross Recess Machine Screws conforms in all essentials with
the American National Standard covering metric machine
screws. It should be noted that the head diameter and head
height limits specified herein differ to varying extents from
those documented in prior issues. In general, screws made in
conformance with this standard are considered to be function-
ally interchangeable with parts produced to the latest ISO
Standard for recessed pan head screws. Also, for the most part,
the Type 1A cross recess configuration will serve to identify
these screws as being metric.

2 REFERENCED STANDARDS.

GMS00M C200
GM4405M C201
ASME B1.13M C230
ASTM F738 X100
3 HEAD. The following requirements supplement the

tabulated dimensions and shall apply to respective features of
heads.

3.1 HEAD POSITION. The axis of the head shall be located
at true position with respect to the axis of the screw shank
within a tolerance zone having a diameter equivalent to 0.06
times the specified maximum head diameter, regardless of fea-
ture size.

3.2 HEAD HEIGHT. The specified head height represents a
metal to metal measurement, parallel to the axis of screw, from
the top of the head to the bearing surface. The truncation of
the rounded head surface due to the recess shall not be consid-
ered a part of the head height.

3.3 BEARING SURFACE. The bearing surface of the head
shall be reasonably flat and shall be perpendicular to the axis
of the screw shank within 2°,

4 RECESS. The Type 1A cross recess in the screw head
shall have a large center opening, wide straight wings and a
blunt bottom with all edges relieved or rounded. The following
requirements shall supplement the tabulated dimensions.

4.1 RECESS POSITION. The recess shall be located at true
position with respect to the axis of screw shank within a toler-
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ance zone having a diameter equivalent to 0.12 times the basic
screw diameter or 0.75 mm, whichever is greater, regardless of
feature size.

4.2 RECESS DEPTH. The recess depth shall be measured,
parallel to the axis of screw, from the top of the head to the
extreme bottom of the recess.

4.3 RECESS GAGING. Suitability of recesses may be deter-
mined by the use of the penetration gages shown in
specification C200 (penetration gaging depth limits are given
in the dimensional tabulation) and the wobble gages shown in
specification C201,

5 LENGTH. The length of screw shall be measured, par-
allel to the axis of screw shank, from the plane of the bearing
surface of the head to the extreme point. The tolerance on the
screw length shall be as tabulated below:

Nom Screw Length Range Tol on Length, mm ()
Up to 3 mm, incl 40'2
Over 3 - 10 mm, incl 03
Over 10 - 16 mm, incl 04
Over 16 - 50 mm, incl 0.5
Over 50 mm 1.0

6 BODY DIAMETER. The diameter of body (un-
threaded portion of the screw shank) shall conform to the
tabulated limits.

7 THREADS. Threads shall conform to ASME B1.13M.
Metric Screw Threads - M Profile (See Specification X 100)
and shall be produced by the roll threading process. The Class
6g tolerance shall apply to plain finish (unplated or uncoated)
screws. For screws with additive finish, threads may be pro-
duced undersize before coating to accommodate the coating
thickness, provided the finished product (after coating) meets
all specified mechanical properties. For screws with additive
finish, the thread profile after coating is subject to acceptance
using a basic size (tolerance h) GO thread gage for maximum
material. A tolerance 6g thread gage shall be used for mini-
mum material, LO or NOT GO.

8 LENGTH OF THREAD. The length of thread on
screw shall be as specified in Table 1 for the respective screw
size and length, For screws to which the maximum unthreaded
lengths apply; the distance to the first full form thread shall be
measured, parallel to the axis of screw, from the bearing sur-
face of the head to the face of a nonchamfered or
noncounterbored standard GO thread ring gage assembled by
hand as far as the thread will permit.

9 POINTS. Unless otherwise specified, screws shall be
supplied with a plain sheared end and the slight rim or cup
resulting from roll threading shall be permissible. Where so
designated under separate part number, pointed machine
screws shall have points conforming to the specifications
shown in specification C230.
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