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GENERAL MOTORS ENGINEERING STANDARDS

METRIC OVAL 90° COUNTERSUNK TRIM HEAD 6-LOBED SOCKET TAPPING

SCREWS TYPES AB, B, BF AND BT
GENERAL SPECIFICATIONS
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METRIC OVAL 90° COUNTERSUNK TRIM HEAD 6-LOBED SOCKET TAPPING
SCREWS TYPES AB, B, BF AND BT
GENERAL SPECIFICATIONS
D144

1 GENERAL. This standard for Metric Oval 90° Coun-
tersunk Trim Head 6-Lobed Socket Tapping Screws of thread
forming Types AB and B and thread cutting Types BF and
BT conforms in all essentials, except head proportions and
the driving provisions, with the American National Standard
covering mertric tapping screws. Basically, the smaller head
proportions of the trim heads wete derived by applying to the
respective screw diameters the 1976 standard oval head
diameters applicable to the next smaller screw size, and

specifying a rounded edge.

2 HEAD. The following requirements supplement the
tabulated dimensions and shall apply to respective features of
heads:

2.1 Head Position. The axis of the head shall be located at
true position with respect to the axis of the screw shank
within a tolerance zone having a diameter equivalent to 0.06
times the specified maximum head diameter, regardless of
feature size.

2.2 Head Height. The specified head side height is a
reference dimension measured, parallel to the axis of screw,
from the plane through the largest diameter of the head to the
intersection of the conical bearing surface with the basic
screw diameter, which point may or may not be the actual
junction of the head with the shank. The tabulated total head
height represents a metal to metal measurement (the trunca-
tion of the rounded surface due to the socket shall not be
considered a part of the head height).

3 SOCKET. The 6-lobed socket in the screw head shall
have a shallow counterbore circumscribing the lobes, a large
center opening, straight sides and a blunt bottom. The
following requirements shall supplement the tabulated dimen-
sions:

3.1 Socket Position. The socket shall be located at true
position with respect to the axis of screw shank within a
toierance zone having a diameter of 0.75 mm, regardless of
feature size.

3.2 Socket Gaging. Acceptability of sockets shall be deter-
mined by gaging in accordance with the procedure set forth in
Penetration Gages and Gaging for Metric 6-Lobed Sockets in
specification C210. The applicable gaging limits are given in
the dimensional tabulation.

4 LENGTH. The length of screw shall be measured,
parallel to the axis of screw shank, from the plane throough the
largest diameter of the head to the extreme point. The
tolerance on the screw length shall be as tabulated below for

the respective point types:

Point Nominal Screw Length Tolerance on
Type Range Length, mm
AB Up to 25 mm, incl .8
Over 25 mm +1.3
B, BF |Up to 20 mm, incl -0.8
and BT |Over 20-40 mm, incl -1.2
Over 40 mm -1.5

4.1 Standard Lengths. Screws of shorter nominal lengths
than the “L1 ” lengths listed in Table 2 for the respective
point types are impractical.

5 THREADS. Screws shall have spaced threads conform-
ing to pitches given in Table 2 and of thread form shown
below. Width of flat at crest of thread shall not excesd
0.10 mm for the 4.2 mm size, or smaller, nor 0.15 mm for
larger sizes.

- w—— LAY
+

mw

6§ LENGTH OF THREAD. Screws having nominal
lengths equal to or shorter than those listed in Column “L" of
Table 1, shall have full form threads extending close to the
bead such that the specified thread minor diameter limits are
maintained to within the tabulated “Y™ distance from the
intersection of conical bearing surface of the head with the
basic screw diameter, or closer if practicable. Screws of longer
nominal lengths shall have a minimum length of full form
thread conforming with “LT” as designated in Table 1.

7 EFFECTIVE GRIP LENGTH. Where required for de-
sign purposes, the effective grip length (minimum distance
from the plane through largest diameter of the head to the
first full form thread beyond point) may be obtained by
subtracting from the minimum screw length, the “Z” point
length factor specified in Table 1 for Type AB screws, or the
specified maximum point taper length in the case of Types B,
BF and BT tapping screws.

8 POINTS. The following requirement shall apply in
addition to the specified dimensions for the respective point
types:

8.1 Type AB. The Type AB tapping screws shall have a
gimlet point. A slight rounding or truncation of the point end
is considered desirable and no extrusion of excess metal shall
protrude beyond the apex of the point.
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