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GENERAL MOTORS ENGINEERING STANDARDS Engineering

METRIC PAN HEAD TYPE 1A CROSS RECESS TAPPING SCREWS
TYPES D,F AND T
GENERAL SPECIFICATIONS
D322
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1 Tabulated dimensions apply to screw blanks before roll threading.
2 This dimension gven for reference purposes only;, not a controlling limitation on produoct
Types D, F and T Metric Pan Head Type 1A Cross Recess Tapping Screws must conform to General Specifications.
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METRIC PAN HEAD TYPE 1A CROSS RECESS TAPPING SCREWS
TYPES D,F AND T
GENERAL SPECIFICATIONS
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1 GENERAL This standard for Metric Pan Head Type
1A Cross Recess Tapping Screws of thread cutting Types
D,F and T conforms in all essentials with the American
National Standard covering metric tapping screws. it should
be noted that the head diameter and head height Limits
specified herein differ to varying extents from those docu-
mented on detail drawings issued previously. Also, for the
most part, the Type 1A cross recess configuration will serve
to identify these screws as being metric.

2 HEAD. The following requirements supplement the
tabulated dimensions and shall apply to respective features of
heads:

2.1 Head Position. The axis of the head shall be located at
true position with respect to the axis of the screw shank
within a tolerance zone having a diameter equivaient to 0.06
times the specified maximum head diameter, regardless of
feature size.

2.2 Head Height. The specified head height represents a
metal to metal measurement, parallel to the axis of screw,
from the top of the head to the bearing surface. The
truncation of the rounded head surface due to the recess shall
not be considered a part of the head height.

2.3 Bearing Surface. The bearing surface of the head shall
be reasonably flat and shall be perpendicular to the axis of the
screw shank within 2°.

3 RECESS. The Type 1A cross recess in the screw head
shall have a large center opening, wide straight wings and a
blunt bottom with all edges relieved or rounded. The
following requirements shall supplement the tabulated dimen-
sions:

3.1 Recess Posiion. The recess shall be located at true
position with respect to the axis of screw shank within a
tolerance zone having a diameter equivalent to 0.12 times the
basic screw diameter or 0.75 mm, whichever is greater,
regardless of feature size

32 Recess Depth  The recess depth shall be measured,
parallel to the axis of screw, from the intersection of the
major diameter of the recess with the head surface to the
extreme bottom of the recess.

3.3 Recess Gaging. Soitability of recesses may be deter-
mined by the use of the penetration gages shown in specifica-
tion C200 (penetration gagung depth limits are given in the
dimensional tabulation) and the wobble gages shown in
specification C201.

4 LENGTH. The length of screw shall be measured,
paralle] to the axis of screw shank, from the plane of the
bearing surface of the head to the extremne point. The
tolerance on the screw length shall be as tabulated below:

Nom Screw Length Range Tol on Length mm
Up to 20 mm, incl 0.8
Over 20 to 40 mm, incl -1.2
Over 40 mm -1.5

4.1 Standard Lengths. The shortest practical nominal
screw lengths capable of accommodating the standard point
taper lengths are specified in Column “L1” of Table 2.

5§ THREADS. Threads shall conform to the coarse series
metric machine screw diameter pitch combinations approxi-
mating a 60° basic thread form, but not pecessarily complying
with any standard thread profile. The threads shail meet the
dimensions specified herein but shall not be subject to any
thread gaging requirements.

TABLE 1 - THREAD LENGTH DIMENSIONS (mm)

L Y L Y L Ly
Nom Ui

n- Nom Un- Nom | Ful

Se | Equai | Under Under |Langths
Joor | Head To | Head |Longer |-2Nh

Shorter Over] and Than
Tham | Maxz ind | Maxs Min
2 6 0.4 6] 11 0.8 16 | 120
251 8 0.5 81 2 0.9 2 | 150
3 9 0.5 9| 25 1.0 25 | 180
sl 10 0.6 10 30 1.2 30 21.0
4 R 0.7 121 35 1.4 s | uo0
s 15 0.8 15| 1.6 40 | 30
6 18 1.0 18 { 45 20 45 | 380
' 24 12 ul o« 2.5 45 | 380
10 30 1.5 0| & 3.0 45 | 38.0

1 Tabulated values are equal to 3 times basic screw diameter
rounded to nearest mm.

2 Tabulated values are equal to 1 times the pitch of thread round-
&d to pearest 0.1 mm.

3 Tabulated values are equal to 2 times the pitch of the thread.

6 LENGTH OF THREAD. The length of the thread on
screws shall be as specified in Table 1 for the respective screw
size and length. For screws to which the unthreaded lengths
under the head apply, the full form threads shall extend close
to the head such that the tabulated thread major diameter
limits are maintained to within distance “Y™ from the bearing
surface of the head, or closer if practicable. (For referee
purposes, “Y"’ shall be measured paraliel to the axis of the
screw from the underside of head to the face of a non-
countersunk or non-counterbored thread ring gage, set to the
tolerance class 6h maximum limit and having the minor
diameter enlarged to the pitch diameter, assembied by hand
as far as the thread will permit.)
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