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GENERAL MOTORS ENGINEERING STANDARDS

Engineering
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TYPE C

'LUBRICATION FITTINGS
GENERAL SPECIFICATIONS
L140

TIP DESIGNS

HWYDRAULIC COUPLER

26

TYPE D

CONTOUR OF TIP MUSY ALLOW COUPLER
MISALIGNMENT OF 10° MINIMUM WITH
AXIS OF FITTING

ORYSEAL PIPE THREAD BASE
(Por detalls of tip designs ses sbove)
4 *.03 +.03
T L= i€ L
t—J—*'” Jror
., 18 EFFECTIVE 22 EFFECTIVE
08 ™ TmeAD -08 "'11 Min [ THREAD
N {— =M‘\\e‘l&“ﬂ 40 -{— .;o
ORYSEAL PTF SPECIAL
EXTRA SHORT § ORYSEAL PTF SPECIAL SHOAT
STRAIGHT - 1 /8 PTF x 11/i6 STRAIGHT - 1 /8 PTF x 1-1/4
CorD CorD
TIpe c D [Optional) Type c o (Optional ®
J | snank Length .28 .28 .28* J | shank Length .76 .74 .76,
L {Oversll Length .66 .64 .66" L | Overall Length 1.24 1.24 1,2€
Material & Pinish GM PART NUMBERS Material & Finish GM PART NUMBERS
Steel  Cactium or Zinc| 1917S€ | 127800 I 9411010 Steel Ceaamium or Zine| 27128 ] 126121 I 9411011
'7 [ Lt.os

CONSTRAUCTION
FOR TYPE C

3 ORYSEAL PTF SPECIAL SHORT

L |7e !
v —
.2‘2 i :r'r;&:‘vgt ) t—.08
gIm .
. .40 - -
i , ~-

§ DRYSEAL PTF SPECIAL SHORT

EFFECTIVE
" TMREAD

-

40

g
i

STRAIGHT -1/8 PTF x I1-3/4

STRAIGHT - 1/8 PTF x 2-%/8

CorbD CorD
Type C 0 {Optional} Trpe c b (opt fonal ;
J | Shank Lengtr 1.27 1.27 1.28" J | Shank Lengtn 2.19 2.16 2.18°
L {Overal) Length 1,78 1.8 1.7%" L | Overall Length 2.62 262 2.62'

Material & Piniash

GM PART NUMBERS Material & Pinish

GM PART NUMBERS

Stesl Cedmium or Zinc

273347 1213517 i #4ll012 Steel

Cadmium or Zinc

273348 | 443564 | pa11012

* To conform with fitting unification
t To conform with fitting unification
Lubrication Fittings must conform to

in SAE Swndard, tolerance of #0.03 in. shall apply.
in SAE Standard, tolerance of +0.04 in. shall apply.
General Specifications.
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GENERAL MOTORS ENGINEERING STANDARDS Engineering
LUBRICATION FITTINGS
GENERAL SPECIFICATIONS
L140
DRYSEAL PIPE THREAD BASE
% e Lo LL—M —
! r————-4—J .02
) FPECTIVE
os o -
r~Y L > o0 i
—1- —1—-—- e —1-Yibmidt- 480 «{— .54
’ 1 il ..
“—CONSTRUCTION 4
Fom TYPE ¢ X 4 orvseac Pre- spECIaL
§ onvseaL wetk EXTRA SHORT
STRAIGHT = | /8 DRYSEAL NPTF - INTERNAL STRAIGHT -1 /4 DRYSEAL - PTF
Type c D (ogz o0 ) Type c D
J | Shank Langth W31 .32 .a2* J | Shank Length .39 i
L {Overall Length 1.00 1.00 1.00" L {Overall Length .88 .92
Materisl & Plnish GM PART NUMBERS Material & Finish GM PART NUMBERS
Steel  Cadmium or Zinc | 273350 ] 126122 J 9411026 Steel  Cadmium or 2inc 273349 l 126132
«# Undercut between thread and hexagon .44 dis. x 1/16 wide.
+ 03 1 £.93
L L
- Y ———
.22
— A P : ke il
@ W o 1-03
A/ h . %
% lukmmuw I : : m
[
30.* 3 .l M.“. .!-

CONSTRUCTION FOR
TYPE O

L onvseaL pre
SPECIAL SMORT

30° ELBOW 1 1 /8 ORYSEAL PTF 1 29/32

30° ELBOW x I/8 DRYSEAL PTF x 2-3/32

Cord CorD
Type c 0 (Opticnel) Type c Y (Cptional:
J | Shank Length .30 .28 .30% J |shank Length 1.25 1.25 1.26%
X | oversll Height .56 .58 .56t X |Overall Haight .56 .55 .56
L | Overall Length .31 .91 .e0' L |Oversll Length 2.09 2.09 2.10t

Materisl & Pinisn GM PART NUMBERS

Material & Finish GM PART NUMBERS

3teel Cadmium or Zinc

271282 [ 109459 l 9411014

Steel

Cadmium or Zinc

273327 [ 126116 I 3411015

.03
L t

22 :_:frtcmt

N [ Tireao

\,
k0

A N\ _ N
/| L0
< N, sty -
ﬁ\/ § omvseal p1e - special

swoat

Fonvseal prr - spEciaL

SHORT
43° ELOOW 1 1 /8 DRYSEAL PTF 1 7/8 65°ELBOW 1 1/8 ORYSEAL PTF 1 7/8
CorD CorD
TyPe c o (Optional ) Trpe c 0 (Opticnal)
J | Shank Length .30 .28 .30% J | Shank Length .30 .28 .30%
K | Overall Heignt .64 .63 64! K |Overall Beight 72 72 72!
L |Overall Length .89 .88 o8t L |overall Length .84 .88 .aet
Material & Pinish GM PART NUMDBERS Material & Piniah GM PART NUMBERS
Steel  Cadmium or Zinc| 271283 | 126152 | 9411016 Steel  Cadmium or Zine| 271284 | 100460 | saiorn

* To conform with fitting unification in SAE Standard, tolerance of #0.03 in. shall apply.
t To conform with fitting unification in SAE Standard, tolerance of *0.04 in. shall apply.
Lubrication Fittings must conform to General Specifications.
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GENERAL MOTORS ENGINEERING STANDARDS

Engineering

'LUBRICATION FITTINGS
GENERAL SPECIFICATIONS

DRYSEAL PIPE THREAD BASE

L140
LLo
J
42 AN .22 |_EFFECTIVE
. MiN [~ TimERD

x L

L .
A)
°°"“'“°"‘2‘>A;v pre- s
FOR TYPE D i : e Seem

HORT

.08

* DRYSEAL PTF - SPECIAL
SHORT.

65" ELBOW x i/8 DRYSEAL PTF x 1-3/16

90" ELBOW x 1/8 DRYSEAL PTF 1 27/32

CorbD CorD
Type Cc D (Optional) Type c I 0 (Optionsl)
J | Shank Length .56 .57 .56% J | Snank Length .30 .28 .30:
K | Overall Height .72 .72 .2t X |Overall Helght .73 .73 .72
L | Overall Length 1.19 1.17 1.18t L |Overall Length .84 .83 .84t

Material & Finish GM PART NUMBERS

Steel

Cadmiur cor Zinc| 273351 | 127782 |

9411C18

Masterial & Pinish GM PART NUMBERS

T
Steel Cadmium or Zinc| 271285 I 109462 ! 9411019

i

! 7 )
16\/ § ORYSEAL PTF - SPECIAL 3 CONSTRUCTION DRYSEAL PTF - SPECIAL
SHORT FOR TYPE 0 SHORT
90° ELBOW x 1/8 DRYSEAL PTF x 1-13/16 105° ELBOW x 1/8 DRYSEAL PTF x I-1/16
CorD CorD
Type c 0 (Optionsl) Type c *] {Cptional)
J | Shank Length .28 1.2¢8 1.26% J | Shank Length e .26 .SC;'
¥ | Overall Heig:h: .73 .72 .72t K | Oversll Height .75 .75 .76
L | Cverall Length L.82 l.82 1.8zt L | Overall Length l.c¢ l1.09 1.06
Material & Finish GM PART NUMBERS Material & Finisn GM PART NUMBERS
Steel  Cadmium or Zinc| 2733%2 17126118 ] 9411020 Steel Cadmium or 2inc| 271286 1 126114 I 9411021
* To conform with fitting unification in SAE Siandard, tolerance of 0.03in. shall apply.
t To conform with fitting unification in SAE Standard, tolerance of #0.04 in. shall apply.
Lubrication Fittings must conform to General Specifications.
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GENERAL MOTORS ENGINEERING STANDARDS

Engineering

LUBRICATION FITTINGS
GENERAL SPECIFICATIONS

1/4-28 SAE LT TAPER THREAD BASE

L140

RE
02
——1 J
.10 EFFECTIVE
..] IN  THREAD
i snqt O &
‘1-2. SAC LT-TAPER THREA i z"-?l SAE LY- TAPER THREAD -26
STRAIGHT x 1/2 STRAIGHT 1 11/16
CorD Cor0D
Type < ) (Optionsl) Type < 0 (Optional)
J | Shank Length .19 .19 .1e® J ! Shank Length .36 .35 347
L | Overall Leng:h .53 .52 .52t L | Overall Length .68 .67 .68t
Materinl & Pinish GM PART NUMBERS ‘Materisl & Finish GM PART NUMBERS
Stesl  Cadmium or Zine| 271287 [ 109454 | 9411027 Steel  Cadmium or Zlne| 273326 ] 126129 [ 9411c28
s ‘ +.02
T3 L =
—to— .08 \.——J‘i.
10 EFFECTIVE
.20 | ErFecTivE MIN  THREAD
;um THREAD
(""’F_ st
L LAk - t.008
- 1.008 L 254
, -.280
1- 8 SAE LT-TAPER THREAD §-20 sae Lt-Tasen THmEAD
STRAIGHT x 18/16 4%° ELBOW 1 13/18
CorD ¥ CorD
Type c D (Cpticral}) Type c 0 (Optioral)
J | snank Length .62 .61 .62% J | Shank Length .20 .20 .20%
L | Overall Length .96 .93 .94t X | Overall Height .58 .58 .58
L |Oversll Lengtn .81 .83 .z"
Matertial & Finish GM PART NUMBERS
Material & Finish GM PART NUMBERS
Stesl Cadmium or Zinc| 271288 I 126131 L 9411029
Steel  Cadrium or Zine| 274508 [ suzssc] 3411030

'|;lv'rr
CONSTRUCTION -
FOR TYPE C

il

"I l'--.ou

——t ) —
' l__._-o EFFECTIVE
i MIN  THREAD

1.008
254
CONSTRUCTION FOR TYPE C
428 SAE LI-TAPER TwAEAD §- 29 SAE LT-TAPER THREAD
45° ELBOW 1 18/16 90° ELBOW 1 3/4

Cor D Cor D

Type < 0 {optional) TIRe c o (Optional)
J | Shank Length .30 .30 .ao: J | Shank Length .20 .19 .20%
K | Overall Height .58 .58 .58 K [Overall Helght €9 .66 .66
L] Oversll Length .89 .93 .ozt L |Overall Length .76 .75 .76!

Materisl & Pinish GM PART NUMBERS Material & Finish GM PART NUMBERS

Steel  Cadmium or Zinc| 274509 l9412351 ] 9411031 Steel Cadmium or 2ine| ¢7eE10 [ 274864 I 3411032

* To conform with fitting unification in SAE Standard, tolerance of +0.03 in. shail apply.
t To conform with fitting unification in SAE Standard, tolerance of *0.04 in. shall apply.
Lubrication Fittings must conform to General Specifications.
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