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GENERAL MOTORS ENGINEEHING STANDARDS ' Engineering

GENERAL SPECIFICATIONS
M100

SQUARE HEAD PIPE PLUGS
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RECESS AND DETAL
OF CONTOUR OPTIONAL
A | Teper Pips Thnresd /8 /4 3/8 /e 3/4 ] i-1/4 i-1/2 4
B | Thread Length, Mintmum {1} .37 1] .48 .56 «63 <75 .80 .83 .88
B} Thread length, Minimum {2) .27 41 41 5S¢ +55 .1 <71 « 73 276
C | Head Height, Minimum .24 .28 »31 .38 R 50 .56 .82 .58
D | Square Width, Maximun .281 375 438 . 563 .625 .813 938 1.125 1.312
8| Wall Thickness, Minimum (1} _ — — <16 .18 .20 .22 .24 .26
E{ wull Tnickness, Minimum (2) —_— — —_— .12 .13 <14 W15 .16 .17
B'f Wall Thickness, Minimum (2) — — — .09 .10 .11 .12 13 .15
Material & Finish GM PART NUMBERS
Cast Iron Platn 103865 103866 103867 103868 103869 103870 106642 106643 187056
Cast Iron Cad or Zinc 143832 143833 143934 143935 143836 143937 143938 143939 431622
Malieable Iron FPlain 219187 219189 219191 219199 219301 218303 218308 219307 219309
Malleable Iron Cad or Zinc 219188 219190 219198 219200 219302 219304 219306 219308 218310
Steel Platin 103877 103878 103879 103880 103881 103882 113181 113182 187565
Stesl Cad or Zinc 117243 117244 143980 143981 le3982 143883 143984 143985 453928
Bress Plain 112178 112578 112304 113176 113177 113178 113179 113180 187412
(1] Use wirh cant terrous metals. (2 Use with cast non-farrous matais
SQUARE SOCKET PIPE PLUGS
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CAST BROACHED
A | Taper Pipe Thread /4 3/8(SHORT) 3/8 1/2 3/4 1 I-1/4 1=-1/2 2
B | Thread Length, Minimum (1) —_— — _— .56 .63 75 .80 .B3 .B8
B | Thread Length, Minimum (2) —_— —_— —_— 2 54 «55 .69 .71 T3 .76
B | Thread Length, Minimum (3) A4 4l .56 .56 .82 .75 .88 .88 —
D | Square Width, Minimum (1 & 2; —_ — _ .382 . 508 .508 <758 759 1864
D | Square Width, Minimum (3) .255 .319 .319 .382 .508 .508 . 759 .759 —_
Squere Width, Maxinum -260 324 324 387 513 «513 «764 <764 —_—
B {Drill Diameter, Maximum (3) 265 +333 333 <402 +552 . 552 817 .817 —
F | Socket Depth, Mintmum {3) .19 .17 .22 .25 +30 .36 .42 .42 —_—
G | Wall Thickness, Minimum (1) — — — .18 .18 <20 .22 24 .26
G | Wall Thickness, Minimum (2) — _ _ .09 .10 <1 .12 213 .15
H| wall Thickness, Minimum (3) .06 .06 06 .08 .08 .12 .19 .18 —
Material & Finish GM PART NUMBERS
Cast Iron Plain _— — ] — 153874 103875 103876 106644 106645 426810
Cast Iron Cacd or Zinc _ -_— _ 143951 143952 143853 143954 1438558 431621
Malleabtle Iron Plain —_— — —_ 112718 112188 113187 113188 113189 426745
Malleadle Iron Cad or Zinc _— -_— — 143967 143866 143969 143970 143871 274306
Stee!l Platn 143997 126045 143162 116566 274387 144000 144001 144002 —_—
Steel Cad or Zinc 144011 144012 144013 144C14¢ 274398 144016 144017 144C18 -—
Braas Plair —_— —_— 147862 144022 144023 144024 144028 14402¢ 455535

(1) Use with cast or malleable iron. (2) Use with cast brass. (3) Use with steel and/or broached hole.
Pipe Plugs must conform to General Specifications.
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GENERAL MOTORS ENGINEERING STANDARDS Engineering

GENERAL SPECIFICATIONS
M100

SLOTTED HEADLESS PIPE PLUGS
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OPTIONAL CONSTRUCTIONS

A| Tapsr Pipe Thread /8 /4 3/8 /2 3/4 ]
B | Thread lLength, Minimum' .37 .44 .48 .56 .63 .75

Thread Length, Minimum .27 .41 +41 .54 .55 .69
C| slot Width .080 .075 .088 .104 .119 .156
D | Slot Depth .070 .113 .139 .156 .189 .235
R | Crown Radius .812 1.0%4 1.378 1.688 —_— —_

Material & Finish GM PART NUMBERS

Steel Plain 103883 103884 103885 103886 1:3887 103880

Steel Cedmium or Zinc 125947 143992 143993 143994 1439895 143996

Brass Plain 118831 113938 115711 115712 115713 115714

1 Use only with uncrowned s1eel pluge.

HEXAGON HEAD PIPE PLUGS
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RECESS ANO DETAIL OF

CONTOUR OPTIONAL
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A | Taper Pipe Thread /8 1/4 3/8 /2 3/4 i
B | Shoulder Length L3758 438 . 500 .562 .62% . 750
C | Hexagon Thickness .188 .188 .219 .219 .312 .312
D | Hexagon wWidth 7/16 9/16 11/16 7/8 1-1/16 1-5/186
B | Recess Diameter —_— _— .375 .500 .688 .875
F [ wWall Thickness, Minimum —_— —_— .156 L1586 .188 188
Material & Finish GM PART NUMBERS
Brass Plain 127950 l 127951 127952 [ 144027 T 144028 144029

Pipe Plugs must conform to General Specifications.
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