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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Plastics

POLYETHYLENE - HIGH DENSITY, HIGH MOLECULAR WEIGHT
GMP.PE.062

1 SCOPE. This specification covers the properties of a
high molecular weight, high density polyethylene possessing
high impact and excellent stress cracking resistance.

1.1 APPLICATIONS. Typical applications include the fol-
lowing: molded fuel tanks, fuel tank components.

2 REFERENCED STANDARDS.

GMP.PE.054 ASTM D1238 ASTM D1928
ASTM D790 ASTM D1505 ASTM D4218
ASTM D638 ASTM D1693

3 TEST PROCEDURES. Tests shall be conducted
using the latest issue of the test methods indicated. Suitable
precautions should be taken to ensure that applicable safe lim-
its are not exceeded when conducting test procedures,
processes, and/or handling the materials required by this speci-
fication.

3.1 Test specimens shall be compression molded according to
ASTM D1928, Procedure C. Test specimens shall be 1.9 £ 0.2
mm thick unless otherwise specified in this GMP specification.

3.2 Tests shall be conducted 40 h min after molding and
immediately following a conditioning period of 24 h min @ 22
+3°C and 50 £ 5% RH unless otherwise specified. All testing
shall be done on unannealed samples.

3.3 Individual specifications for the materials which consti-
tute the black molding compound must be established by the
molder. Incoming materials must be tested to those specifica-
tions and approved by the molders laboratory before release
for production. Test results shall be maintained by the molder
and be available for review by GM. Compounds will be
approved by a compounders formulation code. The com-
pounder must provide GM with the complete identification and
mix ratios of the natural colored material, colored concentrate
and regrind that will be used.

3.4 IMPACT TEST PROCEDURES. Use an instrumented
impact test machine. The probe is to be 12.7 mm in diameter
and the backup plate (clamp) is to have a 75 mm diameter
hole. The test temperature is to be -30°C and the test velocity
is to be 6.7 m/s. Condition the test specimens for 1 h at -30°C
prior to running the impact test.

4 COMPOUND PROPERTIES.

4.1 COMPOUND PROPERTIES (NATURAL). See Table 1.

4.2 COMPOUND PROPERTIES (BLACK). See Table 2 .
Except at indicated, the properties of black materials are the
same as shown in Table 1.

5 SUGGESTED COMPOUND VERIFICATION.
Inherent compound properties and test procedures that may be
used to identify this material are listed below. The test value
and test procedure requirements are identical to those listed in
Section 4, Compound Properties.

Infrared Characterization Scan
Melt Flow Rate

Melt Point

Specific Gravity

6 COMPOUND AND SOURCE APPROVAL.

Each vehicle group and component division will have its own
approved compound list derived from the corporate plastics
file. No shipment shall be made by a new source until a sam-
ple of the compound manufactured at a production facility has
been approved by the appropriate vehicle group and/or compo-
nent division. Shipment receipt and certification requirements
will vary among receiving locations.

6.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has
occurred.

7 IDENTIFICATION. The molding compound shall be
identified by the specification code, the manufacturer’s identi-
fication code and lot number, along with any additional vehicle
group and component division requirements.

8 INSPECTION AND REJECTION. The purchaser
reserves the right to sample incoming shipments even though it
is the responsibility of the supplier to meet the requirements
stated without dependence upon the purchaser’s inspection,
The supplier (whether prime contractor or subcontractor) will
forfeit qualification if a change is made in material, processing
methods, testing methods, or location of manufacture without
prior written request to and subsequent approval from the pur-
chaser.

9 GENERAL INFORMATION. This standard was origi-
nated by the Plastics Committee in Saturn in November 1990,
The latest revisions include:

Rev Date
A 12/96

Description
Fixed Flex Mod Typo
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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Plastics

POLYETHYLENE - HIGH DENSITY, HIGH MOLECULAR WEIGHT

GMP.PE.062

TABLE 1 - COMPOUND PROPERTIES (NATURAL)

Properties Test Values Test Methods
Specific Gravity 0.943.0.949 ASTM D1505
Flexural Modulus 735 MPa min ASTM D790, Method I, 13 mny minute,
50 mm span, secant calculation @ 2%
strain, 76 x 13 x 3.2 mm.
Tensile Stress at Yield ASTM D638 , Type IV bar die cut or
machined, 50 mm/minute
As Received 19 MPa min
3 Wks @ 93°C 19 MPa min
Elongation at Break ASTM D638 , Type IV bar die cut or
machined, 50 mm/minute
As Received 600% min
3 Wks @ 93°C 600% min
Melt Index 3-8 g/10 min ASTM D1238, 190°C, 21.60 kg
Environmental Stress Crack Resistance 500 h min ASTM D1693, Condition A, f(50)h, 100%
(ESCR) ) Igepal
Multiaxial Instrumented Impact Strength See 3.4
Energy @ ULT 19 J min
Deflection @ ULT 12.7 mm

TABLE 2 - COMPOUND PROPERTIES (BLACK)

Properties

Test Values

Test Methods

Elongation @ Break

ASTM D638 Type IV bar die cut or
machine 50 mm/min

As Received 500% min

3 Wks @ 93°C 500% min
Environmental Stress Crack Resistance 400 h min ASTM D1693, Condition A, f(50)h, 100%
(ESCR) Tgepal
Carbon Black Content (See NOTE) 0.10 to 0.35% ASTM D4218

NOTE: If a color concentrate is used to obtain this carbon black content, it must be approved to GMPPE.054 polyethylene blow molding color

concentrate specification.
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