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GENERAL MOTORS ENGINEERING STANDARDS

Materials and Processes - Plastics

POLYPROPYLENE - EXPANDED BEAD FOAM, DENSITY RANGE 90 -
215 kg/m®
GMP.PP.092

1 SCOPE. This specification covers the properties of a
highly resilient, multiple impact resistant, black or white
expanded polypropylene bead foam which is chest molded and
has a density between 90 and 215 kg/m®,

1.1 APPLICATIONS. Typical applications include the fol-
lowing: Bumper energy absorbers, knee bolsters.

1.2 LIMITATIONS. Part density must be specified on the
engineering drawing immediately following the material speci-
fication. Example: MATERIAL: GMP.PP.092 Molded part
density to be 100 £ 10% kg/m®.

2 REFERENCED STANDARDS.

GM1000M ASTM D3575

ASTM C272

ASTM D412
ASTM D1895

3 TEST PROCEDURES.  Tests shall be conducted
using the latest issue of the test methods indicated. Suitable
precautions should be taken to ensure that applicable safe lim-
its are not exceeded when conducting test procedures,
processes, and/or handling the materials required by this speci-
fication.

3.1 Test specimen shall be steam chest molded. Compression
strength specimens shall be cut to 50.8 x 50.8 x 25.4 mm and
tested per ASTM D3575. Tensile specimens shall be cut per
ASTM D412, Die A 13 mm thick. Water absorption specimens
shall be 76.2 x 76.2 x 25.4 mm.

3.2 Test shall be conducted 48 h min after molding and
immediately following period of 24 h min @ 50 + 5% RH.

4 COMPOUND PROPERTIES.

4.1 RESTRICTED AND REPORTABLE CHEMICALS
(GM1000M). All materials supplied to this specification must
comply with the requirements listed in GM1000M, "Restricted
and Reportable Chemicals."

4.2 COMPOUND CERTIFICATION. Material suppliers
must certify molding compound properties to the specific GM
Test Sampling Plan approved for their material.

4.3 COMPOUND PROPERTIES
BLACK). See Table 1.

(NATURAL AND

5 SUGGESTED COMPOUND VERIFICATION.

Inherent compound properties and test procedures that may be
used to identify this material are listed below. The test value
and test procedure requirements are identical to those listed in
Section 4, Compound Properties.

Carbon Black Content
Infrared Characterization Scan
Melt Point

Specific Gravity

6 COMPOUND AND SOURCE APPROVAL.

Each vehicle group and component division will have its own
approved compound list derived from the corporate plastics
file (MATSPC). No shipment shall be made by a new source
until a sample of the compound manufactured at a production
facility has been approved by the appropriate vehicle group
and/or component division. Shipment receipt and certification
requirements will vary among receiving locations.

6.1 Completed copies of the Material Safety Data Sheet
meeting GM information requirements must be submitted with
any new submissions or whenever a composition change has
occurred.

7 IDENTIFICATION. The molding compound shall be
identified by the specification code, the manufacturer’s identi-
fication code and lot number, along with any additional vehicle
group and component division requirements.

8 INSPECTION AND REJECTION. The purchaser
reserves the right to sample incoming shipments even though it
is the responsibility of the supplier to meet the requirements
stated without dependence upon the purchaser’s inspection.
The supplier (whether prime contractor or subcontractor) will
forfeit qualification if a change is made in material, processing
methods, testing methods, or location of manufacture without
prior written request to and subsequent approval from the pur-
chaser.

9 GENERAL INFORMATION. This standard was origi-
nated by the Pastics Committee in December 1995.
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GENERAL MOTORS ENGINEERING STANDARDS Materials and Processes - Plastics

POLYPROPYLENE - EXPANDED BEAD FOAM, DENSITY RANGE 90 -

215 kg/me
GMP.PP.092
TABLE 1 - COMPOUND PROPERTIES (NATURAL AND BLACK)
Properties Test Values Test Methods
Molded Density Range 90 - 215 kg/m’ ASTM D1895, test container volume =
3050 cm®
Compressive Strength Y = 0.94286 - 9.0845 e-3 X + 7.5319 | ASTM D3575 @ 25% strain (Specimen
e-5 X* MPa min size is 50.8 x 50.8 x 25.4 mm)
Tensile Strength Y = 1.4063 + 4.4974 e-2 X - 3.3009 e- | ASTM D 3575 (Use ASTM D412, Die A,
4 X + 8.2864 s-7 X* MPa min 13 mm thick coupons)
Water Absorption Y =2.8887 e-2 - 7.3439 -5 X g/cc | ASTM C272 (Specimen size 76.2 x 76.2
max X 25.4 mm)

NOTE: The properties of compressive and tensile strength shall be determined using the above equations where X - molded foam Density, Y =
minirnum applicable property values.
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